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Support Information 


For basic customer and technical support information, as well as product 
Information and other news, visit our Web Site at: 


http://www.powercc.com 


Customers who purchased systems directly from Power Computing should use 
the numbers listed below to contact Power Computing for assistance (all times 


are United States Central Time). 


Customers who did not purchase systems directly from Power Computing 
must contact the dealer they purchased their system from for assistance. 


To place or check 
on an order you 
haven’t received yet 


Customer | If you have a ques- 


Support tion about an order 
you Nave received 


Technical | For help with a 
Support technical question 


For Technical Support, Call 1-800-708-6227 





M -F 8AM to 10 PM 


Sat 9 AM to 6 PM 
Sun 10AM to 6 PM 


M -F 8AM to 6PM 
Sat 10 AM to 4PM 
Sun 10AM to 6PM 


M-F 8AM to 8 PM 
Sat 10AM to 4PM 
Sun 10 AM to 4 PM 





1-800-999-7279 
1-800-671-6227 
1-800-708-6227 
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A word from the Power 
Computing team 


Dear New Power Computing Owner, 


Thank you for choosing an award winning Mac OS system from Power 
Computing. As the first and only vendor of personalized Mac OS computers 
we appreciate your support. Our goal is to provide you with the best product 
available. 


Power Computing was chosen by Apple as the first licensed manufacturer 
of Mac OSsystems. We created our company with the focus on providing 
customers with more choice, better service, and more affordable systems. 


Our top priority is you. We offer toll-free lifetime technical support and an 
inexpensive optional on-site warranty plan, which provides service at your 
location. We would love to hear from you. Call us with any questions, or just 
to let us know how you like the system. Our customer service number is 
1-800-671-6227; our email address is, info@oowercc.com. 


We hope this is the beginning of along relationship between us. We look 
forward to your continued support. Enjoy your new Power Computer. 


Sincerely, 


Steve Kahng 
Chairman and CEO 
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PowerCenter" Pro Overview 


PowerCenter Pro systems come in two different chassis types, a Minitower 
system and a Low-Profile system. 


Note: Wherever there is no significant difference other than orientation 
between the two chassis types, only one chassis type will be shown. Where 
there is a significant difference between the two chassis types, both will be 
shown. 


PowerCenter Pro systems has a high-speed PowerPC 604e processor. 
PowerCenter Pro systems come with at least 16 MB of RAM, built-in video 
with 2 or 4 MB of video RAM, at least a 2 GB hard drive, a 16x CD-ROM player, 
a 1 MB level 2 cache, built-in Ethernet, and two SCSI buses. Detailed 
specifications for the PowerCenter Pro systems are found in Appendix B, 
Technical Information, on page 107. 


For Technical Support, Call 1-800-708-6227 PowerCenter Pro User’s Guide 


Minitower system front view 


Here are the key features of the Minitower system from the front. 
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Minitower system rear view 


Here are the key features of the system from the rear. 
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Low-Profile system front view 


Here are the key features of the Low-Profile system front panel. 
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Low-Profile system rear view 


Here are the key components of the Low-Profile system rear panel. 
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Return, Support, Warranty, 
Satisfaction Guarantee, and 
License Information 


RETURN POLICIES 


If you received equipment (“Hardware”) from Power Computing Corporation 
(“Power”) in a damaged shipping container or if your Hardware was otherwise 
damaged in shipment to you, please contact the shipper immediately. All 
Hardware and packaging were fully inspected prior to shipment from Power, 
and you must file a claim with the shipper for any damages that may occur in 
shipment. Retain all shipping materials. Contact Power's Customer Service 
Department if you need assistance with any such claims. 


Customers who did not purchase systems directly from Power Computing 
must contact the dealer they purchased their system from for assistance. 


Returns for refund 


To return Hardware manufactured by Power Computing Corporation and 
purchased under Power's thirty-day money back guarantee, see the terms of 
the Customer Satisfaction Guarantee. You must contact Customer Service for a 
Return Merchandise Authorization (“RMA”) before returning the merchandise. 
If you have already registered your Product for warranty purposes (see 

W arranty registration on page xxiii for details), processing will be simplified. 


After your return request is received, Power's Customer Service will issue you 
an RMA number, along with shipping instructions for return of the Hardware. 
This number is valid for ten (10) days from the date of issuance. The Hardware 
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must be received by Power on or before the tenth day after issuance of the 
RMA number. Returns will not be accepted without a valid RMA number 
written on the box. 


Note: A sample shipping label is included in the back of the manual. 


Returns for repair 


In order to return Hardware for warranty or non-warranty service, you must 
request an RMA by contacting Power's Technical Support or Customer Service 
Department. 


CAUTION: You must back up all data stored on the Hardware before 
returning your Hardware to Power for repair, as Power may format your 
drive with a new disk image. Power is not responsible for any loss of data. 


If Power finds defective components, materials or workmanship in your 
Hardware, Power will use reasonable efforts to repair or replace the Hardware. 
If the Hardware is under warranty, there shall be no charge to you for such 
repairs or replacement, and the Hardware will be returned to you using the 
same class of service for shipping. Otherwise, Power's standard charges for 
parts, labor, shipping and handling will apply. 


Shipment of hardware to Power 


For both types of returns, all Hardware should be returned in the original 
packaging material, accompanied by all original components as configured by 
Power Computing, and the Hardware must have the RMA number clearly 
written at least three (3) times on the outside of each box. You bear all costs 
and risks of loss in connection with shipping the Hardware back to Power 
Computing. We recommend that the package(s) be insured for the full 
purchase amount. 


These policies are subject to change at the discretion of Power Computing, 
except that any changes in these policies will not apply to Hardware sold to 
customers prior to the effective date of any policy change. If you have any 
questions regarding these policies, please contact Power Computing Customer 
Service. 
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Dealers, Distributors, Leasing Companies, VARs, and other resellers of Power 
Hardware are not eligible for the Satisfaction Guarantee return and refund 
policies. Sales to those entities will be final unless otherwise agreed to in 
writing by Power. Customers who did not purchase systems directly from 
Power Computing must contact the dealer they purchased their system from 
for assistance. 


Support information 


For basic customer and technical support information, as well as product 
Information and other news, visit our Web Site at: 


http://www.powercc.com 


Direct or dealer support? 


Customers who purchased systems directly from Power Computing should 
contact Power Computing for assistance. Customers who did not purchase 
systems directly from Power Computing must contact the dealer they 
purchased their system from for assistance. 


Contacting Customer Service 


To contact Power Customer Service call (800) 671-6227, fax (512) 388-6798, or 
email custserv@powercc.com and describe in detail any problems or issues 
you need resolved with respect to Power Computing. Be sure to include your 
order or quote number, serial number, and phone number with all 
correspondence. 


Customer Service telephone hours are as follows (all times are United States 
Central Time). 


Customer | If you have a ques- M -F 8AM to6PM | 1-800-671-6227 
Service tion or a problem Sat 10 AM to 4 PM 


with an order you Sun 10 AM to 6 PM 
have received 
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Contacting Technical Support 


To contact Power Technical Support call (800) 708-6227, fax (512) 388-6738, 
or @-mail support@powercc.com and describe in detail the problem that you 
are having with your Hardware. 


For details on contacting Technical Support, see Technical Support Contact 
Information on page 56. 


Be sure to include your model number, serial number, date of purchase and 
phone number with all corresoondence. We advise you to confirm receipt of 
all fax or email requests. 


Technical Support telephone hours are as follows (all times are United States 
Central Time). 


Technical | For help with atech- | M-F _ 8AM to3PM | 1800-708-6227 


Sat 10 AM to 4 PM 


Support | nical problem Sun 10AM to 4 PM 
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LIMITED WARRANTY 


One-year limited hardware warranty 


Warranty registration 


You should register your Product with Power by completing the Power Owner 
Registration Card, enclosed in the accessory box along with the keyboard 
and mouse, and mail the completed card to Power. If you prefer, you can 
register your purchase on Power's web site at www.powercc.com. You should 
register within 3 months from the date of purchase. Once you register your 
purchase, you will receive an on-site registration validation sticker and card for 
you to use to validate your limited warranty. 


Power Computing Corporation (“Power”) warrants the computer hardware 
delivered to you by Power (“Hardware”) against defects in components, 
materials and workmanship for a period of one year from the date of original 
purchase of the Hardware by the end user (proof of purchase required). If 
Power finds defective components, materials or workmanship in your 
Hardware, Power shall, at its option, either repair or replace the Hardware at 
no chargeto you. Reconditioned parts may be used in repairing your machine. 
If Power is unable to repair or replace your Hardware within a reasonable time, 
your exclusive remedy shall be a refund of the purchase price of your 
Hardware upon its return to Power. 


Exclusions 


The above warranty shall not apply to defects to Power Hardware resulting 
from improper or inadequate maintenance by you; software or interfacing 
supplied by you; unauthorized modification, neglect, abuse or misuse of the 
Hardware, including without limitation operation of the Hardware in an 
environment other than an ordinary office or home; or acts of God. Power 
makes no warranties with respect to the software and other accessories 
provided with the Hardware beyond those provided by the respective vendors 
of such items. Power shall not be liable for shipping damages. 
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Obtaining warranty service 


To obtain warranty service, you must return your Hardware, freight pre-paid, 
to aservice facility authorized by Power in accordance with Power's then- 
current Return Policy. All Power Harware must be returned in original 
packaging material. 


Warranty limitations and disclaimer of damages 


POWER MAKES NO OTHER WARRANTIES, EITHER EXPRESS OR IMPLIED, OR 
STATUTORY, INCLUDING WITHOUT LIMITATION ANY IMPLIED 
WARRANTIES OF MERCHANTABILITY OR FITNESS FOR A PARTICULAR 
PURPOSE. 


THE REMEDIES PROVIDED FOR ABOVE ARE EXCLUSIVE AND IN LIEU OF 
ALL OTHERS, WHETHER ORAL OR WRITTEN, EXPRESS OR IMPLIED. 


POWER SHALL NOT BE LIABLE TO YOU ORANY THIRD PARTY, PURSUANT 
TO THISWARRANTY ORIN ANY OTHER WAY WITH RESPECT TO THE USE 
OF THE HARDWARE, FOR ANY AMOUNTS REPRESENTING LOSS OF PROFITS, 
LOSS OF DATA, DOWNTIME, LOSS OF GOOD WILL OR BUSINESS DAMAGE 
OR REPLACEMENT OF EQUIPMENT AND/OR PROPERTY, OR ANY COSTS OF 
RECOVERING, REPROGRAM MING OR REPRODUCING ANY PROGRAM OR 
DATA STORED ON OR USED WITH THE HARDWARE, OR ANY INDIRECT, 
INCIDENTAL, CONSEQUENTIAL, OR PUNITIVE DAMAGES OF YOU OR ANY 
THIRD PARTY, WHETHER RESULTING FROM BREACH OF WARRANTY OR 
ANY OTHER LEGAL THEORY. 


This warranty gives you specific legal rights, and you may also have other 
rights that may vary from state to state. Some states do not allow the exclusion 
or limitation of incidental or consequential damages or exclusions of implied 
warranties, so the above limitations or exclusions may not apply to you. 
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CUSTOMER SATISFACTION GUARANTEE 


Note: The Customer Satisfaction Guarantee applies only to Hardware purchased directly 
from Power Computing. Hardware purchased from a reseller, dealer, or retailer is handled by 
that reseller, dealer, or retailer. If you did not purchase your Hardware directly from Power 
Computing, contact whoever you purchased your Hardware from for their terms and follow 
their procedures. 


If you purchased your Hardware directly from Power Computing, within thirty 
(30) days of receipt of merchandise, you may contact Power Computing to 
arrange for the return of any computer system purchased from Power 
Computing (“Hardware”) for a full refund of the cost of the system if you are 
not entirely satisfied, as long as the following conditions are met: 


1. Contact Power Computing Customer Service within 30 days of receipt of 
merchandise to obtain a Return Merchandise Authorization (RMA) number, 
at (800) 671-6227. The merchandise must then be received by Power 
Computing on or before the tenth day after the RMA number is issued. 


2. Repack and seal the Hardware and all documentation, software, accessories, 
registration cards and other materials originally supplied with the Hardware 
In the original packing material. 


3. Make sure that the RMA number is visibly legible on the box in at least three 
places. 


4. Ship the Hardware to Power Computing at the address shown on the sample 
Merchandise Return Form shown at the back of this manual. Make sure the 
shipper does not cover the form. The Hardware must be received by Power 
Computing on or before the tenth day after the RMA number is issued. 


5. You should pre-pay shipment, and assume all risks of loss or damage in 
connection with shipping the system back to Power Computing. We 
recommend that package(s) be insured for the full purchase amount. 


6. Refunds or credits for Hardware returned under this guarantee will be made 
pursuant to Power Computing's Refund Policy in effect as of the date of sale 
of the Hardware. Refunds or credits will be issued only after the Hardware Is 
verified by Power to bein “like-new” condition. Reductions in credit will 
result if Hardware isin “less-than-new” condition, or if any documentation, 
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software, accessories and other materials originally supplied with the 
Hardware are not returned completely intact. Once approval is given fora 
refund or credit, processing will vary according to payment method. If the 
Hardware was paid for with a valid credit card, a credit will be applied to the 
same credit card account. If payment was made with a check, a refund check 
will be mailed to the customer. Other payment methods will involve 
appropriate refunds or credits according to Power's accounting department 
policies. 


7. Hardware received with any shipping charges due or after the tenth day 
after issuance of the RMA number will be refused by Power Computing and 
returned to the sender. We will also return any Hardware that is notin “like 
new” condition and accompanied by all documentation, software, 
accessories, registration cards and other materials originally supplied with 
the Hardware, as determined by Power. If any of these circumstances occur, 
eligibility for the thirty-day money back guarantee may no longer apply. 
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Apple Computer, Inc. System Software License Agreement 


PLEASE READ THIS LICENSE CAREFULLY BEFORE USING THE SOFTWARE. BY USING 
THE SOFTWARE, YOU ARE AGREEING TO BE BOUND BY THE TERMSOF THISLICENSE. 
IF YOU DO NOT AGREE TO THE TERMS OF THIS LICENSE, PROMPTLY RETURN THE 
UNUSED SOFTWARE TO THE PLACE WHERE YOU OBTAINED IT AND YOUR MONEY 
WILL BE REFUNDED. 


1. License. The application, demonstration, system and other software accompanying 
this License, whether on disk, in read only memory, or on any other media (the “Apple 
Software’), the related documentation and fonts are licensed to you by Apple. You own 
the disk on which the Apple Software and fonts are recorded but Apple and/or Apple's 
Licensor(s) retain title to the Apple Software, related documentation and fonts. This Li- 
cense allows you to use the Apple Software and fonts on a single Apple computer and 
make one copy of the Apple Software and fontsin machine-readable form for backup pur- 
poses only. You must reproduce on such copy the Apple copyright notice and any other 
proprietary legends that were on the original copy of the Apple Software and fonts. You 
may use the Apple Software in a networked environment so long as each computer in 
such environment is the subject of a license for the Apple Software; however, you many 
not electronically transmit the Apple Software from one computer to another over a net- 
work. You may also transfer all your license rights in the Apple Software and fonts, the 
backup copy of the Apple Software and fonts, the related documentation and a copy of 
this License to another party, provided the other party reads and agrees to accept the 
terms and conditions of this License. 


2. Restrictions. The Apple Software contains copyrighted material, trade secrets and 
other proprietary material and in order to protect them you may not decompile, reverse 
engineer, disassemble or otherwise reduce the Apple Software to a human-perceivable 
form. You may not modify, network, rent, lease, loan, distribute or create derivative 
works based upon the Apple Software in wholeor in part, except for the limited network- 
ing described above in Section 1. THIS APPLE SOFTWARE MAY NOT BE IMPORTED TO, 
USED IN, OR RE-EXPORTED FROM FRANCE OR ANY OF ITS COLONIES OR TERRITO- 
RIES. 


3. Termination. This License is effective until terminated. You may terminate this Li- 
cense at any time by destroying the Apple Software, related documentation and fonts and 
all copies thereof. This License will terminate immediately without notice from Apple if 
you fail to comply with any provision of this License. Upon termination you must de 
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stroy the Apple Software, related documentation and fonts and all copies thereof. 


4. Export Law Assurances. You agree and certify that neither the Apple Software nor 
any other technical data received from Apple, nor the direct product thereof, will be ex- 
ported outside the United States except as authorized and as permitted by the laws and 
regulations of the United States. If the Apple Software has been rightfully obtained by you 
outside of the United States, you agree that you will not re-export the Apple Software nor 
any other technical data received from Apple, nor the direct product thereof, except as 
permitted by the laws and regulations of the United States and the laws and regulations 
of the jurisdiction in which you obtained the Apple Software. 


5. Government End Users. If you are acquiring the Apple Software and fonts on behalf 
of any unit or agency of the United States Government, the following provisions apply. 
The Government agrees: 


(i) if the Apple Software and fonts are supplied to the Department of Defense 
(DOD), the Apple Software and fonts are classified as “Commercial Computer Software” 
and the Government is acquiring only “restricted rights” in the Apple Software, its doc- 
umentation and fonts as that term is defined in Clause 252.22 7-7013(c)(1) of the DFARS; 
and 


(ii) if the Apple Software and fonts are supplied to any unit or agency of the Unit- 
ed States Government other than DOD, the Government's rights in the Apple Software, 
its documentation and fonts will be as defined in Clause 52.227-19(c)(2) of the FAR or, 
in the case of NASA, in Clause 18-52.227-86(d) of the NASA Supplement to the FAR. 


6. Limited Warranty on Media. Apple warrants the diskettes and/or compact disc on 
which the Apple Software and fonts are recorded to be free from defects in materials and 
workmanship under normal usefor a period of ninety (90) days from the date of purchase 
as evidenced by a copy of the receipt. Apple's entire liability and your exclusive remedy 
will be replacement of the diskettes and/or compact disc not meeting Apple's limited war- 
ranty and which is returned to Apple or an Apple authorized representative with a copy 
of the receipt. Apple will have no responsibility to replace a disk/disc damaged by acci- 
dent, abuse or misapplication. ANY IMPLIED WARRANTIES ON THE DISKETTES AND/ 
OR COMPACT DISC, INCLUDING THE IMPLIED WARRANTIES OF MERCHANTABILITY 
AND FITNESS FOR A PARTICULAR PURPOSE, ARE LIMITED IN DURATION TO NINETY 
(90) DAYS FROM THE DATE OF DELIVERY. THIS WARRANTY GIVES YOU SPECIFIC LE- 
GAL RIGHTS, AND YOU MAY ALSO HAVE OTHER RIGHTS WHICH VARY BY JURISDIC- 
TION. 
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7. Disclaimer of Warranty on Apple Software. You expressly acknowledge and 
agree that use of the Apple Software and fonts is at your sole risk. The Apple Software, 
related documentation and fonts are provided “ASIS” and without warranty of any kind 
and Apple and Apple's Licensor(s) (for the purposes of provisions 7 and 8, Apple and Ap- 
ple's Licensor(s) shall be collectively referred to as “Apple”) EXPRESSLY DISCLAIM ALL 
WARRANTIES, EXPRESS OR IMPLIED, INCLUDING, BUT NOT LIMITED TO, THE IM- 
PLIED WARRANTIES OF MERCHANTABILITY AND FITNESS FOR A PARTICULAR PUR- 
POSE. APPLE DOESNOT WARRANT THAT THE FUNCTIONSCONTAINED IN THE APPLE 
SOFTWARE WILL MEET YOUR REQUIREMENTS, OR THAT THE OPERATION OF THE AP- 
PLE SOFTWARE WILL BE UNINTERRUPTED OR ERROR-FREE, OR THAT DEFECTS IN 
THE APPLE SOFTWARE AND THE FONTSWILL BE CORRECTED. FURTHERM ORE, APPLE 
DOES NOT WARRANT OR MAKE ANY REPRESENTATIONS REGARDING THE USE OR 
THE RESULTS OF THE USE OF THE APPLE SOFTWARE AND FONTS OR RELATED DOC- 
UMENTATION IN TERMS OF THEIR CORRECTNESS, ACCURACY, RELIABILITY, OR 
OTHERWISE. WITHOUT PREJUDICE TO THE GENERALITY OF THE FOREGOING, APPLE 
DOESNOT WARRANT OR MAKE ANY REPRESENTATION OR GUARANTEE REGARDING 
THE AUTHENTICITY OR SECURITY OF ANY DIGITAL SIGNATURE GENERATED USING 
THE APPLE SOFTWARE, ORANY WARRANTY OR REPRESENTATION THAT THE PERSON 
ORENTITY THAT ISUSING SUCH A DIGITAL SIGNATURE HASTHE AUTHORITY TO DO 
SO.NO ORAL ORWRITTEN INFORMATION ORADVICE GIVEN BY APPLE ORAN APPLE 
AUTHORIZED REPRESENTATIVE SHALL CREATE A WARRANTY OR IN ANY WAY IN- 
CREASE THE SCOPE OF THIS WARRANTY. SHOULD THE APPLE SOFTWARE PROVE DE- 
FECTIVE, YOU (AND NOT APPLE OR AN APPLE AUTHORIZED REPRESENTATIVE) 
ASSUM E THE ENTIRE COST OF ALL NECESSARY SERVICING, REPAIR OR CORRECTION. 
SOME JURISDICTIONS DO NOT ALLOW THE EXCLUSION OF IMPLIED WARRANTIES, 
SO THE ABOVE EXCLUSION MAY NOT APPLY TO YOU. 


8. Limitation of Liability. UNDER NO CIRCUMSTANCES INCLUDING NEGLI- 
GENCE, SHALL APPLE BE LIABLE FOR ANY INCIDENTAL, SPECIAL OR CONSEQUEN- 
TIAL DAMAGES THAT RESULT FROM THE USE, INCLUDING BUT NOT LIMITED TO 
THE IMPROPER, WRONGFUL, OR FRAUDULENT USE OF THE DIGITAL SIGNATURES 
GENERATED USING THE APPLE SOFTWARE, OR INABILITY TO USE THE APPLE SOFT- 
WARE OR RELATED DOCUMENTATION, EVEN IF APPLE OR AN APPLE AUTHORIZED 
REPRESENTATIVE HAS BEEN ADVISED OF THE POSSIBILITY OF SUCH DAMAGES. 
SOME JURISDICTIONS DO NOT ALLOW THE LIMITATION OR EXCLUSION OF LIABIL- 
ITY FOR INCIDENTAL OR CONSEQUENTIAL DAMAGES SO THE ABOVE LIMITATION 
OR EXCLUSION MAY NOT APPLY TO YOU. 
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In no event shall Apple's total liability to you for all damages, losses, and causes of action 
(whether in contract, tort (including negligence) or otherwise) exceed the amount paid 
by you for the Apple Software and fonts. 


9. Controlling Law and Severability. This License shall be governed by and con- 
strued in accordance with the laws of the United States and the State of California, as ap- 
plied to agreements entered into and to be performed entirely within California between 
California residents. If for any reason a court of competent jurisdiction finds any provi- 
sion of this License, or portion thereof, to be unenforceable, that provision of the License 
shall be enforced to the maximum extent permissible so as to effect the intent of the par- 
ties, and the remainder of this License shall continue in full force and effect. 


10. Complete Agreement. This License constitutes the entire agreement between the 
parties with respect to the use of the Apple Software, related documentation and fonts, 
and supersedes all prior or contemporaneous understandings or agreements, written or 
oral, regarding such subject matter. No amendment to or modification of this License 
will be binding unlessin writing and signed by aduly authorized representative of Apple. 


Note: The Apple Software Registration Card isin the back of the manual. 
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Getting Started 





Your computer has been designed for easy plug-and-play setup in four simple 
steps - if you arein need of technical assistance, after completing the setup 
process described in this chapter, please feel free to call Power Computing 
Technical Support at 1-800-708-6227. 

Find a place for the computer and monitor 

Plug in the computer 

Plug in and connect the monitor 

Connect the mouse and keyboard 


Finding a place for the computer and monitor 


Think carefully about where to place your computer and monitor. Here are 
some suggestions to help you find a good place: 


m Makesure there is a grounded, three-hole electrical outlet within a few feet. 


m Useasturdy, level table or desk as a work surface. Make sure that you can 
position your monitor, keyboard, and mouse so that you can work 
comfortably. See Appendix A, Safety and Health Information, on page 105 for 
detailed instructions. 


m You can place monitors up to 50 Ibs. (23 kg) on top of the computer. If you 
have a heavier monitor, place the monitor directly on your work surface. 


m Leave a few inches of space around the computer and monitor for air to 
circulate. 
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Plugging in the computer 


Set up and plug in the computer before connecting the monitor, keyboard, 
and other devices. Plugging in the computer ensures that it is grounded and 
protected from electrical damage. The key components for plugging in the 
computer are shown below. 


TEN 


power inpu 
socket 





115/ 230 volt 
switch 


WARNING! For your safety, the computer is equipped with a three-prong 
plug designed to be used with a grounded electrical outlet. If 
you do not have access to an appropriate outlet, have an 
electrician install one. Do not use your computer with a three- 
prong adapter in an ungrounded outlet. 


To plug in the computer: 
CAUTION: Do not press the power switch on the front pane of the 
computer or the keyboard power switch until you have completed all of 
the setup instructions. 


1. Place the computer in the location you have chosen. 
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2. Set the 115/ 230 volt switch to the correct setting for your country. 


Set the switch to 115 volts for the U.S., Canada, and Japan. Use the 230- 
volt setting in most European countries. 


3. Connect the socket end of the power cord to the power input socket 
on the back of the computer. 


4. Connect the plug end of the power cord into a grounded, three-hole 
electrical outlet. If you have any expansion cards, follow the 
instructions in Chapter 5, Installing PCI Expansion Cards, on page 59 
to install them now. 


Connecting the monitor 
Your computer can be used with a wide variety of monitors. 


The basic system comes with built-in video circuitry and 2 MB of Video RAM. 
A 4 MB VRAM video card is also available as an upgrade option from Power 
Computing. Video memory configurations on page 110 lists the various monitor 
sizes, resolutions, and number of colors supported for both the 2 MB and 4MB 
video cards. 
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The key components for connecting the monitor are shown below. 


built-in Macintosh- 
standard video port 







S77 @ 7 ELTTI 


built-in VGA 
video port 


m The built-in Macintosh-standard monitor port allows you to connect a 
monitor with Macintosh-style connectors. 


m The built-in VGA monitor port allows you to connect a standard VGA or 
SVGA monitor and use PC-style connectors. 


CAUTION: Do not connect monitors to both built-in video ports 
simultaneously. The internal video card will support only one output 
type at a time. 


UsetheMonitors and Sound control panel or the Control Strip in MacOS 
to control how the monitor is configured. See the Mac OS Guide (available 
through the Guide menu, marked with “4)) or the Mac OS documentation that 
came with your system for additional information about usingtheMonitors 
and Sound control panel and the Control Strip. 
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Connecting the monitor involves two steps: plugging in the monitor and 
connecting the monitor cable. 


To plug in the monitor: 
1. Place the monitor on the location you have chosen. 


2. If necessary, connect the power cord to the monitor. 


Some monitors have permanently attached power cords. 


3. Plug the monitor power cable into a grounded, three-hole electrical 
outlet. 
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To connect the video cable: 


1. If necessary, attach the video cable to the monitor. 


Some monitors have video cables permanently attached. 


2. Connect the video cable to the monitor port on the back of the 
computer. 


There are two types of built-in video port connectors on the back of your 
computer: Macintosh-standard and VGA. 


built-in Macintosh- 
standard video port 


AN. i 
S + = 


built-in VGA 
video port 
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Connect your monitor to the appropriate port for your monitor. The on- 
board video automatically senses which port you are using. 


CAUTION: Do not connect monitors to both built-in video ports 
simultaneously. The internal video card will support only one output 


type at a time. 
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e If you are using a monitor with a Macintosh-standard video connector, 
connect the monitor cable to the built-in M acintosh-standard port (the 
larger of the two connectors). 


e Ifyou are using a VGA monitor with a PC-style connector, connect the 
monitor cable to the built-in VGA port (the smaller of the two 
connectors). 


e Besureto tighten the monitor cable connector screws that secure the 
monitor cable connector to the computer’s video monitor connector. 


For Technical Support, Call 1-800-708-6227 PowerCenter Pro User’s Guide zd 


Getting Started 


Connecting the mouse and keyboard 


Once you have connected the monitor, you can connect the mouse and 
keyboard. 


To connect the mouse and keyboard: 


1. Plug the mouse cable into one of the ADB ports on the keyboard. 
There is an ADB port at each end of the keyboard; use whichever one you 
| prefer. 


keyboard 
ADB ports 


1 


i | 
oe fd 
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2. Plug the keyboard cable into the ADB port (marked with +) on the 
back of the computer. 





ADB port 
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Turning the computer on 


When the computer, monitor, keyboard, and mouse are connected, you can 
turn the computer on. 


To turn the computer on: 


1. Turn on the monitor. 
See the documentation that came with the monitor for the location of the 
power switch. 


2. Turn the computer on by pressing the keyboard power key (marked 
with a triangle) on the upper right corner of the keyboard. 





keyboard 
power key 
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When the computer finishes its start-up procedure, you should see the Mac 
OS desktop. If you see a blinking question mark, you need to install the 
system software on your hard disk (though a problem with the hard drive 
or amisconfigured SCSI chain can also cause a blinking question mark). See 
Troubleshooting on page 35 for details. If you see a blank screen or anything 
not already described, see Problems starting up on page 11. 


When you need to shut your computer down, follow the instructions in 
Shutting down the computer on page 13. 


Problems starting up 


If you see a blank screen when you start up, check the following items to 
identify the source of the problem: 


m Arethecomputer and monitor plugged in? If they are plugged into a power 
strip, is it plugged in and turned on? 


m Arethe computer and monitor turned on? The power button on the front 
of the computer should be lighted. Most monitors also have power lights 
which should also be on. 


m Isthevideo cable securely connected to the monitor and computer? (If you 
need to reattach the cable, first turn off the computer and monitor.) 


m Arethe keyboard and mouse properly connected to the computer? (If you 
need to reconnect them, first turn off the computer to avoid damage.) 


m Isthe brightness control on the monitor turned too far down? Check the 
documentation that came with your monitor for instructions. 


m If theimageon the monitor has agreen or purple cast, or the display 
appears dark, then you may be using a monitor that requires support for 
Sync on Green. Older Mac OS computers used a process known as Sync on 
Green to produce proper video output. Most computers today do not 
Support these types of monitors and instead support a standard called 
Composite Sync. You should consult with the manufacturer of your 
monitor to determine which type of monitor you have. Adapters are 
available from most monitor vendors that allow the use of older Sync on 
Green monitors on your new Power Computing computer. 
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Press the reset button on the front of the computer firmly and release it. 





If these steps do not resolve the problem, see Chapter 4, Troubleshooting, on 
page 35 for additional help. 
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Shutting down the computer 


When you are finished working with your computer, it is very important to 
shut it down correctly. 


To shut down the computer 


1. Choose Shut Down from the Special menu in Mac OS. 
You are prompted to save any unsaved files before shutting down. 


Special 
Clean Up Desktop 
Empty Trash... 





























OR 


2. Pressthe power key on the keyboard. 
A Shut Down dialog box is displayed. 


i Are you sure you want to shut down your 


computer now? 





Choose the Shut Down option by pressing the return key. 
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3. In the unlikely event that the system does not respond to mouse 
movement or the keyboard, see Chapter 4, Troubleshooting, on page 
35. 
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Connecting 
Peripheral Devices 


Your computer has anumber of ports for connecting peripheral devices such as 
printers, storage devices, audio equipment, network cabling, and modems. 


See the figure below for the location of the ports. (In terms of port locations 


there is no significant difference between the Minitower and Low-Profile 
systems. 


built-in Macintosh- 
standard video port 


GN 





















NS SZ J 
& modem + 
115/230 
volt switch built-in VGA port ht port 
video port El. printer Y sound 
¢ external port in port 
power SCSI port <-> AAUI 4)) sound 
cord socket Ethernet port out port 
<-> LOBase-T 
Ethernet port 
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Using SCSI devices 


Your computer has two separate SCSI buses - a high-speed 20 MB per second 
UltraSCSI bus for internal high-speed devices like hard drives and RAID arrays, 
and a5 MB per second bus primarily for internal devices such as the CD-ROM 
drive, removable cartridge devices such as Zip and Jaz drives, and external SCSI 
devices. 


You can connect up to seven devices on the 5 MB per second SCSI bus. The 
Internal SCSI cable, attached to the internal UltraSCSI bus, supports a 
maximum of two internal hard drives in the Minitower enclosure and one 
internal hard drive on the Low Profile enclosure. 


External SCSI devices, such as scanners, hard drives, CD-ROM drives, and 
removable-catridge drives, can be connected to your computer using the 25- 
pin standard SCSI connector on the rear of the computer. An external 50-pin 
SCSI port may be available on the back of your UltrasCSI PCI card. This 
connector supports wide SCSI devices. At this time, the use of the external 
UltraSCS!l connector is not supported with the PowerCenter Pro computer. 
Using the external high-speed SCSI connector may lead to conflicts and 
performance issues with the internal drives. 


Connecting a SCSI device involves four steps: 


Setting the device’s SCSI ID 

Ensuring proper termination 

Connecting the device 

Installing a software device driver (if one is required) 


PowerCenter Pro User’s Guide For Technical Support, Call 1-800-708-6227 


Connecting Peripheral Devices 


Setting the SCSI ID 


Each device in aSCSI chain requires a unique number called a SCS! ID, which 
the computer uses to identify the device. The computer itself is assigned SCSI 
ID 7 and the internal hard disk is assigned SCSI ID 0. Every other device you 
install must have a unique number from 1 to 6. 


Drives provided by Power normally come with SCSI ID pre-set as follows; bus 1 
is the high-speed 20 MB per second UltraSCSI bus and bus 0 isthe 5 MB per 
second bus. 


eee 
[| i i e& | primary internal hard drive (terminated) 


optional additional internal hard drive 


CD-ROM drive (terminated) 
optional removable-cartridge drive 


motherboard (self-terminated) 





The way you assign SCSI IDs varies from device to device. On most external 
devices, the ID is displayed on the back of the device. You usually change it by 
pressing small buttons above or below the number display. For some external 
and most internal devices changing the ID requires setting switches or moving 
jumpers. 


Changing the ID requires turning your computer and any connected external 
devices off. Refer to the documentation that came with the device for exact 
Instructions on how to set your device's SCSI ID. 


The important thing to remember is that each device must have an ID that is 
unique within its bus. If there is an ID conflict, your computer and the SCSI 
devices connected to it will malfunction. 
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To determine what SCSI IDs have already been assigned to which devices, go 
to theHard Disk Toolkit™ PE folder in the Utilities folder on your hard 
disk and run HDT Primer™ PE. HDT Primer will scan your SCSI buses and 
display the Bus number (0 or 1), the SCSI 1D, name, and other parameters of all 
of the SCSI devices on the bus (see example below). 


The 20 MB per second UltraSCS! bus is Bus 1; the conventional 5 MB per 
second SCSI bus is Bus 0. 


Selector for: Hard Disk Toolkit*PE> 


sottware 


Address Type Capacity Identity Yolume(s) 
(Unalloc) 


“a SCSI:0 IDS Compact Dise 251.59 ME TOSHIEA Power CD 
a en 


re) hd oe 


SCSI:1 IDO Hard Disk 4.05 GB SEAGATE 
STS4371 Ww 
0424 


SCSI:1 ID] Hard Disk 4.05 GB SEAGATE 
STS4371 Ww 
0424 





Ensuring proper termination 


For a SCSI chain to work properly, it must be terminated correctly. The basic 
rule about SCSI termination is simple: the device at the end of the chain must 
be terminated. Active termination is recommended for external SCSI chains, as 
it reduces noise and increases reliability. Devices located between the 
computer and the end of the chain must be unterminated. 
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Turn your computer and any connected external devices off before making 
any changes in termination. See the documentation that came with each 
device for information about how it is terminated. 


On theinternal SCSI buses, any devices you install should be unterminated 
because the computer's internal CD-ROM drive and hard drive are attached 
to the end of the SCSI chains and are terminated. All of the available 
Internal connectors are in the middle of the chain. 


On the external bus, you need to consider where the device Is placed in the 
chain and whether it has an internal terminator. (Most SCSI devices use 
removable external terminators, but some older devices have built-in 
terminators that are difficult to remove.) 


If you have an internally terminated device, place it at the end of the chain 
and remove or disable external terminators from other devices in the 
chain. 


If you have an internally terminated device, place it at the end of the chain 
and remove or disable external terminators from other devices in the 
chain. 


If none of the devices are internally terminated, place an external 
terminator on the last device in the chain and on no other device. 


Connecting the device 


Connecting an external SCSI device 


The SCSI port, marked with &, provides high-speed communication between 
the computer and devices such as hard disks, CD-ROM drives, scanners, 
printers, tape backup drives, and so on. 


To connect a single SCSI device (or the first devicein achain), you need a SCSI 
cable with a 25-pin connector on one end and a 50-pin connector on the 
other. For each additional cable, you need a cable with 50-pin connectors on 
both ends. The cables you use should be double-shielded and have 
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approximately 110-ohm impedance. Most SCSI problems are the result of low- 
grade cables. Of the SCSI cables our engineers have tested, Apple and APS 
cables are recommended for consistent reliability. 


Note: External SCSI devices which are connected to the computer have 
Independent power systems and must be turned on and off at the device 
Internal SCSI devices are powered by the computer and turn on and off when 
the computer does. Devices on the SCSI bus which are turned off can cause 
system errors. 


To connect an external SCSI device: 
1. Shut down the computer and the SCSI device. 


2. Make sure that the device has a unique SCSI ID from 0 to 6. 
For details, see Setting the SCSI ID on page 17. 

3. Connect the device to the computer’s SCSI port or to the last device 
in the chain, using the appropriate cable. 

4. Make sure that the last device in the chain is terminated. 


Some devices require an external terminator, while others are internally 
terminated. Active termination is recommended for external SCSI chains, 
as it reduces noise and increases reliability. 


When you are ready to start up, turn on your SCSI devices before you turn on 
the computer. If you do not, your computer will not recognize the devices. 
Connecting an internal SCSI device 


You install internal SCSI devicesin one of the computer’s internal storage bays. 
See Chapter 7, Installing Internal Drives, on page 85 for instructions on 
Installing internal SCSI devices. 
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Installing software device drivers 


Some SCSI devices require special software called device drivers to operate with 
your computer. If a device driver is required, it isnormally supplied with the 
device; if you are unsure whether one Is required, contact the manufacturer of 
the device. Follow the Installation instructions supplied by the manufacturer. 
If a device driver is not supplied, you can assume that the device does not need 
one. 


Connecting a printer 


Your computer has a port (marked with £1). This port can be used for direct 
printer connections or for LocalTalk network printer connections. 


You can also connect a printer to the modem port (marked with $% ) or one of 
the Ethernet ports (marked with <->). Use the Chooser program to tell the 
Mac OS which port you are using. See the Mac OS Guide or the Mac OS 
manual which came with your system for information about the Chooser. 


To connect the printer, follow the instructions that came with it. 


Connecting input devices 


Use the computer’s ADB port (marked with +) to connect input devices such 
as a mouse, trackball, graphics tablet, or bar-code reader. Depending on their 
power consumption, you can connect up to three input devices in a chain 
from the ADB port. 


Thetotal power used by all the ADB devices must not exceed 500 milliamperes 
(mA). Check the documentation that came with your ADB devices for 
Information about their power consumption. 


Connecting a modem or telecom adapter 


Your computer is equipped with an enhanced telecommunications port 
(marked with $ ), which can be used with a standard modem or the Apple 
GeoPort Telecom Adapter. The GeoPort Telecom Adapter offers advanced 
communications features not available with standard modems. It is available 
from authorized Apple dealers. 
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To connect amodem or GeoPort Adapter, follow the instructions that came 
with it. 


Connecting to a network 


Your computer has built-in support for two different networking systems — 
LocalTalk and Ethernet. Other networking systems are possible, but they 
require expansion cards. 


Use the AppleTalk or TCP/IP control panel in Mac OSto choosea 
networking system. See the Mac OS Guide for information about using your 
computer on a network. 


Connecting to a LocalTalk network 


Use the computer's printer port (marked with £1.) or modem port (marked 
with & ) to connect to a LocalTalk network. LocalTalk connectors and cables 
are available from several vendors. Follow the instructions that came with the 
connector and cabling. 


Connecting to an Ethernet network 


The computer has two built-in ports (marked with <->) for connecting to high- 
speed Ethernet networks. Using the appropriate AAU! adapter, you can 
connect to standard Ethernet wiring such as 10Base-T, thick coax, and thin 
coax. Adapters are available from several vendors. Follow the manufacturer's 
Instructions for connecting the adapter. If you are connecting to a 10Base-T 
network, you can plug the network RJ45 connector into the 10Base-T port. 


If both the AAUI and the 10Base-T connectors are connected, only the 
1LOBase-T connection will be active. 


Connecting to a Token Ring network 


You can connect to a Token Ring network by installing an expansion card and 
appropriate networking software. Token Ring cards and software are available 
from several vendors. 
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Using audio equipment 


Using the sound in and sound out ports of your computer, you can record and 
play high-quality stereo audio. You can connect audio devices such as 
microphones, stereo equipment, and speakers. (You can also use an external or 
Internal CD-ROM drive to play audio CDs. See Playing audio CDs on a CD-ROM 
drive on page 26 later in this section.) 


Understanding the sound ports 


Your computer has two sound ports—a sound output port (marked with 4))) 
and a sound input port (marked with &). Use these ports to connect audio 
devices. 


The sound ports accept a connector called a stereo mini-plug, the same kind 
of connector used to connect headphones to a personal stereo. If an audio 
device has a different kind of connector, you can buy an adapter at an 
electronics store. 


Connecting an audio device 
To play or record sounds, connect an audio device to your computer. 


m If you want to use your computer to work with the sound produced by 
a device like a microphone, CD, or tape player, attach it to the sound 
Input port. 


m If you want to use a device such as a tape recorder or external speakers 
to work with sound produced by the computer, attach it to the sound 
output port. 


A device that can both record and play (such as a tape deck) can be connected 
to both the sound input and sound output ports. Select the External 
Microphone selection in the Sound Input box in the Monitors and Sound 
control panel when connecting a record-and-play device. 


The following section gives general instructions for connecting an audio 
device. If you plan to connect a microphone or external speakers, read 
Connecting a microphone on page 25 or Connecting external speakers on page 24 
later in this section. 
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To connect an audio device: 


1. Make sure that the device has a stereo mini-plug connector. Attach 
an adapter if necessary. 


2. Shut down your computer and turn off the audio device. 


3. Connect the audio cable to the device and to the appropriate sound 
port of the computer. 
4. Turn on the computer and the device. 


After starting up the computer, use the Mac OS Monitors and Sound 
control panel to select the device as the Sound In or Sound Out source. See 
the Mac OS Guide for information about using the Monitors and Sound 
control panel. 


Connecting external speakers 


You can connect external, amplified speakers to your computer to take 
advantage of its high-quality, stereo sound output. 


You need a cable with stereo mini-plugs on each end to connect the speakers. 
In some cases, you connect the cable to one of the speakers and then use 
speaker wire to connect the second speaker. In other cases, you use a Y-shaped, 
two-plug adapter on the end of the cable and attach one plug to each speaker. 
Refer to the instructions that came with the speakers for more information. 


To connect external speakers: 
1. Turn off the computer and the speakers. 


2. Connect one end of the cable to the sound output port of the 
computer. 


3. Connect the other end of the cable to the speakers. 
If necessary, use a Y-Shaped adapter. 
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4. If necessary, connect the speakers with speaker wire. 


5. Turn on the computer and speakers. 


The sound output of the computer is heard through the speakers. 


You can control the speaker volumein the Mac OSMonitors and Sound 
control panel or the Control Strip. ln some cases, the speakers themselves may 
also have a volume control. See the Mac OS Guide for information about 
controlling the volume. 


Connecting a microphone 


You can connect a microphone to your computer via the sound input port. 
The microphone can be used for recording sounds or for issuing spoken 
commands to your computer. 


The computer requires the Apple PlainTalk Microphone, pictured below. 
PlainTalk software is required for voice commands. PlainTalk microphones and 
software are available from authorized Apple dealers. Other line-level 
microphones can be used for sound recording. 
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Playing audio CDs on a CD-ROM drive 


You can use a CD-ROM driveto play audio CDs on your computer. The sound 
will be heard through the computer's built-in speaker (or through headphones 
or external speakers if you connect them appropriately). 


Use audio CD software (such as AppleCD Audio Player, part of Mac OS) to play 
the CD. The volume control on the AppleCD Audio Player controls the output 
level of the CD-ROM player, and should normally be set at maximum volume. 
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The CD-ROM output then may be routed from the CD-ROM player to any of 
several outputs. The volume you hear from the audio CD is controlled by one 
of several controls, depending on which output you are using, as shown in the 
following table. 


Output Device Volume Control 


Internal soeaker Monitors and Sound control panel 
j Computer Speaker Volume control 


CD-ROM Player front-panel CD-ROM drive front-panel volume 
Headphones connector (42 ) control (41 ) 

Computer rear panel Monitors and Sound control panel 
Sound Out port (4)) ) Sound Out Level control 
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To check or adjust the internal speaker or sound out settings, open the 
Monitors and Sound control panel and select the Sound button at thetop 


of the dialog box, then view or adjust the appropriate control. 
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If you want to turn off the sound to the internal speaker, select the Mute 
check box in the Computer Speaker Volume control. 
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Your computer uses the Mac OS operating system, which offers a unique 
combination of power and ease of use. This chapter offers very basic 
Instructions about how to use the built-in learning features of Mac OS. It also 
explains how to shut down your computer properly. 


For detailed information about the Mac OS, refer to the Mac OS manual that 
came with your system. 


Running the Basics tutorial 


Mac OS includes a tutorial program called Mac™ OS Tutorial that shows you 
how to use the fundamental features of the software. If you are brand new to 
Mac OS, we suggest you complete the tutorial before you begin working with 
your computer. 


In Mac OS, you use the mouse for tasks such as choosing menu commands or 
starting programs. When you move the mouse, the mouse pointer (R, the small 
arrow on the screen, sometimes referred to as the cursor) moves in the same 
direction. By placing the tip of the mouse pointer over an icon and clicking 
twice quickly (double-clicking), you can open a folder or launch a program. 
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To run the Basics program: 


1. In the Mac OS desktop, if your hard disk window is not already open, 
double-click the icon that represents your hard disk (located in the 
upper-right corner of the screen). Be careful to place the mouse 
pointer over the icon, not on the words below. 


The hard disk icon “opens,” displaying a “window” containing the files 
and folders stored on the hard disk. 

2. Double-click the folder called Mac™ OS Tutorial. 
The folder opens, displaying the Mac™ OS Tutorial Part 1 icon. 


3. Double-click the Mac™OS Tutorial Part 1 Icon. 
The program starts up, displaying an introductory screen. 


4. Follow the on-screen instructions to complete the tutorial. 


Using online help 


Mac OS (and many applications that run under it) include an online help 
system with information about using the software. The help system for Mac 
OS is called Mac OS Guide and is available through the Guide menu (marked 
with #7). 


To use the Mac OS Guide: 


1. Choose Finder from the Application menu (in the upper-right 
corner of the desktop) to make it the active application. 
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2. Choose Mac OS Guide from the Guide menu (marked with ‘“)) or 
press #-shift-?. 


The Mac OS Guide window appears. 


To start, click Topics, Index, ar 
Look For, 


Topics shows general categories, 


and Index lists keywords, 
Look For lets you search for help 
according to keywords you type, 


To learn basic skills, choose the 
“Tutorial” item from the 7? menu 
or see the tutorial materials that 
came with your computer, 





3. Follow the on-screen instructions to get the information you need. 
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Shutting down the computer 


When you are finished working with your computer, it is very important to 
shut it down correctly. 


To shut down the computer: 


1. Choose Shut Down from the Special menu in Mac OS. 


You are prompted to save any unsaved files before shutting down. 





Special 
Clean Up Desktop 
Empty Trash... 







































OR 


2. Press the power key on the keyboard. 
A Shut Down dialog box is displayed. 


f Are you sure you want to shut down your 


computer now? 
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3. Choose the Shut Down option by pressing the return key. 


CAUTION: Do not use the power button on the front pane! to tum off the 
computer. If you do, unsaved or open documents may be lost and you 
may damage System files. 


Note: In the unlikely event that the system does not respond to mouse 
movement or the keyboard, see Restarting the computer on page 36. 


Sleep 


If you choose the Sleep option in the Special menu or shutdown dialog, the 
system enters energy-saving “sleep” mode. The monitor will dim if it is an 
energy-saving monitor, and the mouse will stop responding to movement. For 
Information on how to use energy-saving functions, seeEnergy Saver in 
the Mac OS Guide. 


To wake the system up, press the keyboard power key. 


Additional information about Mac OS 


For detailed information about the Mac OS, refer to the Mac OS manual that 
came with your system. 
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This chapter contains information on how to resolve some of the most 
common issues users see and strategies you can use to fix them. 


If you are unable to resolve an issue using these suggestions, visit our Web Site 
at: 


http://www.powercc.com 


for additional troubleshooting tips or contact Power Computing’s Technical 
Support Department. Power Computing Technical Support can be reached toll- 
free in the United States at 1-800-708-6227. Before contacting Technical 
Support, please be certain to follow the pre-contact instructions detailed in 
Technical Support Contact Information on page 56. 


Customers who did not purchase systems directly from Power Computing 
Should contact the dealer they purchased their system from for assistance. 


Common problems and solutions 


As you use your computer you may occasionally encounter a problem. A high 
proportion of the problems you may encounter are described and dealt with in 
this section. For those problems, rather than go through a general 
troubleshooting procedure, we just list the problem along with a logically- 
ordered list of their most common solutions. If your problem is on this list, try 
the suggested solutions before you do anything else besides restarting your 
computer, which resolves a gratifying number of problems. Details on how to 
perform the procedures involved are found in Procedures involved in 
troubleshooting, starting on page 45. 


If your problem does not appear in the Common problems and solutions list, 
go to Isolating system software issues, starting on page 43. If following the 
procedures described there does not resolve your problem, go to Technical 
Support Contact Information, starting on page 56. 
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Restarting the computer 


You can eliminate some common problems by restarting the computer, which 
clears the computer’s memory. 


m Ifthe mouse isstill working, choose Restart from the Special menu. If an 
error dialog box is displayed, it may have a Restart button. 


m |fthemouseis not working, try holding down the ¥ and control keys 
while pressing the keyboard power key. This key combination restarts the 
computer, but should only be used when you cannot use the Restart menu 
command. 





reset 
button 






power key 


Eee EO 


control 
key d6 key 
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m If you cannot restart the computer from Mac OS, use the Reset button on 
the front panel. 


m If the Reset button does not work, use the power button on the front panel 
to turn off the computer. Wait at least ten seconds before turning it back 
on. (You need to wait to give the hard disk time to spin down.) 


The monitor is dark after you turn on the computer 
Follow the suggestions under Problems starting up on page 11. 


Flashing question mark on start-up 


In order for your computer to start-up successfully, the computer must havea 
valid System Folder to start from. A flashing question mark indicates that the 
computer is unable to locate a valid system folder on the hard disk or any 
other bootable device (i.e., a floppy disk, the CD-ROM, etc.). This is typically 
caused by lack of a bootable device, a device interfering in the boot-up process, 
or acorrupted System Folder. 


1. VERIFY that all external SCSI devices such as hard drives and 
scanners are turned on and properly configured as detailed in Using 
Hard Disk Toolkit*PE to test and repair SCSI disks, starting on page 48. 


One of the main causes of a flashing question mark is a misconfigured SCSI 
chain. 


2. REMOVE all external peripherals except the monitor, keyboard, and 
mouse from the computer. 


Examples of peripheral devices include removable-media drives, network 
connections, scanners, and modems. One of these peripherals could be 
interfering in the start-up process. Try booting the computer again with the 
external devices disconnected. If it boots with no issues, try reconnecting 
the external devices one-by-one until you find the interfering device. Verify 
the device is configured correctly. If it is, contact the device’s manufacturer 
for assistance and configuration information. 
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3. INSERT the Power Computing System Software CD. 


This CD contains a System Folder and tools that can be used to resolve your 
issue. The computer should present the “Happy Macintosh” and begin 
starting-up. If the computer does not begin booting from the Power CD, 
contact Power Technical Support for assistance. 


Tip: When the computer is finished booting up, you MAY see an error message 
that says, This disk is unreadable by this Macintosh. Do you want to initialize 
the disk? Press Cancel. The expected volume disk will not appear on the desktop, 
but nothing will eect from the computer either. That’s okay. Just continue 
following these instructions. 


4. TEST the hard disk with Disk First Aid. 


For instructions on how to use Disk First Aid, see Using Disk First Aid, 
starting on page 47. 


5. If Disk First Aid is unable to repair the hard disk, RE-INITIALIZE it 
using Hard Disk Toolkit as detailed in Using Hard Disk Toolkit*PE to 
test and repair SCSI disks, starting on page 48. 


Re-initializing the hard disk will erase all its contents. After re-initializing, 
re-install the system software as detailed in Using the System Software 
installer, starting on page 51. 


CAUTION: Re-initializing the hard disk will remove all data from it. Make 
certain you have backed-up your files prior to initializing the drive. 


6. If Disk First Aid is able to repair the hard disk, but the computer still 
boots to a flashing question mark, CLEAN INSTALL the system 
software as detailed in Clean install, starting on page 54. 


The System Folder is likely to be missing an important file or a filein the 
folder may contain invalid data. Performing a clean install will disable the 
existing System Folder and install anew System Folder which should 
enable you to start up your computer from your hard drive. 
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7. If the hard drive does not appear in the selection list in Disk First 
Aid, PROBE the SCSI bus using Hard Disk Toolkit PE. 


Verify that the hard disk is seen on the SCSI bus by the computer; most 
primary internal hard disks ship at ID O. If the hard disk does not appear in 
the HDT Primer window, contact Power Technical Support. 


Tip: The PowerCenter Pro has two SCSI buses. Hard Disk Toolkit*PE lists the 
bus and SCSI ID for all of the devices on both buses. The UltraSC Sl bus is Bus 1; 
the standard SCSI Bus is bus 0. 


8. If after a clean installation or re-initialization the computer still only 
boots to a flashing question mark, contact Power Technical Support 
for assistance. 


A floppy disk icon with an X in it appears 


You inserted a non-start-up floppy disk during the start-up process. If you wait 
a few seconds, the computer will start up normally from the hard disk. 
Remember to insert floppy disks only after the start-up process is complete — 
when the Mac OS desktop is visible. 


If the system does not start up, power down and restart holding the mouse 
button down until the floppy disk ejects. Then the system should start from 
the hard disk containing a valid system folder. 


An icon with a sad face appears when you start up 


This can indicate a problem with the system software or with the computer 
hardware. 


m Try starting up from the Power Computing Mac OS CD-ROM. If you can 
start up with a different disk, it means that there is a problem with your 
system software. 


m If thesad faceicon continuesto appear, contact Power Computing. Thereis 
most likely a problem with the computer hardware. 
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m If you can start up from your Power Computing Mac OS CD-ROM, follow 
the steps under the previous section, Flashing question mark on start-up on 
page 37. 


A hard disk icon does not appear on the Mac OS desktop 


m If thestart-up hard disk is internal, restart your machine. 


m If thehard disk was recently installed, verify that all connections are firmly 
In place and that the drive (if it isa SCS! drive) has a unique SCSI ID. 


m If thehard disk is external, verify that it is connected and terminated 
properly, and that it has a unique SCS ID. M ake sure that there are no SCSI 
ID conflicts. See Using SCSI devices on page 16 for information. 


m If thedisk is your start-up disk, start up your computer from Power 
Computing Mac OS CD-ROM. You can remove the internal drive from the 
startup sequence (and force your system to boot from the CD-ROM if you 
have it in place) by holding down the shift, option, #, and delete keys 
(the # key is also called thecommandor key on some keyboards) when 
you start up. 


Use the Hard Disk Toolkit PE utility on your CD-ROM drive to mount the 
hard drive; see Mounting the hard disk, starting on page 49 for details. 


Use the Disk First Aid program to check and repair your disk. (See the Disk 
First Aid entry in the Mac OS Guide for instructions.) If repairing the disk 
does not solve the problem, reinstall the system software as described In 
Using the System Software Installer on page 51. 


You cannot read a floppy disk 
This can indicate a damaged disk or one that is not initialized. 


m If afloppy disk has never been used, it may not be initialized. See the 
Mac OS Guide for instructions on how to initialize disks. 


m If the disk is damaged, try using the Disk First Aid program to repair it. See 
the Mac OS Guide for instructions about using Disk First Aid. 
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The mouse pointer does not move when you move the mouse 


This can indicate a system software problem, a problem with your mouse, or a 
problem with a program that you are running. 


m Turn off the computer by pressing the power button on the front panel and 
verify that the mouse and the keyboard are connected properly. See 
Connecting the mouse and keyboard on page 8 for information. 


m Try using adifferent mouse or input device. If it works, thereis a problem 
with the original mouse. 


m Try starting up from the Power Computing Mac OS CD-ROM. If the mouse 
works, there isa problem with the system software on your normal start-up 
disk. Reinstall the system software as described in Using the System Software 
installer on page 51. 


m If the problem continues, you may be using an incompatible program. 
Verify that the applications, system extensions, and control panels on your 
computer are compatible with your system software. 


No characters appear on the screen when you type 


m Usethe mouse pointer to click in the window in which you want to type. 
This ensures that the program is active and that you have an insertion 
point for your text. 


m Shut down the computer and verify that the keyboard is connected 
properly. See Connecting the mouse and keyboard on page 8 for information. 


m Try using the Key Caps utility, under the Apple menu, to test the 
functionality of the keyboard. Open the utility and type on the keyboard. 
As you press a key on the keyboard, the corresponding key symbol in Key 
Caps should darken. 


m Try using adifferent keyboard; turn off the computer before switching 
keyboards. 
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m Try starting up from the Power Computing Mac OS CD-ROM. If the 
keyboard works, there is a problem with the system software on your 
normal start-up disk. Reinstall the system software as described in Using the 
System Software installer on page 51. 


You see a dialog box with a bomb 
This indicates a software problem. 


m If thereisanumber in the dialog box, write it down for future reference. 
M ake note of what you were doing when the error occurred. 


m Restart the computer. See Restarting the computer on page 36 earlier in this 
chapter. 


m Verify that the applications, system extensions, and control panels on your 
computer are compatible with your system software. You may need to 
update some of your software. 


m Restart your computer without extensions. (To restart without extensions, 
hold down the Shift key as you restart.) If your software works properly, 
you probably have an incompatible system extension or control panel. See 
the Mac OS Guide for information about using the Extensions M anager 
control panel! to isolate the problem. 


You cannot launch a program or it quits unexpectedly 


This may indicate that there is not enough RAM for the program to run. A 
dialog box may appear, indicating insufficient memory as the source of the 
problem. 


m Quit programs to free up memory, then launch the application you want to 
use. 


m Restart the computer to clear memory. See Restarting the computer on 
page 36, at the beginning of this chapter. 


m Usethe Get Info window to allocate more memory to the program. See the 
Mac OS Guide for information about Get Info. 
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m Rebuild the desktop by restarting and holding down the # and option 
keys. Answer Yes when the computer asks you if you want to rebuild the 
desktop. 


m Turn on virtual memory to use some of the computer's hard disk space as 
memory. See the Mac OS Guide for information about turning on virtual 
memory. 


m Install additional RAM. See Adding memory on page 71 for information. 


Isolating system software issues 


If the problem you are trying to troubleshoot is not in the list of problems 
discussed in the preceding section, or if the procedures suggested there do not 
resolve your problem, you may need to use a general troubleshooting 
approach outlined in this section. Most of the issues you will encounter will be 
caused by incompatible or corrupted software. 


In order to isolate the issue, it is necessary to use a process of elimination to 
find the single element that is the source of your issue. The method presented 
here is a general one designed to demonstrate the way to approach 
troubleshooting your computer. Though variations may need to be made In 
this approach for specific situations, this process provides a general guideline 
you may follow to isolate most issues. If this process does not result in a 
solution to your problem, go to Technical Support Contact Information, starting 
on page 56. 


1. REMOVE all peripherals from the back of the computer except the 
mouse, monitor, and keyboard. 


Examples of peripheral devices include removable drives, network 
connections, scanners, and modems. It always easiest to test for conflicts 
caused by external devices first. If, after removing your peripherals, your 
Issue goes away, add back your peripherals one-at-a-time, restarting each 
time to verify whether or not the newly added peripheral is the source of 
your issue. 


For Technical Support, Call 1-800-708-6227 PowerCenter User’s Guide 


Troubleshooting 


2. Use the Extensions Manager to test the computer with Mac OS 7.6.x 
Base extensions only. 


The Extensions Manager is located in the Control Panels folder and can be 
accessed via the Apple menu. You can also access the Extensions M anager 
during startup by holding down the spacebar as the computer boots. You 
can use the Extensions Manager to test the computer with only the Apple 
system software, excluding all non-Apple extensions and control panels 
which may be causing conflicts. You can do this by selecting “Mac OS 7.6.x 
Base” from the Sets pull-down menu. Once you select “Mac OS 7.6.x Base” 
you will notice that the check marks next to several items in the Extensions 
M anager’s extensions list disappear. A check mark next to an item indicates 
that the item is active. The items without checks marks are non-Apple 
system software and were disabled when you selected “Mac OS 7.6.x Base”. 


3. If after setting the computer to “Mac OS 7.6.x Base” the issue does 
not occur, it is most likely related to a conflicting or corrupted 
extension. Turn the disabled extensions on one-by-one, restarting 
the computer each time, and verifying that the extension you just 
added back is not the source of your Issue. 


If your issue returns after adding back an extension, disable that extension. 
Remove the suspect extension and try re-installing it to see if the copy on 
you hard drive is corrupted. If replacing the suspect extension with a fresh 
copy fails, contact the manufacturer of the extension to report your issue. 
They may have a newer version which resolves your issue. 


4. TEST the issue when booted from the Power CD. 


If the issue does not occur when booted from the CD your issue may bea 
corrupted System Folder. If it continues to occur, the application you are 
trying to use may be corrupted. 


5. If the issue appears to be related to one application and does not 
occur in other applications, RE-INSTALL the failing application. 


Theapplication may be corrupted. Replacing the suspect application with a 
fresh copy may resolve you issue. 
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6. If the issue seems related to a specific type of system software like 
printing software, CUSTOM RE-INSTALL that software as detailed in 
Custom install, starting on page 53. 


7. If the issue seems to occur system-wide, regardless of the 
application you are using, or a re-installation of a suspect 
application did not fix the issue, CLEAN INSTALL the system software 
as detailed in Clean install, starting on page 54. 


The issue may be corruption of your core system software. Replacing this 
software with afresh copy may resolve your issue. 


8. If a clean installation of the system software is unsuccessful, RE- 
INITIALIZE the hard disk as detailed in Re-initializing the hard disk, 
starting on page 50. 


The issue may be related to a low level software Issue on the hard disk. Re 
Initializing the hard disk will remove all data from the hard drive 
eliminating possible corruption. 


CAUTION: Re-initializing the hard disk will remove all data from it. Make 
certain you have backed-up your files prior to initializing the drive. 


9. If you are still unable to resolve your issue, CONTACT Power 
Computing Technical Support as detailed in Technical Support Contact 
Information, starting on page 56. 


Procedures involved in troubleshooting 


Rather than describe in detail how to perform each procedurein the 
troubleshooting process, we have consolidated the instructions for common 
procedures in this section. For example, if, in the process of troubleshooting a 
problem, you get to the point that you need to start up your system from the 
Power CD, just turn to those instructions and follow them. 
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Starting up from the Power CD 


In order to test the hard disk or reinstall system software, it is necessary to 
startup from the Power Computing System Software CD. There are two 
primary methods for booting from the Power CD: 


Method 1 - The Startup Disk control panel 


If the computer boots off the hard disk normally and mounts the Power CD on 
the desktop when it is inserted in the CD-ROM, you can boot from the Power 
CD using the Startup Disk control panel located in the Control Panels folder 
underneath the Apple menu. 


When you open the Startup Disk control panel, you should see icons of all the 
volumes you have mounted on the desktop including the hard disk and the 
Power CD. The hard disk will most likely be highlighted. 


1. SELECT the Power CD icon by clicking on it one time. 
2. CLOSE the Startup Disk control panel. 


3. SELECT Restart from the Special menu. 


Tip: If the CD-ROM ejects upon restart, push it immediately back in. Otherwise, 
the CD will not be present when the computer needs it for startup 


Method 2 - The Startup Key sequence 


If the computer is unable to boot, or the CD-ROM is unable to mount when 
you're booted up from the hard drive, you will be unable to access the Startup 
Disk control panel. In these instances, you should use the startup key 
command sequence to boot-up from the Power CD. If you are testing issues 
related to your CD-ROM device, you may need to reactivate the CD-ROM 
Toolkit extension to access the device. To boot up from the Power CD: 


1. Insert the Power Computing System Software CD into the CD-ROM 
player with the artwork side of the CD facing up. 
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2. HOLD down the &, Option, Shift, and Delete keys on the keyboard 
all at the same time. 


The # key is also called the command or key on some keyboards. 


Tip: There are #, Option, and Shift keys on both the left and right sides of the 
keyboard, these keys are identical in function. For the purposes of starting up from 
the Power CD, it is always easier to hold down the #&, Option, and Shift keys on 
the right-hand side of the keyboard. The Delete key is also on the right-hand side, 
but has no counterpart on the left. By holding all keys down on the right-hand 
side, only one hand is needed to hold all keys, freeing your other hand to use the 
mouse. 


3. While continuing to hold these four keys, SELECT Restart from the 
Special menu. 


4. Continue holding the keys down. You will see a flashing question 
mark, then a Happy Macintosh face. RELEASE the four keys. The 
computer should now boot from the Power CD. 


Tip: When you use the Startup key sequence to boot from the Power CD, you will 
notice that hard disk does not automatically show up on the desktop when the 
computer is finished booting. This is because the startup key sequence suppresses 
the hard disk at startup allowing the computer to start from the Power CD. (In 
order to test or repair the hard disk, you must first mount it by following the 
instructions for mounting the hard disk as detailed in Mounting the hard disk, 
starting on page 49.) 


Using Disk First Aid 


Disk First Aid can be used as a first step to fixing minor issues on most 
Macintosh storage volumes such as hard disks (SCSI and IDE) and removable 
cartridges. Disk First Aid can be found in the Apple Utilities folder by opening 
the Power CD, then opening the Utilities folder, and finally opening the Apple 
Utilities folder. Double-click on Disk First Aid to launch it. 


When Disk First Aid is open you will see “Select volume(s) to verify” at the top 
of the Disk First Aid window. Underneath it you will see the icons of the Power 
CD, your hard disk, and any other volumes mounted on the system. 
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m Select the volume you want to verify by clicking onetime on its icon. 
Typically you will want to verify your hard disk, but you can verify any 
Macintosh (HFS) volume. 


Disk First Aid will then test the selected volume for directory issues. If any 
Issues are found, they will be displayed in the “Review instructions and 
results” field in the Disk First Aid window. If no issues are found, Disk First 
Aid will report that, “The volume (your disk name) appears to be OK.” 


If Disk First Aid does find issues with this disk, you will see one of two 
responses: 


A. “The volume (your volume) needs to be repaired.” - Disk First Aid has 
detected minor issues on your hard disk which it can repair for you. To 
repair the hard disk: 


1. SELECT the device you wish to repair, then 


2. PRESS the Repair button in the lower-left-hand corner of the Disk 
First Aid window. 


B. “Issues were found but Disk First Aid could not repair them.” - The 
Issues found were too severe to be fixed by Disk First Aid. If you own 
another disk repair program, you may try using it to repair the drive. If the 
second disk repair program is unsuccessful, or you do not have another 
disk repair program, re-initialize the drive using Hard Disk ToolkitePE as 
detailed in Re-initializing the hard disk, starting on page 50. 


Using Hard Disk Toolkit-PE to test and repair SCSI disks 


Hard Disk ToolkitePE isthe formatting software Power Computing includes for 
formatting, initializing, and testing SCSI storage devices. 


Although most devices can be formatted by Hard Disk Toolkit*PE, it does not 
support all devices. To verify that Hard Disk ToolkitePE supports your SCSI 
device, consult the “Supported Devices” file accompanying HDT Primer in the 
Hard Disk Toolkit PE folder. The Hard Disk Toolkit PE folder is located in the 
Utilities folder on the Power CD. 
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This section includes explanation of only the most frequently used functions 
of Hard Disk Toolkit*PE. For more detailed information on how to use Hard 
Disk Toolkit*ePE, consult the Hard Disk Toolkit documentation. 


When HDT Primer is launched, you will be presented with a list of SCSI 
devices connected to your computer. Your hard disk will most likely be the 
device located at ID 0. The volume name will normally be that of your hard 
drive. However, if the hard drive has not been mounted yet, the volume name 
“N/A” will appear in its place. 


Mounting the hard disk 
If your hard disk icon does not appear on the desktop, you can use Hard Disk 
ToolkitePE to make it appear by mounting it. To mount a hard disk: 


1. SELECT the device you wish to mount, then 


2. PRESS the Mount button located at the top of the Hard Disk 
ToolkitePE main window. 


Testing the hard disk 


If ahard disk seems to be performing unreliably, you may use Hard Disk 
ToolkitePE to test the physical integrity of the hard disk. This test goes a step 
further than Disk First Aid as it tests the actual medium rather than only 
testing the software structures on the medium. 


To test a disk: 
1. SELECT the device you wish to test, then 
2. PRESS the Test button located at the top of the Hard Disk 


ToolkitePE main window. 


m If the drive passes, the drive is physically fine, but may contain software 
Imperfections which could be the source of your issue. RE-INITIALIZING 
the hard disk should erase all software on the drive, removing the 
corruption. 


m If thedrive fails, the actual hardware of the drive is most likely damaged, 
Contact Power Computing Technical Support for further assistance. 
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Re-initializing the hard disk 


If the low level data on your hard disk becomes corrupted and cannot be 
repaired by Disk First Aid or another drive maintenance program, it may be 
necessary to remove all software from the hard drive to eliminate the data 
corruption. You can do this by re-initializing the hard disks. To re-initialize the 
hard disk: 


CAUTION: Re-initializing the hard disk will remove all data from it. Make 
certain you have backed-up your files prior to initializing the drive. 


1. SELECT the device you wish to mount, then 


2. CHOOSE the Autoinitialize command from the Devices menu. 


You will be presented with a warning message which states, “The disk at ID 
x already has data on it. Initializing it will wipe out all existing data with 
no possibility of recovery. 


3. PRESS the Continue button. 


A dialog box will appear which asks you to “Choose a partitioning 
method”. 


4. Unless you wish to partition the drive into multiple volumes, select 
Maximum Macintosh and press the OK button. To partition the 
drive into multiple volumes see the Hard Disk Toolkit 
documentation. 
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Using the System Software installer 


The System Software installer can be used to refresh an old System Folder with 
anew copy of the system software. The installer allows for both “easy” and 
custom installs. Either of these install types can be used to update the existing 
System Folder or to create a whole new System Folder altogether. Please make 
certain you are booted up from the Power CD as detailed in Starting up from the 
Power CD, starting on page 46 before performing any system software installations. 


Launching the installer 
1. OPEN the Power CD. 
2. OPEN the System Software Installers folder. 


3. Double-click on the Power Computing Mac™ OS Install folder 
icon. 
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4. When the installer is open you will be presented with a welcome 
screen followed immediately by the following screen listing the 
following four steps. 


Power Computing Mac™ O% Install 


To ensure a successful installation of Mac 0% 7.6, perform 
all four steps listed below. 


Read important information 


a Click this button for instructions and late-breaking information, 


Update your hard disk driver 


Click this button for more information regarding updating your hard disk 
driver. 





Choose a disk for installation 
è Click this button to choose where gour software will be installed. 


Install the software ¥ 
k Click this button to begin the installation. 


w“ DO] SS 


5. Follow the four Mac OS Install steps. 


Click on the icon associated with each step to perform that operation. The 
steps will lead you through reading the readme file, updating your hard 
disk driver, choosing a disk for installation, and installing the system 
software. 


When you click on the “Install the Software” icon, the install window will 
be displayed. That window contains a list of the software components 
available for installation, with an X in the box by each component which is 
to be installed. You can accept the options selected by the installation or 
change the options to be installed, and you choose to perform a clean 
Install. Those options are described in the next three sections. 
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Easy install 


In most cases, you will want to do an easy install when re-installing system 
software. This allows the computer to determine which components are 
appropriate for your computer and install them for you. The easy install isthe 
default of the system software installer. 


To perform an easy install from the Software Installation screen: 


1. Review the list of software components to make sure they are the 
ones you want installed. 


2. Click on the “Start” button in the lower right corner to install the 
software. 


3. Follow the on-screen instructions for completing the system 
software installation. 


Custom install 


The system software installer also allows you to install specific categories or 
pieces of system software without having to re-install all the system software. 
For example, using the custom install option, you can re-install a general class 
of software such as Cyberdog or QuickDraw GX. 


A custom install is most often used to replace a specific component of 
corrupted or missing software, or to add specific functionality to your system. 


To perform a custom install from the Software Installation screen: 


1. Select or deselect any of the components shown in the list labeled 
“Optional Software.” 


2. When you have selected the software components you want, click 
on the “Start” button in the lower right corner to install the 
software. 


3. Follow the on-screen instructions for completing the system 
software installation. 
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Clean install 


A clean install of the system software disables the existing System Folder, re- 
naming it “Previous System Folder”, and creates a fresh System Folder on the 
hard drive. A clean installation of the system software does not delete or erase 
any of the software on your hard drive. Performing a clean install should 
resolve Mac OS system software problems. 


To perform a clean install from the Software Installation screen: 

1. Select or deselect any of the components shown in the list labeled 
“Optional Software.” 
If you are doing a clean install, you must select “Mac OS 7.6” and “FWB 
CD-ROM Toolkit.” 


2. Click on the “Options” button on the lower left side of the Software 
Installation screen. 


3. The options screen will present a dialog box with an option, “Create 
new System Folder.” 


The options screen may also present a dialog box with an option “Check 
Destination Disk” if you want to check and repair the installation disk 
before installing the software. 


4. Click on the “Create new System Folder.” box in the upper left 
corner of the dialog box. 


If you have reason to suspect that there may be disk problems, click on the 
“Check Destination Disk” box if it is available. 


5. Click on the “OK” button in the lower right corner of the dialog box. 
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6. Follow the on-screen instructions for completing the system 
software installation. 


After the clean installation, you will have a new System Folder containing 
only the licensed Apple system software, and a Previous System Folder 
which contains all your old system software. Because the new System 
Folder contains only Apple system software, non-Apple peripherals which 
require their own drivers will not function until the driver is reinstalled. 


7. VERIFY that the issue has been solved. Do not add back non-Apple 
system software until you are certain that all your issues were fixed 
by a clean install. 


8. RE-INSTALL any non-Apple system software into the new system 
folder one item at time. After adding an item to the system folder, 
restart and verify that the issue does not return. If the issue does 
return, remove the software you just added and contact that 
software’s manufacturer. 


9. Once all non-Apple system software has been reinstalled into the 
new System Folder, REMOVE the Previous System Folder from the 
hard drive by dragging it to the trash. 


Rebuilding the desktop file 


The desktop file is an invisible file on your hard disk which serves as both a 
table-of-contents and an index for all the data on your hard drive. If are 
experiencing issues with proper linking to aliases or with generic or incorrect 
ICONS appearing for your files, rebuilding the desktop may help resolve these 
ISSUES. 


To rebuild the desktop: 
1. HOLD down the & and Option keys. 


2. SELECT restart from the Special menu while continuing to hold #4 
and Option. 


3. CONTINUE holding #& and Option as the computer restarts. 


For Technical Support, Call 1-800-708-6227 PowerCenter User’s Guide [5 


Troubleshooting 


4. When the computer is finished starting-up you will see a dialog box 
which says, “Are you sure you want to rebuild the desktop?” PRESS 
“OK”. 


Resetting (Zapping) the PRAM 


Your computer maintains settings for the various peripherals connected to it, 
among other things, in the PRAM (parameter read-only memory). If the 
Information in PRAM isnot properly updated, your peripherals may not 
function properly. Mysterious peripheral issues can often be solved by 
resetting the PRAM and allowing it to re-build from scratch. The process to do 
this is known as Zapping the PRAM. To zap the PRAM: 


1. Shut down your computer. 


You must perform a complete shutdown; selectingRestart from the from 
the Special menu or pressing the Restart button is not sufficient. 


2. Press the Power key on your keyboard, and immediately press and 
HOLD down the #, Option, ‘P’, and ‘R’ keys on the keyboard 
simultaneously. 


3. Continue holding these keys. You will hear a startup chime. After 
the chime, RELEASE the keys. 


The PRAM should be reset. Some of your computer’s settings will be set to 
the factory default. For example, AppleTalk will be set to connect via the 
printer port instead of the Ethernet port. You may need to reset such 
preferences. 


Technical Support Contact Information 


Our goal at Power Computing is to provide you with the most accurate 
technical support possible. Please collect the following information before 
calling. It will enable us to diagnose and resolve your issue as quickly and 
efficiently as possible. 
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m Back Up and Save. 


It is always a good idea to back up and save your information prior to 
calling Power’s technical support team. 


m Bein front of the computer when you call. 


In some cases in depth troubleshooting may be required to identify the 
issue you are experiencing. The technician may request that you perform a 
series of troubleshooting steps in an effort to more accurately identify and 
resolve the issue. Having access to your computer while on the phone with 
the technician will help facilitate this process. 


m Know the versions of both the software and the MAC OS you are using. 


There can be significant differences between various versions of software, 
some of which will conflict with other specific versions of software. The 
more information of this type we have the easier it will be for us to resolve 
issues that may occur from their use. You can usually obtain the version 
number of the software you are using by clicking once on the programs 
application icon and selecting “Get Info” from the File menu. 


m Have your computer serial number available. 


The serial number is located on a white sticker either on the back or 
bottom of the computer. This will help our technicians identify the 
configuration of your system as well as your warranty information and will 
help them identify and resolve issues with your computer more easily. 


m Have your Power CD and disks for any other software which may be 
involved easily available. 


In some cases it may be necessary to reinstall system software, or if you are 
having a issue with a particular application, control panel or extension, it 
may be necessary to reinstall that piece of software. Having your CDs or 
disks available will help facilitate the troubleshooting process. 


m Have your invoice, this User’s Guide and the Mac OS manual available. 


Throughout the troubleshooting process, the technician will point out 
relevant information in the manual that will enable you to resolve the issue 
should it occur again. 
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m Isolate your computer. 


Your technician may ask you to disconnect external devices, such as 
scanners and printers in an effort to isolate the issue to its true source. 
Isolating your computer prior to contacting Power Technical Support will 
help facilitate the resolution of the issue you are experiencing in atimely 
manner. 


Thank you for calling 


Our technicians are trained to assist you as quickly and efficiently as possible. 
Be assured when you call Power Technical Support that we will make every 
effort to assist you in resolving your issue and In answering any questions you 
may Nave. 
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This chapter explains how to enhance the capabilities of your computer by 
adding PCI expansion cards. 


Note: There are two chassis types, Minitower and Low-Profile. Where the 
differences in the chassis types are significant both types will be illustrated; 
where there is no significant difference, one chassis type will be illustrated. 


What you need to know about adding expansion cards 


You can install PCI cards on the PCI riser card which is plugged into the mother 
board on your computer. For example you can increase processing power, 
Improve graphics and video performance, or add networking and 
communications capabilities. The PCI riser card allows you to install up to three 
standard PCI cards. 
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Before you install any expansion cards, be sure to follow these guidelines to 
protect your computer: 


m Do not remove factory-installed cards from inside the computer. Removing 
a card incorrectly can damage it and the computer. Contact technical 
support if you believe a factory-installed card requires repair or 
replacement. 


m Thecombined power consumption of the expansion cards you install must 
not exceed the limits of your computer. Refer to the documentation that 
came with your cards for their power consumption rating and to Power 
requirements on page 111 in this manual for the power consumption limit 
for your computer. 


m Some cards may need to be installed by an authorized service provider. 
Refer to the documentation that came with the card. 


Required tools 


m A [small regular (slot-head) screwdriver or a small coin 


m Asmall Phillips-head screwdriver 


Removing the cover 


Installing expansion cards requires that you remove the computer's cover. The 
cover is designed for easy removal. 


CAUTION: If you are not proficient with electronic equipment, Power 
Computing Corporation recommends that you have a certified technician 
install expansion cards. If you attempt to install cards yourself, any damage 
you may cause to your equipment will not be covered by the limited warranty 
on your computer. Please call technical support at 1-800-708-6227 for 
additional information about this or any other warranty question. 


CAUTION: If an anti-static grounding strap was supplied with the expansion 
card or other device that you are installing, put it on and ground it as directed 
by the device’s instructions before touching any components inside the 
computer. 
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CAUTION: Never turn the computer on or operate the computer with the 
cover removed. 


How to remove the cover 


1. Shut down the computer and turn off the monitor, but leave the 
computer plugged in to the electrical outlet. 


Leaving the computer plugged in ensures that it is grounded. 


2. If the monitor is on top of the computer, disconnect it if necessary, 
and set it aside. 


Otherwise it’s going to be awkward to remove the computer cover. 


3. Disconnect everything but the power cord from the back of the 
computer. 


4. Rotate the computer so that its back panel faces you. 
5. Remove the screws and cover as follows: 
If you have a Minitower chassis 


1. Remove the four large thumb screws from the rear of the computer 
cover. 
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2. If the thumb screws are in too tight to remove by hand, use a small 
coin or a flat-bladed screwdriver to loosen the screws. 
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Put the thumb screws somewhere safe where you'll be able to find them 
when you're ready to replace the cover. 


3. Gently, but firmly, pull apart the bottom corners of the cover, pull 
the cover toward you slightly, lift it off and set it aside. 
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4. Gently place it on its left (as viewed from the rear) side and rotate it 
so that the base faces you. 


5. If you have a Minitower chassis, remove the four Phillips-head 
screws from the corners of the base and put them where you will be 
able to find them later. 


These Phillips-head screws are for the base only; don’t use the Phillips 
screws for the cover, or the thumb screws for the base. 





Phillips- 
head screws & y 


6. Remove the Minitower base and set it aside. 
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If you have a Low-Profile chassis 


1. Remove the three large thumb screws from the rear of the computer 
cover and put them where you will be able to find them when you’re 
ready to replace the cover. 


thumb screws 
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One thumb screw is at the top of the cover to the left of center; the other 
two are on the sides. If necessary, use a small coin or a flat-bladed 
screwdriver to loosen the screws. 


2. Gently, but firmly, pull apart the bottom corners of the cover, pull 
the cover toward you slightly, lift it off and set it aside. 
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CAUTION: Before touching any components inside the computer, touch the 
metal plate over the hard disk drive to discharge any static electricity that 
might have built up on your clothes or body. 


The system must be plugged in (see step 1 on page 61) for this to work. 


metal plate — 
hard disk | 
drive 





To replace the cover, reverse the cover-removal steps and reconnect 
everything. 


CAUTION: Be careful not to get any cables caught in the cover or the fan 
housing when you put it back on the computer. 
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Installing expansion cards 


Follow the procedure below to install expansion cards. 


How to install a PCI card 


1. Remove the computer’s cover. 


See Removing the cover, starting on page 60 for instructions. 


WARNING! Make sure the computer is powered down before removing the cover. 


CAUTION: Touch the metal plate over the hard disk drive to discharge any 
static electricity that might have built up on your clothes or body. 


The system must be plugged in (see step 1 on page 61) for this to work. 


CAUTION: Use an anti-static grounding strap and handle cards by the non- 
metallic edges only. 


2. Select an unoccupied slot on the riser card. 
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3. Remove the metal slot cover from the back of the chassis for the slot 
you want to use. 


Remove the slot cover screw at the top of the slot cover and put it 
somewhere you will find it later; then pull the slot cover toward you so that 
the tongue at the bottom of the cover slides out of the groove in the 
chassis. 


groove 





tongue 


slot cover 
screw 


= 


slot cover 


4. Remove the card from its static-proof bag. 


Hold the card by its non-metallic edges and its metal bracket to avoid 
touching components or contacts on the board. 
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5. Align the card over the slot. 
M ake sure that 


e the connector on the bottom of the card lines up with the socket on 
the riser card 


e theslot cover on the card lines up with the slot on the back panel 
e theslot cover tongue fits into the groove at the base of the slot. 


socket 


slot groove 





connector 


tongue 
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. Push the card into the slot until it is firmly seated. 


Do not force the card. If you feel alot of resistance, pull the card out, 
realign it, and insert it again. 


e Thetongue and screw hole on the slot cover should line up with the 
slot and the screw hole on the chassis. 


e Replace and tighten the screw you removed from the slot cover. 
If your system is a Minitower, replace the base. 


Replace the computer cover, tighten the thumb screw(s), and re- 
connect everything. 


CAUTION: Be careful not to get any cables caught in the cover or the fan 
housing when you put it back on the computer. 


To prevent electrical shock, always replace the cover before turning on 
the computer. 
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This chapter explains how to enhance the capabilities of your computer by 
adding additional memory. 


Note: There are two chassis types, Minitower, and Low-Profile. Where the 
differences in the chassis types are significant both chassis types will be 
illustrated; where there is no significant difference, a single type will be 
shown. 


Adding memory 


Your computer's random-access memory (RAM) can be increased. Memory is 
Increased by installing or replacing memory modules. The computer uses 
DIMMs, or dual in-line memory modules for RAM. Make sure that the memory 
modules you purchase are compatible with your computer. See Appendix B, 
Technical Information, on page 107 for technical specifications. 


Required tools 
m A [small regular (slot-head) screwdriver or a small coin 


m Asmall Phillips-head screwdriver 


Removing the cover 


Installing RAM requires that you remove the computer’s cover. The cover is 
designed for easy removal. 


CAUTION: If you are not proficient with electronic equipment, Power 
Computing Corporation recommends that you have a certified technician 
install RAM. If you attempt to install RAM yourself, any damage you may 
cause to your equipment will not be covered by the limited warranty on 
your computer. Please call technical support at 1-800-708-6227 for 
additional information about this or any other warranty question. 
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CAUTION: If an anti-static grounding strap was supplied with the RAM 
you are installing, put it on and ground it as directed by the instructions 
before touching any components inside the computer. 


CAUTION: Never turn the computer on or operate the computer with the 
cover removed. 


How to remove the cover 


1. Shut down the computer and turn off the monitor, but leave the 
computer plugged in to the electrical outlet. 


Leaving the computer plugged in ensures that it is grounded. 


2. If the monitor Is on top of the computer, disconnect it if necessary, 
and set it aside. 


3. Disconnect everything but the power cord from the back of the 
computer. 


4. Rotate the computer so that its back panel faces you. 
5. Remove the screws and the cover as follows: 
If you have a Minitower chassis 


1. Remove the four large thumb screws from the rear of the computer 
cover. 
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2. If the thumb screws are in too tight to remove by hand, use a small 
coin or a flat-bladed screwdriver to loosen the screws. 


=- 


| 








cover (im 


thumb screws 


Put the thumb screws somewhere safe where you'll be able to find them 
when you're ready to replace the cover. 


3. Gently, but firmly, pull apart the bottom corners of the cover, pull 
the cover toward you slightly, lift it off and set it aside. 
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4. Gently place it on its left (as viewed from the rear) side and rotate it 
so that the base faces you. 


5. If you have a Minitower chassis, remove the four Phillips-head 
screws from the corners of the base and put them where you will be 
able to find them later. 


These Phillips-head screws are for the base only; don’t use the Phillips 
screws for the cover, or the thumb screws for the base. 





Phillips- 


head screws af by I 
= 
a r 


6. Remove the Minitower base and set it aside. 
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If you have a Low-Profile chassis 


1. Remove the three large thumb screws from the rear of the computer 
cover and put them where you will be able to find them when you’re 


ready to replace the cover. 


thumb screws 





_ a 





L ZN ..| Zeus 
We 


Onethumb screw is at the top of the cover to the left of center; the other 
two are on the sides. If necessary, use a small coin or a flat-bladed 
screwdriver to loosen the screws. 


2. Gently, but firmly, pull apart the bottom corners of the cover, pull 
the cover toward you slightly, lift it off and set it aside. 
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CAUTION: Before touching any components inside the computer, touch 
the metal plate over the hard disk drive to discharge any static electricity 
that might have built up on your clothes or body. 


The system must be plugged in (see step 1 on page 72) for this to work. 


metal plate ~g 
hard disk 
drive 





To replace the cover, reverse the cover-removal steps and reconnect 
everything. 


CAUTION: Be careful not to get any cables caught in the cover or the fan 
housing when you put it back on the computer. 
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Removing and Installing RAM 
What you need to know about adding RAM 


The computer has four DIMM slots on the motherboard, near the front panel, 
(see the illustration below). 


motherboard 
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DIMMs can be inserted in any order. 


All DIMMs must be 168-pin, fast-paged mode, 60-nanosecond RAM access 
time or faster. Make sure that the memory modules you purchase are the right 
ones for your computer. You can install 8 MB, 16 MB, 32 MB, or 64MB DIMMs 
up to atotal capacity of 256 MB. 


To increase your system’s RAM, install additional DIMM modules in vacant 
DIMM slots; if there are no vacant slots, remove one or more lower-capacity 
DIMMs (see Removing a DIMM on page 80) and replace them with modules of 
higher capacity (see Inserting a DIMM on page 81). 


CAUTION: If you are not proficient with electronic equipment, Power 
Computing Corporation recommends that you have a certified technician 
install RAM. If you attempt to install RAM yourself, any damage you may 
cause to your equipment will not be covered by the limited warranty on 
your computer. Please call technical support at 1-800-708-6227 for 
additional information about this or any other warranty question. 


CAUTION: If an anti-static bracelet is available, put it on and ground it to 
your computer before touching any components inside the computer. 


CAUTION: Handle DIMMs by the ends and avoid touching their contacts 
or other metal components. 


CAUTION: Always store DIMMs in static-resistant bags. 


Take your time; don’t hurry. 
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Prepare the computer 
If you haven't done so, remove the cover from the computer. 


See Required tools, starting on page 71 for instructions. 
WARNING! Make sure the computer is powered down before removing the cover. 


CAUTION: Touch the metal plate over the hard disk drive to discharge any 
static electricity that might have built up on your clothes or body. 


The system must be plugged in (see step 1 on page 72) for this to work. 


CAUTION: Use an anti-static grounding strap and handle memory 
modules by the non-metallic edges only. 
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Removing a DIMM 


1. If you need to remove a DIMM module to make room for a higher- 
Capacity one, reach in and push down on the tiny lever at the end of 
the DIMM slot. 


B. rock DIMM out f 


A. push 
lever 
down 





2. The DIMM should pop loose from the slot at the lever end. 


3. If the DIMM module does not come free, press the DIMM lever down 
again. 


4. Grasp the DIMM module with one hand at each end and rock the 
module up and out of the slot by pulling first on one end and then 
the other. 


5. When you are finished with DIMM removal and insertion, replace 
the cover and reconnect external cables to your computer. 


CAUTION: Be careful not to get any cables caught in the cover or the fan 
housing when you put it back on the computer. 
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Inserting a DIMM 


CAUTION: Touch the metal plate over the hard disk drive to discharge any 
static electricity that might have built up on your clothes or body. 


The system must be plugged in (see step 1 on page 72) for this to work. 


CAUTION: Use a grounding strap and handle memory modules by the 
non-metallic edges only. 


notches _ 





= Chip side 


— contacts 





1. To insert a DIMM module, hold the module with one hand at each 
end with the contacts down and the chip side of the DIMM toward 
the front of the computer. 


Notice that there are two notches in the contact edge of the DIMM module. 


2. Lower the DIMM squarely to the slot so that the notches line up with 
the raised key areas of the DIMM socket. 
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3. Slide the contacts into the slot, starting with the end farthest from 
the DIMM lever. Rock the module into the socket by pressing first on 
the far end of the module and then the near end until the contacts 
are firmly seated in the slot. 


Don’t force the DIMM module into the slot; if the motherboard starts 
bending significantly, pull the DIMM out, reposition it, and try again. 


Note: Some DIMM modules have sharp, square edges which are difficult to 
get into the DIMM slot. If you have repeated difficulty getting the DIMM into 
the slot, return it to your vendor for replacement. 


4. If the DIMM module is seated, the DIMM lever should rise by itself so 
it lines up with the other levers. 


When you are finished, if your system is a Minitower, replace the base. 


On all systems, replace the cover on the computer, replace and tighten the 
thumb screw(s), and re-connect the external cables. 


CAUTION: Be careful not to get any cables caught in the cover or the fan 
housing when you put it back on the computer. 


lf the new RAM doesn’t work 


After you have put the system back together, if either the system doesn’t work 
or the new RAM doesn’t show up when you click on About This 
Macintosh... under the Apple Menu, remove the cover and check each 
module to make sure that it is firmly seated, and make sure you did not 
accidentally disconnect any cables or loosen any cards. 


If you are installing more than one memory module and they don’t all show 
up, try installing the modules one at atime and checking to see if they show 
up in About This Macintosh.... If a particular module consistently fails to 
show up, it may be defective or simply incompatible with your computer. 
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Double-check the information that came with your memory module against 
the memory specifications listed in RAM configurations on page 110 to make 
sure you are installing compatible RAM. If the RAM is defective, return it to 


your vendor for replacement. 
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Drives 


What you need to know about installing internal drives 


This chapter explains how to enhance the capabilities of your computer by 
adding internal devices such as an additional hard disk or a removable-cartridge 
drive. 


All of the drive bays in the Low-Profile system are taken up by the standard 
hard drive, floppy drive, and CD-ROM drive which come with the system. The 
best option for expanding drive capability on the Low-Profile system is to add 
an external drive device. 


CAUTION: The combined power consumption of the drives you install 
internally must not exceed the limits of your computer. Refer to the 
documentation that came with your drive for its power consumption 


rating and to Power requirements on page 111 in this manual for the power 
consumption limit for your computer. 


Installation steps 
Installing an internal drive involves three steps. 
1. Preparing the drive (page 86). 
2. Preparing the computer and inserting the drive (page 90). 


3. Installing any required software drivers (page 102). 


Required tools 
m A [small regular (slot-head) screwdriver or a small coin 


gm Asmall Phillips-head screwdriver 
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m 3.5-inch to 5.25-inch drive adapter, if you are installing a 3.5-inch drive. 
m Software drivers, if required. 


CAUTION: If you are not proficient with electronic equipment, Power 
Computing Corporation recommends that you have a certified technician 
Install expansion cards, RAM, and internal drives. If you attempt to install 
expansion cards, RAM, or drives yourself, any damage you may cause to 
your equipment will not be covered by the limited warranty on your 
computer. Please call technical support at 1-800-708-6227 for additional 
information about this or any other warranty question. 


CAUTION: If an anti-static grounding strap was supplied with the 
expansion card or other device that you are installing, put it on and 
ground it as directed by the device's instructions before touching any 
components inside the computer. 


CAUTION: Never turn the computer on or operate the computer with the 
cover removed. 


CAUTION: Never bump the hard drive against any hard surface. A sharp 
blow can cause major damage immediately and/or reduce the life of your 
drive. 


Preparing the drive 


Your computer uses SCSI (Small Computer Systems Interface) buses to connect 
Internal and external drives. It has both a conventional 5 MB per second SCSI 
bus and a 20 MB per second UltraSCSI bus. For a more detailed discussion of 
how the SCSI bus on your computer is set up, see Using SCSI devices, starting on 
page 16. Pay particular attention to the discussion of SCSI termination, 
discussed in Ensuring proper termination on page 18. 


SCSI drives must be set up before they are installed. Drive set up involves 
setting the SCSI ID, checking termination, and, if you’re installing a 3.5-inch 
drive in a5.25-inch drive bay, installing a drive bay adapter. 
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set the SCSI ID 


Before installing a drive into a Minitower system (or adding an external SCSI 
drive to a Minitower or a Low-Profile system), set the drive’s SCSI ID, as 
explained below. 


1. Set SCSI ID. 


Following the instructions which came with your device, set its SCSI ID and 
make sure it is not terminated. 


Each device in a SCSI chain requires a unique number called a SCSI ID, 
which the computer uses to identify the device. The computer itself is 
assigned SCSI ID 7 and the primary internal hard disk is assigned SCSI ID 0. 
Every other device you install must have a unique number from 1 to 6. 


Drives provided by Power normally come with SCSI ID pre-set as follows where 
bus 1 is the high-speed 20 MB per second UltraSCSI bus and bus O isthe 5 MB 
per second bus. 


Le ee 
Ta primary internal hard drive 





optional additional internal hard drive 
3 CD-ROM drive (terminated) 
C optional removable-cartridge drive 


both motherboard (self-terminated) 








To determine what SCSI IDs have already been assigned to which devices, go 
to theHard Disk Toolkit™ PE folder in the Utilities folder on your 
hard disk and run HDT Primer ™ PE. HDT Primer will scan your SCSI 
buses and display the Bus number (0 or 1), the SCSI ID, name, and other 
parameters of all of the SCSI devices on the bus (see example below). 
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The 20 MB per second UltraSCS!I bus is Bus 1; the conventional 5 MB per 
second SCSI bus is Bus 0. 


Selector for: <Hard Disk ToolkitePE 555 


ae orcad 
JALA 


Address Type Capacity Identity Yolume(s) 
(Unalloc) 





SCSI:0 IDS Compact [ise 331.59 ME TOSHIBA ada 
CE-ROH 


ra) hd ee 


SESI:1 IDO Hard Disk 405 GE SEAGATE 
STa4a 1 


O44 


Fay SCS IDA Hard Disk 4.05 GB SEAGATE 
= STZ4371 Ww 
0484 
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2. If you are installing a 3.5-inch drive in a 5.25-inch drive bay, install 
a 3.5-inch drive in a 3.5 to 5.25-inch adapter. 


3.5 to 5.25-inch adapters are available at most computer parts stores. 





3.5-inch to 5.25- 
inch drive adapter 


For Technical Support, Call 1-800-708-6227 PowerCenter Pro User’s Guide 


Installing Internal Drives 


Preparing a Minitower system 


The Minitower system normally has available for expansion two front- 
accessible internal 5.25-inch and onenon-accessible 3.25 inch drive bay (which 
you can install a hard drive, but not a removable-media drive into). The other 
bays are normally occupied by the floppy disk drive, the hard drive and the CD- 
ROM drive which come with the system. The location of the available 5.25- 
Inch bays on the Minitower system is shown below. 


available 5.25- 
inch drive bays 
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The available Minitower 3.5-inch drive bay is above the floppy disk drive. 


available 3.5- 
inch drive bay 


floppy disk 
drive 
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Removing the minitower system cover 


WARNING! Make sure the computer has been shut down before removing the 
cover. 


Installing internal drives require that you remove the computer's cover. The 
cover is designed for easy removal. 


1. Shut down the computer and turn off the monitor, but leave the 
computer plugged in to the electrical outlet. 


Leaving the computer plugged in ensures that it is grounded. 


2. Disconnect everything but the power cord from the back of the 
computer. 


3. Rotate the computer so that its back panel faces you. 
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4. Remove the four large thumb screws from the rear of the computer 
cover. 


If the thumb screws are in too tight to remove by hand, use a small coin or 
a flat-bladed screwdriver to loosen the screws. 
= 


“ni 


(i. E 
YH @ > —.. 
} i screws 


cover MN 
E 






chassis 


a 
= 


ie screws 


Put the thumb screws somewhere safe where you'll be able to find them 
when you're ready to replace the cover. 


5. Gently, but firmly, pull apart the bottom corners of the cover, pull 
the cover toward you slightly, lift it off and set it aside. 
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6. Lay the computer down on its left (as seen from the rear) side with 
the top closest to you. 


Inserting a drive into a Minitower system 


Before you install the drive, you must first prepare the drive (see Preparing the 
drive, starting on page 86) and prepare the computer (see Preparing a Minitower 
system, starting on page 90). 


The CD-ROM drive 


In order to install a drive in either of the available 5.25-inch drives in the 
Minitower system, it is usually much easier if you first remove the CD-ROM 
drive. 


However, you may be able to install a small drive that doesn’t use removable 
media, such as a hard drive, without removing the CD-ROM drive by sliding it 
In from the back, angling it down to clear the power supply 


If the drive must be front-accessible or has a faceplate which should be visible, 
you must remove the CD-ROM drive and install the new drive from the front. 


If you don’t remove the CD-ROM drive, skip to Front access on page 97. 
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1. To remove the CD-ROM drive, first disconnect the sound, SCSI, and 
power connectors from the rear of the drive. 


aa ee ee 





sound 
connector 


power 


Pee TTT _ connector 


T a 


connector 
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2. Remove the screws on both sides of the CD-ROM drive which hold the 
drive in place and put them where you'll be able to find them later. 


Note: These screws are different from the four thumbscrews which hold the 
cover on; keep them separate. 





3. Slide the CD-ROM drive out through the front of the chassis. 
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Front access 


If you are installing a drive which needs to be accessible from the front, such 
as a removable-cartridge drive, you must remove the metal plate from the 
front of the bay you are planning to use and the plastic insert from the front 
panel. 


If you don’t need front access, skip to step 6 on page 100. 
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4. If there isa metal plate across the front of the drive bay, remove 
the screw holding it on the left side as you face the front of the 
computer, swing that side of the metal plate back, and pull the 


metal plate out. 


If the drive you are installing doesn’t use removable media, do not remove 
the metal plate or the plastic filler panel. 


metal plate T | Ww 





PowerCenter Pro User’s Guide For Technical Support, Call 1-800-708-6227 


Installing Internal Drives 


5. If the plastic filler panel across the front of the bay is still in place 
and you are installing a drive which uses removable media, such as 
a CD-ROM drive or a removable-cartridge drive, reach into the 
empty drive bay and press firmly on the middle of the plastic insert 
to pop it out the front of the computer. 


The plastic insert is very flexible and should pop out quite easily. 


plastic 
filler 
panel 
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6. Slide the drive into the drive bay (inserting a drive into a 5.25-inch 
drive bay from the front is illustrated below), being careful not to 
crimp or fold any cables. The drive slides into the bay, and the four 
threaded holes in the sides of the drive (two on each side) should 
line up with the screw slots in the side of the bay. 


Install the drive so that it faces up; if it isn’t clear which way the drive 
should face (e.g., hard drives), assume that the connectors should bein 
the back and that the SCSI connector key should face up. 
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7. Connect one of the unused connectors on the SCSI cable to the wide 
connector on the drive (see the illustration below). 


Find the internal SCSI cable inside the computer (it is the wide flat ribbon 
cable connected to the hard drive. The internal SCSI cable should have one 
or two unused connectors on it. You may have to detach and re-attach the 
SCSI connectors on one or more other drives to get connectors where you 
need them. Remember, this is SCSI, so the ends (but no other devices) must 
be terminated. See Ensuring proper tamination on page 18 for details. 


Note: There isa key in the middle of the top of the SCSI connector anda 
notch in the cable connector which matches the key, to ensure that the 
cable is not plugged in upside down. If the cable resists being plugged in, 
check to make sure the key and slot are mating correctly. 


power connector 








hard drive a beveled corners 
MTL LE ELL LLL eee 
SCSI STM power 
connector oe Seer = connector 






mn 
MNA TETN 


8. Find an unused 4-pin power cable in the set of cables coming from 
the power supply (the power supply is in the right rear of the 
computer, on the bottom) and connect that cable to the rear of the 
drive, being careful to match the beveled corners of the plug to 
those of the socket (see the illustration above). 
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9. If you are installing a Zip™ drive, use the small 4 wire 4-pin power 
connector and plug it into the keyed 4-pin connector near the left 
end of the rear of the Zip drive. 


On some systems the small power connector is prewired into the power 
cables; on others you plug an adapter into the large power cable socket to 
get the small connector. 


i) 


a 












= 
Ee uci ee 


Zip drive 





4-pin Zip —— |) fF SCSI 
drive T connector 
power 

connector i 


M ake sure the connectors are snug. 
10. Re-insert the speaker in the bezel and replace the bezel. 


11. Replace the cover, reconnect system components, turn main power 
back on, and restart the computer. 


CAUTION: Be careful not to get any cables caught in the cover or the fan 
housing when you put it back on the computer. 


Install software drivers 


Some SCSI devices require special software called device drivers to operate 
with your computer. If a device driver is required, it is normally supplied 
with the device; if you are unsure whether one is required, contact the 
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manufacturer of the device. Follow the driver installation instructions 
supplied by the manufacturer. If a device driver is not supplied, you can 
generally assume that the device does not need one. The drives pre- 
Installed in your system have pre-installed drivers. 


lf the drive doesn’t work 


1. Make sure that any required drivers are properly installed. See the 
drive’s documentation for more information. 


2. Turn the system off, unplug the system components, and remove 
the cover. 


3. Make sure that the drive’s SCSI connector is plugged in and seated 
firmly. 


If the connection seems loose or crooked, check to make sure that no pins 
are bent and that the connection is keyed properly. Bent pins may be 
carefully straightened with avery small screwdriver. 


4. Make sure that the drive’s power cable is plugged in and seated 
firmly. 


5. If it isa CD-ROM drive, make sure the audio cable is properly 
connected and seated firmly at both ends 


6. Make sure that each device in the internal SCSI chain has its own 
unique SCSI ID: the primary hard drive (in the lower bay) should be 
set to ID O, a secondary hard drive is normally set to 1, and the CD- 
ROM is normally set to 3 (see Set the SCSI ID on page 87). 


7. Make sure there are no internally-terminated devices in the middle 
of the SCSI chain. The only internally-terminated device on the 
internal SCSI chain should be the pre-installed CD-ROM drive. 


8. Replace the cover on the computer, replace and tighten the thumb 
screw(s), re-connect the external cables, and restart the computer. 
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CAUTION: Be careful not to get any cables caught in the cover or the fan 
housing when you put it back on the computer. 


If these steps do not correct the problem, contact the drive manufacturer or 
Power Computing Technical Support at 1-800-708-6227 for assistance 
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Use this appendix to learn about safety and health issues related to computer 
use. 


Safety instructions 


Follow these guidelines to protect yourself from electrical shock: 


Plug the computer into a grounded, three-hole outlet. Do not use a three- 
hole adapter in a two-hole outlet. 


Do not use your computer if the power cord is frayed or damaged. 


Keep the computer away from moisture and liquid. Do not use it if you spill 
liquids on it. 


Turn off the computer before removing its cover. 
Never operate the computer without its cover. 


Follow the safety instructions in this manual. A warning alerts you of a 
potential health or safety hazard. A caution notice alerts you of potential 
harm to your computer or its components. 


Health-related information about computer use 


The way you set up and use your computer can affect not only your 
productivity but also your comfort and well-being. No set of guidelines can 
cover every situation, but if you follow a few common-sense suggestions, you 
can prevent the eye fatigue and musculoskeletal discomfort sometimes 
experienced by computer users. 
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Preventing eye strain 


Whenever you focus your eyes on a nearby object for along time — whether 
you are reading, sewing, or working on a computer — your eyes can get tired. 
Follow these suggestions to prevent eye strain: 


Take frequent breaks. Periodically look away from the screen and focus 
your eyes on something farther than 20 feet away. 


To prevent glare on the screen, avoid working with a window or light 
source behind you. Turn off lights or close drapes if necessary. 


Place your monitor, chair, and work table so that the top of the monitor is 
Slightly below the top of your head and the screen is 18-28 inches away 
from you. This may require placing something under the monitor. 


Preventing discomfort and fatigue 


Like any activity that involves sitting for long periods of time, using a 
computer can make you tired and stiff. In addition, using a keyboard and 
mouse improperly can sometimes be associated with RSIs (repetitive stress 
Injuries), particularly in the wrists. Follow these suggestions to prevent 
discomfort: 


Take frequent breaks. Stand up, stretch, and walk around. These breaks are 
not wasted time. They help you work more effectively in the long run. 


Adjust your chair so that your lower back and thighs are supported and 
your feet are flat on the ground (or on a footrest). 


Adjust your chair and work table so that you can type and use the mouse 
with your elbows at a 90° angle, your forearms level, and your handsin a 
straight line with your forearms. A work table equipped with an adjustable 
keyboard tray may make this easier. 


Do not place your wrists on the hard edge of your table. Use a wrist pad. 


Sit up straight in your chair. Slouching puts unnecessary strain on your 
back. 


Do not strike the keys any harder than necessary. 
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Information 


This appendix contains technical information and specifications for the 
Minitower and Low-Profile PowerCenter Pro 604e/180 and 604e/210 systems. 


Specifications 
Processor (upgradeable via daughtercard) 
m Minitower/Low-Profile Model 604e/180 PowerPC 604e at 180 MHz 
m Minitower/Low-Profile Model 604e/210 PowerPC 604e at 210 MHz 
Memory 


m Minimum 16 MB RAM, expandable to a maximum of 512 MB 
m 4MB read-only memory (ROM) 
m 8K of non-volatile parameter memory 


m 1MBof synchronous burst static RAM used as Level 2 cache for the 
PowerPC Processor, 3.3 volt. 5 volt supported when jumper is enabled on 
the main logic board. 


Disk drives 


m 1.4 MB high-density MFM/GCR floppy disk drive supporting Mac OS, DOS 
and ProDOS disks 


m Internal SCSI hard disk drive, 2 GB to 4 GB 


m Internal 16X CD-ROM Drive, 2400 KB sustained transfer rate; CD XA/Photo- 
CD, multi-session compatible. 
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Video 


Built-in high performance EDO RAM video with hardware 2D/3D 
acceleration 


Horizontal refresh rate up to 75 Hz 
On-the-fly resolution switching 
2 MB EDO RAM standard video 


4MBEDO RAM video riser card available from Power Computing as an 
option 


3 PCI slots available for enhanced-performance cards 


Audio system 


m Stereo sound generator capable of driving stereo mini-plug headphones or 
audio equipment 

m CD-quality 16-bit stereo, 44.1 KHz sample rate, input and output 

m Sample rates of 44.1 kHz, 22.05, and 11.025 kHz 

m Input linelevel: 2 volts peak-to-peak nominal into 6.5 kQ 

m Input through output signal-to-noise ratio: >86 decibels (dB) with no 
audible discrete tones 

m Bandwidth: 10 Hz- 19 kHz (+/- 2 dB) at 44.1 kHz sample rate 

m Total harmonic distortion plus noise: Less than 0.06%, measured 30 Hz - 
60 kHz with a2 V p-p sine wave Input 

Interfaces 

m Dual SCSI bus support with an internal UltraSCS! bus (20 MB/sec) and 
Conventional SCSI bus (5 MB/sec) 

m Internal UltraSCS! bus supporting up to two internal devices in Minitower 
enclosure and one internal device in Low-Profile enclosure 

m Conventional SCSI bus available for both internal and external devices 
with amaximum of seven devices supported 

m OneApple Desktop Bus (ADB) port for up to three input devices daisy- 
chained through a low-speed, synchronous serial bus 

m ThreePCl bus expansion card slots, one occupied by the 20 MB/sec 


UltraSCS! card 
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m Two RS-232/RS-422 serial GeoPort-compatible ports, 230.4 Kbits per second 
maximum (up to 2.048 Mbits per second clocked externally) 


AC line input 


Built-in Ethernet AAUI and 1OBase-T connectors 

Sound output port for stereo CD audio and computer-generated sound 
Powered sound input port for stereo sound input 

Standard Macintosh 15-pin video connector and 15-pin SVGA connector 


m Line voltage: 100 - 240 volts AC, RMS single phase (not auto-ranging) 


m Frequency: 50 - 60 Hz 


m Power: 400 watts maximum 


DC power 


m 200 watts maximum for Minitower systems 
m 145 watts maximum for Low-Profile systems 


Current type power 
System Total 

+5 V 18 A 

—5 V 0.5 A 

+12 V 4.5A 

-12 V 0.5 A 

+3.3 V 15A 


Clock and calendar 


Low-Profile 
System Total 


12A 
0.35 A 
3.8 A 
0.35 A 
10A 


mg CMOScircuitry with long-life 3.6-volt lithium battery (1/2 AA cell) 


Keyboard and mouse 


m Supports all ADB-compatible keyboards and mice 
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Operating environment 

m Operating temperature: 10°C to 40°C (50°F to 104°F) 
m Storage temperature: -40°C to 50°C (-40°F to 122°F) 
m Relative humidity: 5% to 95% (noncondensing) 

m Altitude: 0 to 3048 m (0 to 10,000 ft) 


Dimensions 


Minitower System 


m Size: 7.7"W X 16.9" H X 17.3" D (196 mm X 429 mm X 439 mm) 
m Weight: 27 Ib (12.3 ko) 


Low-Profile System 


m Size: 16.75" W X 4.375" H X 15.9" D (425 mm X 111 mm X 404 mm) 
m Weight: 21 Ib (9.5 ko) 


RAM configurations 


The PowerCenter Pro has four slots for memory modules (or DIMMs). The 
computer will work with a number of different memory configurations, from a 
minimum of 8 MB to a maximum of 512 MB. Follow these guidelines when 
configuring your system’s RAM: 


m DIMM slotscan accept 8, 16, 32, 64, and 128 MB DIMMs. 


mg All DIMMsmust be 168-pin, fast-paged mode, 60-nanosecond RAM access 
time or faster. Slower DIM Ms will not work reliably. SIM Ms from older 
Macintosh computers are not compatible. 


Video memory configurations 


Video memory for the two built-in video ports is provided in video memory 
installed on the video riser card. The system comes with 2 MB of EDO RAM, 
but a 4 MB video riser card is available as an option. 
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Increasing the computer’s video memory increases the number of colors that 
can be displayed on a monitor. See the tables in the next section for 
Information about how many colors can be displayed on a monitor of a 
particular size with different amounts of video memory. 


Monitor resolution/color tables 


The following table displays the numbers of colors available to monitors of 
various sizes connected to the computer’s monitor ports. 


Table B-1. Built-in monitor port color levels 


Monitor Resolution 


12" Color 512 X 384 
13 or 14" VGA 640 X 480 
15" Mono Portrait 640 X 870 
16 or 17" Color 800 X 600 
832 X 624 
19 or 20" Color 1024 X 768 
21" Color 1152 X 870 
1280 X 960 
1280 X 1024 


Power requirements 


Apple Desktop Bus 


Colors or Grays 


2 MB RAM 
Millions 
Millions 
256 
Millions 
Millions 
Thousands 
Thousands 
256 

256 


4 MB RAM 
Millions 
Millions 
256 
Millions 
Millions 
Millions 
Thousands 
Thousands 


Thousands 


m Maximum power draw for all devices: 500 mA 


m Mouse power: up to 10 mA 


m Keyboard power: 25-80 mA (depending on keyboard model) 
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Audio and telecommunications input devices 


Device Voltage Current Power 
Microphone +5 V 20 mA 100 mW 
GeoPort Telecom Adapter +5 V 500 mA 2.5 W 


Expansion cards and devices 


When you add PCI cards or internal storage devices, make sure the combined 
power consumption of all devices meets the following guidelines. 


For Minitower systems: 


Device Voltage Current Power 
sential amy a 15 W combined 
PCI card (per slot) 12V 0.5 A 6.0W 
-12V 0.1A 1.2W 
+3.3 V 9.0 A 30 W 
+5 V 10A 50 W 
PCI cards total +12 V 2.5A 30 W 
(3 slot maximum) -12V 0.5 A 6 W 
+5 V 4.5A 22.5 W 
Internal storage 12V 17A 20 W 


device 
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For Low-Profile systems: 


Device Voltage Current Power 
ania oe set 15 W combined 
PCI card (per slot) 12V 0.5 A 6.0W 
-12V 0.1A 1.2 W 
+3.3 V 5.0 A 16 W 
+5 V 5.0 A 25 W 
PCI cards total +12 V 1.7 A 20 W 
(3 slot maximum) -12 V 0.35 A 4.2 W 
+5 V 4.0 A 20 W 
Internal storage 12V 17A 20 W 


device 
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This appendix contains information required by regulatory agencies. 


FCC Declaration of Conformity 


This device complies with the CFR Title 47, Part 15, of the FCC Rules and 
complies with Class B Limits for Digital Devices. Operation is subject to the 
following two conditions: (1) This device may not cause harmful interference, 
and (2) this device must accept any interference received, including 
Interference that may cause undesired operation. 


Radio and television interference 


The equipment described in this manual generates, uses, and can radiate radio- 
frequency energy. If it is not installed and used properly — that is, in 
accordance with the manufacturer's instructions — it may cause interference 
with radio and television reception. 


This equipment has been tested and found to comply with the limits for a Class 
B digital device in accordance with the specifications in Part 15 of FCC rules. 
These specifications are designed to provide reasonable protection against such 
Interference in a residential installation. However, there is no guarantee that 
Interference will not occur in a particular installation. 


You can determine whether your computer system is causing interference by 
turning it off. If the interference stops, it was probably caused by the computer 
or one of the peripheral devices. 


If your computer system does cause interference to radio or television 


reception, try to correct the interference by using one or more of the following 
measures: 
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Turn the television or radio antenna until the interference stops. 
Move the computer to one side or the other of the television or radio. 
Move the computer farther away from the television or radio. 


Plug the computer into an outlet that is on a different circuit from the 
television or radio. (That is, make certain the computer and the television 
or radio are on circuits controlled by different circuit breakers or fuses.) 


If necessary, consult an authorized service provider or consult an experienced 
radio/television technician for additional suggestions. You may find the 
following booklet helpful: Interference Handbook (stock number 
004-000-00493-1). This booklet, prepared by the Federal Communications 
Commission, is available from the U.S. Government Printing Office, 
Washington, DC 20402. 


Important: Changes or modifications to your computer not expressly 
approved by the party responsible for compliance could void the user’s 
authority to operate the equipment. 


This product was tested for FCC compliance under conditions that included 
the use of shielded cables and connectors between system components. It is 
Important that you use shielded cables and connectors between system 
components to reduce the possibility of causing interference to radios, 
television sets, and other electronic devices. 


DOC statement 


DOC Class B Compliance This digital apparatus does not exceed Class B limits 
for radio noise emissions from digital apparatus as set out in the interference 
causing equipment standard entitled “Digital Apparatus,” |CES-003 of the 
Department of Communications. 


Observation des normes—ClasseB Cet appareil numérique respecte les limites 
de bruits radioélectriques applicables aux appareils numériques de Class B 
prescrites dans la norme sur le matériel brouilleur: “Appareils Numériques”, 
N M B-003 édictée par le ministre des Communications. 
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CD-ROM drive 


WARNING! Making adjustments or performing procedures other than those 
specified in your equipment’s manual may result in hazardous 
exposure. 


WARNING! Do not attempt to disassemble the cabinet containing the laser. The 
laser beam used in this product is harmful to the eyes. The use of 
optical instruments, such as magnifying lenses, with this product 
increases the potential hazard to your eyes. For your safety, have this 
equipment serviced only by an authorized service provider. 


If you havean internal CD-ROM drivein your computer, your computer Is a 
Class 1 laser product. The Class 1 label, located on the computer, indicates that 
the drive meets minimum safety requirements. A service warning label is on 
the CD-ROM drive inside the computer. 


CLASS 1 LASER PROD 
LASER KLASSE 1 
LUOKAN 1 LASERLAITE 























APPAREIL A LASER DE 
EN60825 














Lithium battery warning 


The computer contains a lithium battery to power the clock and calendar 
circuitry. 


CAUTION: Danger of explosion if battery is replaced incorrectly. Replace 
only with the same or equivalent type recommended by the 
manufacturer. Discard used batteries according to the manufacturer’s 
instructions. 


ATTENTION! II y a danger d’explosion sil y a remplacement incorrect dela 
batterie. Remplacer uniquement avec une batterie du méme type ou d’un 
type recommandé par le constructer. Mettre au rébut les batteries usagées 
conformément aux instructions du fabricant. 
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For use in European countries 
Use an HAR approved power cord with proper plug configuration. 


Bitte nur mit Zugelassener HAR-Stromkabel benutzen. 
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Copyright Notice 


This manual, the software described in it, the product design, and 
design concepts are copyrighted by FWB Software, LLC (FWB) with 
all rights reserved. Your rights with regard to the software and 
manual are subject to the restrictions and limitations imposed by 
the copyright laws of the United States of America. Under the 
copyright laws, neither the programs nor the manual may be cop- 
ied, reproduced, translated, transmitted or reduced to any printed 
or electronic medium or to any machine-readable form, in whole 
or in part, without the written consent of FWB. 


© 1996, 1997 FWB Software, LLC; © 1997 Power Computing 
Corporation. All rights reserved. 


April, 1997 


End-User Software License Agreement 


DO NOT USE THIS SOFTWARE UNTIL YOU HAVE CAREFULLY READ THIS AGREEMENT AND AGREE 
TO THE TERMS OF THIS LICENSE. BY USING THE ENCLOSED SOFTWARE, YOU ARE AGREEING TO 
THE TERMS OF THIS LICEN SE. 


The software license agreement for this program is included in this manual so you can read it before installing 
the program. INSTALLING THE PROGRAM OR USE OF THE MATERIALS ENCLOSED WILL CONSTITUTE 
YOUR ACCEPTANCE OF THE TERMSAND CONDITIONS OF THIS SOFTWARE LICENSE AGREEMENT. 
If you do not agree to the terms of this software license agreement, do not install the software and promptly 
return the package to the place of purchase for a full refund of all money that you paid for the product. 


In return for purchasing a license to use the computer programs, Known as Hard Disk ToolKit*Personal Edition 
(Software) contained in this package, and for purchasing documentation included in this package, you agree to 
the following terms and conditions: 


1. License. The Software enclosed is licensed, not sold, to you by FWB Software, LLC (FWB) for use under the 
terms of this software license. This non-exclusive license allows you to: 


i. Use the Software only on a SINGLE computer at any one time. You may only use the software on one 
CPU and only on drives physically connected to that single CPU. 


ii. Only use the software to optimize or otherwise control disk drives that are connected to a SIN GLE com- 
puter that is used by you. 


iii. Make one copy of Software in machine readable form, provided that such copy is used only for backup 
purposes and the FWB copyright notice is reproduced on the backup copy. 


iv. Transfer Software and all rights under this license to another party together with a copy of this license 
and all documentation accompanying the Software, provided the other party agrees to accept the terms 
and conditions of this license. 


As a licensee, you own the magnetic media on which the Software is originally recorded. The Software is 
copyrighted by FWB and proprietary to FWB, and FWB retains title and ownership of the Software, and all 
copies of the Software. This licenseis not a sale of Software or any copy. You agree to hold Software in confi- 
dence and to take all reasonable steps to prevent disclosure. 


2. Restrictions. You may NOT distribute copies of this Software to others or electronically transfer Software 
from one computer to another over a network, or via modem. The Software contains trade secrets that are 
wholly owned by FWB Software, LLC. You may NOT decompile, reverse engineer, translate, disassemble, or 
otherwise reduce Software to a human understandable format. YOU MAY NOT MODIFY, ADAPT, TRANS- 
LATE, RENT, LEASE, RESELL FOR PROFIT, DISTRIBUTE, NETWORK, OR CREATE DERIVATIVE WORKS 
BASED UPON THIS SOFTWARE OR ANY PART THEREOF. 


3. Termination. This license is effective until terminated. This license will terminate immediately without any 
notice from FWB if you fail to comply with any of its provisions. Upon termination you must destroy the 
Software and all copies thereof. You may terminate this license at any time by destroying the Software and 
all copies thereof. 


4. Export Law Assurances. You agree and certify that neither the Software nor the documentation will be trans- 
ferred or re-exported, directly or indirectly, into any country where such transfer or export is prohibited by 
the United States Export Administration Act and regulations thereunder or will be used for any purpose pro- 
hibited by the Act. You also agree that neither the Software nor any technical data received from FWB, nor 
the direct product thereof will be exported outside the U nited States except as authorized in advance by FWB, 
in writing, and as permitted by the laws of the United States. 


5. Warranty Disclaimer, Limitation of Damages and Remedies. FWB Software, Inc. (FWB) makes no warranty or 
representation, either expressed or implied, regarding the merchantability, quality, functionality, perfor- 
mance, or fitness of either the diskette, manual, or the information provided on it. This software and manual 
are licensed “AS IS.” It is solely the responsibility of the consumer to determine the software's suitability for 
a particular purpose or use. 


FWB and anyone else who has been involved in the creation, production, delivery, or support of the software, 
will in no event be liable for direct, indirect, special, consequential, or incidental damages resulting from any 
defect, error, or omission in the diskette, manual, or software or from any other events including, but not 
limited to, any interruption of service, loss of business, loss of profits or good will, legal action or any other 
consequential damages. The user assumes all responsibility arising from the use of this software. FWB’'s lia- 
bility for damages to you or others will in no event exceed the total amount paid by you for this software. In 
particular, FWB shall have no liability for any data or programs stored by or used with FWB’s software, 
including the costs of recovering such data or programs. FWB will be neither responsible nor liable for any 
illegal use of its software. FWB reserves the right to make corrections or improvements to the information 
provided and to the related software and hardware at any time, without notice. 


FWB will replace or repair defective distribution media or documentation at no charge, provided you return 
the item to be replaced with proof of purchase to FWB during the 90-day period after purchase. ALL IMPLIED 


WARRANTIES ON THE MEDIA AND DOCUMENTATION, INCLUDING IMPLIED WARRANTIES OF 
MERCUANTARIIITY AND EITNECCEQOR A DARTICII! AR DIIRBDOCE AREIIMITENIN NIIBPATION TO 


NINETY (90) DAYS FROM THE DATE OF THE ORIGINAL RETAIL PURCHASE OF THIS PRODUCT. The 
warranty and remedies set forth above are exclusive and in lieu of all others, oral or written, expressed or 
implied. No FWB dealer, representative, agent, or employee is authorized to make any modification, exten- 
sion, or addition to this warranty. 


Some states do not allow limitations on how long an implied warranty lasts, or the exclusion or limitation of 
implied warranties or liability for incidental or consequential damages, so the above limitation or exclusion 
may not apply to you. This warranty gives you specific legal rights, and you may also have other rights that 
vary from state to state. 


6. Government End-Users. If you are a United States Government end-user, this license of the Software con- 
veys only “RESTRICTED RIGHTS,” and its use, disclosure, and duplication are subject to DFARS 52.227- 
7013. This Software was developed at private expense, and no part of it was developed with government 
funds. The Software is a trade secret of FWB for all purposes of the Freedom of Information act, and Is “com- 
mercial computer software” subject to limited utilization as provided in the contract between the vendor and 
the governmental entity, and in all respects is proprietary data belonging solely to FWB. Government person- 
nel using the Software, other than under a DOD contract or GSA Schedule, are hereby on notice that the use 
of this Software is subject to restrictions that are the same as, or similar to, those specified above. 


7. General. This license will be construed under the laws of the state of California, except for that body of law 
dealing with conflicts of laws, if obtained in the United States, or the laws of jurisdiction where obtained if 
obtained outside the United States. If any provision of this license is held by a court of competent jurisdic- 
tion to be contrary to law, that provision will be enforced to the maximum extent permissible, and the 
remaining provisions of this license will remain in full force and effect. 


Complete Agreement. This license constitutes the entire agreement between the parties with respect to the use 
of the Software and related documentation, and supersedes all prior or contemporaneous understandings or 
agreements, written or oral, regarding such subject matter. 


Trademarks 


Hard Disk ToolKitePersonal Edition, Hard Disk ToolKit, RAID ToolKit, CD-ROM ToolKit, FWB Software, and 
the FWB logo are trademarks of FWB Software, LLC. 


Apple, AppleShare, Finder, and M acintosh are registered trademarks of Apple Computer, Inc. 
All other brand and product names are trademarks or registered trademarks of their respective holders. 
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Introduction 
Additional Documentation 


This manual is an abbreviated version of the Hard Disk ToolKit*Personal 
Edition User Guide. A full version of that manual is found on your hard 
drive and on the Power CD. To view the manual, open the HDTePE 2.0 
manual.pdf file; double-click on that file. The file and the rest of the Hard 
Disk ToolKit™ software can be located by opening the following folders: 
Utilities 
Hard Disk ToolKit™ 
HDT ePE 2.0 manual.pdf 

If you see an error message stating Adobe Acrobat is not installed, you will 
need to reinstall Acrobat Reader 3.0. Open the Install Acrobat Reader 3.0 


application and follow the onscreen instructions. The installer application 
can be found by opening the following folders: 


CD Extras 
Adobe Acrobat 3.0 
Install Acrobat Reader 3.0 


The manual can not be viewed if the Power CD Is your current startup 
disk. 


Registration 


Complete the registration card enclosed in the packaging and return it to 
FWB to qualify for updates. 


NOTE Technical Support Agreement: The enclosed software is an OEM version of Hard Disk 
ToolKitePersonal Edition. This software package may be purchased only as part of a storage 
=| sub-system. Technical support for this software is available only from the company that 
bundles the package with your storage device. Please contact that company for technical 
support. 
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FWB Software currently offers a support package that allows recipients of bundled software 
to receive FWB’s top-rated technical support and FWB’s latest version for a small registration 
fee. Please contact FWB for more information. 


Before you begin 


Before using Hard Disk ToolKit*Personal Edition, you should be familiar 
with the M ac OS. An understanding of the basics of connecting and termi- 
nating SCSI and IDE peripheral devices is also helpful. If you need more 
information on the Mac OS, or the basics of connecting external SCSI 
devices, see the manuals that were supplied with your computer. 


Hard Disk ToolKit*Personal Edition software provides complete control 
over your SCSI and IDE storage environment, but it cannot overcome 
problems from incorrect hardware installation. For data integrity and peak 
system performance, it is vital that your hardware is installed correctly. 


Installing the latest Macintosh System Software 


For information on installing the M ac OS software onto a hard disk, refer 
to the user guide that was supplied with your computer. 


Upgrading to Hard Disk ToolKit*PE versions 2.0 (and later) 


Read this section if you have drives formatted with earlier versions of 
Hard Disk ToolKitePE or anon-FWB software product. 


Information for owners of disk devices that are currently in use 


Users of earlier versions of Hard Disk ToolKitePE who do not want to 
reformat their existing storage devices, but who do want the enhanced 
functionality from the latest FWB driver, should use the Update Driver 
command. (See U pdating a Device'’s Driver in the online manual.) The 
U pdate Driver command can also install an FWB driver onto a disk storage 
device that was formatted with anon-HDT ePE product without having to 
reformat the device. Be sure to back up all of your valuable data before 
using the U pdate Driver command. 


Back up all your valuable data before using the U pdate D river command! Normally, the 

U pdate Driver command will work as expected, and your existing data will be totally safe. 
However, a device driver controls all access to the disk, and updating an older driver can put 
your existing data at a small risk. 
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Hard Disk ToolKit*ePersonal Edition’s software modules 


The Hard Disk ToolKit*Personal Edition software package includes two 
separate applications: 


¢ Hard Disk ToolKitePE 
e FWB M ounter 


The features of each of these applications are described within this man- 
ual. The HDT ePE software package also includes two System Extensions 
and two specialized data files. 


Frequently Asked Questions (FAQ) 


For answers to Frequently Asked Questions and compatibility issues, and 
for information about the latest version and supported devices, visit our 
World Wide Web site at http://www.fwb.com. 


Maintaining Data Integrity 


We have engineered the best solutions available to ensure the safety of 
your data. However, only you can take full responsibility for the integrity 
of your computing environment. Whether you are a computing profes- 
sional or ahome user, you should always: 


e Regularly back up the data stored on your disks 
e Prevent computer viruses from entering your system. 


Backing up your data 


Backing up your data is an essential task, the importance of which cannot 
be emphasized too highly. Backing up is the duplication of data files and 
applications from one data storage medium onto another. Perform back- 
ups to a secondary medium to protect against the loss of valuable data in 
the event that harm should somehow occur to the primary medium. 


M any people don’t back up because they don’t want to be bothered. H av- 
ing good software with an unattended backup scheduling feature elimi- 
nates the bother. Backup is essential! 
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Installing and Removing 


Hard Disk ToolKitePE 


Your OEM version of Hard Disk ToolKit*Personal Edition is on the CD- 
ROM that came with your system and is ready to run. 


=| == Hard Disk Toolkit™ PE === 
a 2 items 243.2 ME in disk 
FOF b 
Pa 


HOTÆFE 2.0 manual.pdf 


== == 
Read Me First Supported Devices v2.0.5 


Ae 


Hard Disk Toolkit#PeE™ 


sa 


kF a 
Device Data Device Data ATA 


Using QuickHelp 


Hard Disk Toolkit#PE Help QuickHelp™ 





Figure 7.1: TheHard Disk ToolKit*PE folder. 


The Hard Disk ToolKitePE, as well as the Power CD SystemSoftware 
Installer also contain an installer file if you want to install Hard Disk 
ToolKitePE onto one of your hard disks, either separately or as a part of a 
systemsoftware installation. If you choose to do this, see Installing Hard 
Disk ToolKit*PE on page 128. 
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The Hard Disk ToolKitePE folder on the CD-ROM contains the files in 
the following table: 


Hard Disk ToolKit. PE Hard Disk ToolKit: PE folder This is the main application of the HDT» PE software package. It 
formats, initializes, and partitions SCS! & IDE disk devices. 


FWB Mounter Hard Disk ToolKits PE folder This application scans SCS! & IDE buses and mounts / unmounts devices 
and/ or volumes without the need to launch Hard Disk 
ToolKit Personal Edition. 


Device Data file Hard Disk ToolKit PE folder This resource is used by HDT to optimize the settings for nearly every 
hard drive manufactured for the Macintosh. 

Read Me First file Hard Disk ToolKit PE folder Contains important information that became available after the 
manual was printed. 


Supported Devices file Hard Disk ToolKit PE folder Ths contains list of devices supported by HOTSPE contains a list of devices Ths contains list of devices supported by HOTSPE by HDT” PE. 


QuickHelp application Hard Disk ToolKite PE folder This application is the “help engine” of the HDT* PE application. It is 
launched automatically when HDT* PE’s online help is used. 


Hard Disk ToolKit. PE Hard Disk ToolKits PE folder This file contains all of HDT* PE’s online help information. It is opened 
Help file automatically when HDT*PE's online help is used. 


Hard Disk ToolKit» PE Hard Disk ToolKits PE folder This installs Hard Disk Toolkits PE to your hard drive. 
Installer 





You can view or print the Read Me First and Supported Devices files by 
opening the files with SimpleText (included with the Mac OS) or other 
word processing application. 


Installing Hard Disk ToolKitePE 


Determine where you will install Hard Disk ToolKitePersonal Edition. If 
you do not select a location for Hard Disk ToolKitePE, it is installed by 
default onto your startup disk. 


A Read Me file is installed onto your hard disk by the Hard Disk ToolKitePE Installer. Be 
sure to read it for important information regarding compatibility issues that became 
available after this manual was printed. 
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You cannot use certain functions of the Hard Disk ToolKitePE application 
on the system startup disk, or the disk from which it has been launched. 
For example, to use HDT ePE to format or auto initialize a device, it must 
have been launched from a different device. For instance, you can start up 
your computer fromthe bootable Power CD which also contains HDT ePE. 
For instructions on how to start you computer from the Power CD, follow 
the instructions in Starting Up from the CD-ROM elsewhere in your 
Power Computing User’s Guide. 


If you wish to reformat or auto initialize your current system startup disk, 
then first back up all its valuable data to another medium, and restore it 
after the disk has been reformatted for use. 


all previously existing data on the drive. Be sure that you have backed up any valuable data 


Hard Disk ToolKitePersonal Edition’s Format and Auto Initialize commands will overwrite 
on the drive before performing a Format or Auto Initialize operation. 


Before installing Hard Disk ToolKit*Personal Edition 


Ensure that the installation of Hard Disk ToolKit*Personal Edition soft- 
ware onto your hard disk is successful. Follow these preparatory steps 
prior to the actual installation of HDT *PE software: 


1. Disable any virus protection software. 


2. Turn off file sharing: from the Apple menu, choose Control Panels, 
then select Sharing Setup; click on the Stop File Sharing button. 


3. Remove older modules of Hard Disk ToolKit or Hard Disk Tool- 
KitePE from your hard disk. 


4. Remove any other manufacturers’ software that automatically 
mounts or loads drivers for removable drives — be sure to check 
inside the Extensions and Control Panels folders inside the System 
Folder. Removing other software that automatically mounts or loads 
drivers for removable drives prevents potential conflicts with 
Removable (a part of the FWB Tools Extension) for control of a 
removable cartridge. Some examples of other manufacturers’ soft- 
ware of this type are: Anubis Extension, Driver Loader, APT Exten- 
sion, Mount Cache, MicroN et Cartridge Extension, Silver Control, 
and SD Removable CDEV. 


5. Restart your computer with all Extensions off. (Turn Extensions off 
by restarting your computer while holding down the Shift key. Your 
virus protection and File Sharing will turn off when you disable 
Extensions.) 
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To install Hard Disk ToolKitePE only: 


Note: To install Hard Disk ToolKitePE along with the system software, follow the 
instructions in Installing System Softw are in your Power Computing U ser’s Guide). 


Oa ee NS 


Insert the Power CD into your CD-ROM drive. 

Open the Utilities folder on your Power CD. 

Open the Hard Disk ToolKit™ PE Folder. 

Double-click on the Hard Disk ToolKit™ PE folder to open it. 


Drag the Hard Disk ToolKit™ PE folder to the Utilities folder of your 
Hard Disk. 
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An Overview of Hard Disk ToolKitePE 
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NOTE 
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Hard Disk ToolKitePersonal Edition is a powerful application that formats and partitions 
SCSI and IDE storage devices. Formatting and partitioning are data-destructive procedures — 
any previously existing data on the storage device will be irrevocably erased. Back up all 
valuable data before using HDT ePE. Read this chapter and C hapter 4, U sing Hard Disk 
ToolKit.» PE, in the online manual before attempting any operations such as formatting or 


partitioning. 





fi 
ie 


Hard Disk Toolkit#PE™ 


Figure 7.2: The HDT ePE application icon. 


Hard Disk ToolKit*Personal Edition is a fully functional disk manage- 
ment utility software for SCSI and IDE storage systems for the Power 
M acintosh/M acintosh. Use Hard Disk ToolKitePE as a standard format- 
ting utility for all single-disk drives and removable media drives. 


Hard Disk ToolKitePE: 


e Displays all peripheral devices across all SCSI and IDE buses in one 
convenient window 


IDE is also known as ATA. Theterms IDE and ATA are interchangeable. 


e Supports Fast & Wide SCSI-2 and SCSI-3 technology (connect up to 15 
devices on an installed Fast & Wide SCSI-2 bus) 


e Creates, deletes, and modifies partitions on SCSI and IDE disk devices 
e Mounts and unmounts partitions 

e Updates and/or installs device drivers 

e Tests disk devices for defects 

e Provides password protection to volumes 
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The Selector Window: Hard Disk ToolKit*PE’s Main Screen 


The main screen of Hard Disk ToolKit*PE is referred to as the Selector 
window. Devices must be selected within it before any of HDT *PE’s pri- 
mary functions can be used. 


All devices attached to all SCSI and IDE buses are listed in the Selector 
window. If one or more SCSI accelerator boards are installed and have 
SCSI devices connected to them, then these devices will also be displayed 
in the Selector window. (HDT *PE supports other manufacturers’ SCSI 
accelerator boards, as long as they are SCSI M anager 4.3 compliant.) 


Making a selection 


Select a single device or volume by clicking on it once anywhere in the 
row in which it appears. The currently selected device is highlighted in 
the Selector window. A different drive/volume can then be selected by 
using the keyboard’s up and down arrow keys. 


Selector window features 


See Figure 3.2 and the accompanying tables for details on the Selector 
window. 








Figure 7.3: HDT ePE’s Selector window. The numbered 
items are explained in Table 1. 
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Table 1. Parts of the Selector window. 
T 


Column headings Column headings describe the data that appear directly underneath them. Change the sort order by clicking on 
a different column heading. 

Device list All SCSI and IDE devices installed on all native and/ or installed SCSI / IDE buses are listed and include 
information on capacity, volume(s), manufacturer, model number, and more. Double-click on a selected device 
to view its Partition List window. 


Ea Online help Provides online help for Hard Disk ToolKit PE. See Using Hard Disk ToolKit PE in the online manual. 


4 | Title bar The name of the computer that Hard Disk ToolKit* PE runs on is presented in the title bar of the main window. 
The name of the computer is determined in the Mac OS's Sharing Setup control panel. 


Toolbar Click on a button in the toolbar to perform a function on the highlighted item(s) in the Selector window. 
Alternatively, drag a selected device and drop it on a button. All buttons have tooltips. Place the mouse over 
any of the buttons to see a text box that describes its function. All buttons are also available as menu 
commands. 


Selector window toolbar 





Hard Disk ToolKitePE’s most frequently used functions are available 
through the buttons on the toolbar near the top of the Selector window. 
These buttons are shortcuts to HDT ePE’s functionality. Every button 
command is also available as a menu item. You can also drag a device and 
drop it on a button. 


See Table 2 for a description of each button’s purpose. 


Table 2. The Hard Disk ToolKitePE toolbar buttons. 


[ator [ime 


Mount to the desktop any volumes on the device that has been selected in the Selector window. 


Unmount Unmount from the desktop any mounted volumes on the drive that has been selected in the Selector 
window. Unmounting can also be done on the Desktop— simply drag the volume’s icon to the Trash. 
Any of these methods will unmount the volume from the Desktop without harming any data. 

Rescan Rescan all buses for any devices that may have been powered on after Hard Disk ToolKit» Personal 
Edition was launched. The Selector window will be refreshed after Rescan. 
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Table 2. The Hard Disk ToolKit*PE toolbar buttons. 


[aor [ieme [hte 


Get Info Opens a dialog box that contains detailed information about the device that has been selected. 


Security Add password protection to volume(s) on the selected device. 


Test selected device for defects. 


Auto Initialize Begin an automated formatting and partitioning process on the device(s) selected in the Selector 
window. 





Selector window column headings 


Thesort order of devices can be changed by clicking on adifferent column 
heading. 


e Address 
The SCSI or IDE ID of devices and the SCSI or IDE bus they are con- 
nected to are displayed under this heading. The information is pre- 
sented in the format: SCSI x: ID y— x represents the bus number and 
y represents the value on the device’s SCSI or IDE ID selector switch. 
If the device supports LUNs (Logical Unit Numbers), the LUN ts also 
displayed. 


The Power Macintosh/Macintosh’s built-in SC SI bus is always bus 0. If a Power Macintosh/ 
Macintosh has dual built-in SCSI buses, then the first bus is O and the second bus is 1. 


e Type 
Hard Disk ToolKitePE displays all types of SCSI and IDE storage 
devices, including hard disks, removable media drives (e.g., SyQuests), 
CD-ROM players, tape drives, and non-storage devices, such as scan- 
ners. 


e Capacity (Unallocated) 
The formatted capacity of a disk device and its unallocated free space 
are displayed here, presented in the format: 525MB; (220M B). U nallo- 
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cated free space Is displayed in parentheses, to let you Know that you 
can create more volumes on the device. (On a removable media 
device, this field is empty if a cartridge is not inserted. 


NOTE A newly formatted drive that has not yet been initialized will have a capacity figure slightly 
higher than the free space figure because the driver takes up space on the disk that cannot be 
=| used to create volumes. 


e Identity 
The manufacturer, model number, and version of the device are dis- 
played here. 


e Volume(s) 
The name(s) of the volume(s) that have been created on the storage 
device are displayed here. Because of space limitations, all the vol- 
umes that might exist on a device may not be visible here. To see all 
volumes on a device, choose the Get Info or View Partitions com- 
mand. 


The Partition List Window 


Use the Partition List window to: 


e view the individual partitions of a specific disk device 
¢ configure a device's driver 

e resize the volumes on a device 

e delete volumes from the device 


Highlight a device in the Selector window by clicking on it once. Then 
choose the View Partitions command under the Devices menu to view its 
Partition List window (short cut: double-click on a device in the Selector 
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window). The address of the device Is listed in the Partition List window’s 
title bar. 


Partition List: 5C$1:0 ID2 
Capacity: 311.0 ME Unallocated: 0.0 KE 


Æ of Partitions: 5 Total Blocks: 1046532 


Start Block Size (KE) 


Partition Map Apple Apple partition omap 
Active SCS) Driver FWE Disk Driver Apple _Driver4s 
Temp Macs Apple HFS 


Macintosh HE MacOS Apple HFS 600256 


Configure Driver... | [ Resize Volume... | [ Delete | 





Figure 7.4: The Partition List window. Notice that the bus and ID 
information for the device is displayed in the title bar. 


Every storage device must have a Partition Map, driver partitions, and at 
least one Mac OS partition created for general storage before any vol- 
ume(s) can be mounted to the Desktop. Partitions are sorted according to 
their physical location on the disk. Every block on the disk must exist In 
some type of partition, whether it is Apple HFS, Apple Free 
Apple _ partition map, or some other type. HDT ePE automatically creates 
all partition types for you. 


For more information, see Partitioning in the online manual. For more information on 
driver partitions, see All About Drivers in the online manual. 


You may see the Apple Free partition type—this is unallocated free space. 
The free space partition on the disk cannot be mounted to the Desktop. 
M ountable partitions (also Known as volumes) are created from free space. 
To transform unallocated free space into a mountable volume, see Creat- 
ing New Volumes in the online manual. 


On adrive with greater than 1GB capacity, the driver partition must reside within the first 


1GB of disk space, or Macintoshes older than the Quadra 840av cannot start up off the disk. 
HDT ePE will create a driver partition only within the first 1GB of disk space. 
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Four fields appear at the top of the Partition List window. 


e Capacity 
The total capacity of the storage mechanism as specified by its 
manufacturer. 


e Unallocated 
The amount of unallocated, free space on the storage device. 


¢ #of Partitions 
Thetotal number of partitions on the storage device. Volumes, drivers, 
and partition maps occupy their own partitions. 


e Total Blocks 
The media of a storage device is logically divided into a finite number 
of addressable blocks at the time it is low-level formatted.T he total 
number of addressable blocks in the listed partitions appears here. 


The Partition List window’s column headings 
e Title 
Partitions used as storage volumes can have a user-specified title (this 
is also the name that appears on the Desktop). Other partitions show 
the title of the driver or driver component. 


e Name 
The name signifies the nature of the partition. All simple HFS parti- 
tions have the name Mac OS. 

° Type 
T here are several types of partitions used by the M acintosh. A simple 
volume that mounts to the Desktop is of the Apple HFS type. Parti- 
tion maps are of the Apple Partition Map type. Drivers are of the 
Apple Driver43 type. 


e Start Block 
Partitions can be located by their first block or Start Block. 
e Size 
The size of the partition in kilobytes is displayed in this column. 
Three command buttons appear at the bottom of the Partition List win- 
dow: 
e Configure Driver 
The “rules” that govern the operation of the FWB device driver can be 


changed to meet your computing needs. For more information on this 
feature, see Configuring a device's driver in the online manual. 
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e Resize Volume 
The size of existing volumes of the Simple HFS type can be increased 
or decreased—without data loss. For more information on this feature, 
see Resizing volumes in the online manual. 

¢ Delete 
A volume’s partition can be deleted by selectingit in the Partition List 
window and then clicking Delete. For more information on this fea- 
ture, see Deleting partitions in the online manual. 


The Delete command will erase any data contained within the selected partition—be sure to 
back up your valuable data before you delete. 
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Using Hard Disk ToolKitePE 








This chapter assumes that external SCSI devices have been installed 
according to their manufacturers’ instructions. 


If you are anew user to this version of Hard Disk ToolKitePE, then we rec- 
ommend that you read Chapter 3, An Overview of Hard Disk Tool- 
KitePE,” before proceeding with this chapter. For more detail on using 
Hard Disk ToolKit*PE, see the online manual. 


HDT ePE isa powerful application that formats and partitions SC SI and IDE storage devices. 
Back up all valuable data before using HDT ePE. 


Starting Hard Disk ToolKit*Personal Edition 


To start Hard Disk ToolKitePE, double-click the Hard Disk ToolKitePE 
icon. The HDT ePE Selector window appears (Figure 7.5). 
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Figure 7.5: The HDT ePE Selector window. 
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Ti: Hard Disk ToolKitePersonal Edition cannot format or partition the startup drive or a drive 
from which it has been launched. In addition, for HDT ¢PE to start, the Device Data file and 
the Device Data ATA file must be in the same folder as the HDT ePE application. 


iii 


Hard Disk ToolKitePE functions 


Table 4-1 will guide you to detailed instructions on each of HDT ePE’s 
functions. 


Update the driver of a device that was not originally formatted with Hard | Updating a Device’s Driver on page 152 
Disk ToolKit» PE 


Table 4-1. HDT ePE function locator. 
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Should | use Format or Auto Initialize? 


Auto Initialize is the easiest and most automated way to prepare your 
SCSI and IDE disk devices. Auto Initialize will: 

e erase any existing data on the selected device 

e install the driver 

e write a partition map 

e create a new volume of the maximum possible size 
Use Format to access Hard Disk ToolKit*PE’s custom, low-level format- 
ting options. Format will clear all existing data from the selected device. 


You can subsequently install the driver, write a partition map, and create 
volumes according to your needs. 


ME Auto Initializing a Disk Device 


HI 


Auto Initialize prepares a disk device for use. Most disk devices have 
already been initialized at the factory, but if your disk device has not been 
auto initialized with HDT ePE, you may not get the best performance from 
it. Typically, you would auto initialize a disk to completely clean it of 
existing data. 


The Device Data files, which reside in the same folder as the Hard Disk 
ToolKitePE application, contains detailed information on the optimal 
parameters for hundreds of different disk devices. The HDT ePE applica- 
tion automatically references the Device Data files as it auto initializes 
your disk device to ensure that it reaches its peak performance. 


Auto Initialize follows a set of optimal default values so that novice users 
can format and create volumes on their SCSI and IDE disk devices as 
Safely and easily as possible. 


Auto Initialize will: 
e clear any existing data on the selected device, then verify disk integ- 
rity 
e install the driver 
e write a partition map 


e create a new volume of the maxi mum size possible and mount it to 
the Desktop 
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Hard Disk ToolKitePE’s Auto Initialize command overwrites all previously existing data on 
the drive. Be sure that you have backed up all valuable data on the drive before performing 
an Auto Initialize operation. 


To auto initialize a drive: 


Back up all valuable data before proceeding! Auto Initialize will write over the contents of 
the entire disk. It is impossible to recover data that existed on a disk prior to an Auto 
Initialize. 
1. Inthe Selector window, select the drive to auto initialize. 
2. Click the Auto Initialize button on the toolbar. 
OR 
Drag the device and drop it on the Auto Initialize button. 
OR 
From the Devices menu, choose Auto Initialize. 


The Auto Initialize dialog box appears (Figure 7.6). 


Auto Initialize 
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Figure 7.6: The Auto Initialize dialog box. 


3. Make your desired changes to the setti ngs: 


¢ Format Type: 
Select the type of format: Quick or Low Level. Quick is the 
default selection and is the appropriate choice for most pur- 
poses. See Formatting: Quick vs. Low Level on page 144 for 
more information. 
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¢ Venfy After Formatting: 
If this checkbox Is enabled, Hard Disk ToolKitePE will verify 
that all blocks on the disk are free of errors. This option causes 
the format to take more time. If a bad block is encountered, the 
Auto Initialize is stopped and a warning message wil! appear. 
U se HDT ePE’s Test feature to spare out the bad blocks. For more 
Information, see Testing a Device on page 152. 


NOTE When formatting a rewritable magneto-optical disk, do not use the Verify After Formatting 
option. If you do, you may see erroneous media error messages, because on some magneto- 
=| optical drives data needs to be written to the disk before these blocks become verifiable. 


4. Click OK. 


Two warning boxes appear that say Auto Initialize will destroy all 
the data on the disk (Figure 7.7). 


Auto Initialize destroys all data on this 
device. Are you sure you would like to 
perform this operation? 


Warning! Auto Initialize will destroy all 
data on this device! Are you sure you want 
to do this? 





Figure 7.7: Warning dialog boxes. 


5. Click OK in both warning boxes. 


A status box appears while the auto initialize is in process. The 
length of time required to complete an auto initialize depends on the 
size and speed of the drive, as well as the auto initialize options you 
selected. 
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A message box appears that says the Auto Initialize completed suc- 
cessfully. 


6. Click OK to return to the Selector window. 


The device's entire capacity has been partitioned into volumes of the 
maximum possible size. 


Different versions of the Mac OS support different maximum volume sizes. For more 
information, refer to Maximum volume sizes in the online manual. 


If you are unable to Format or Auto Initialize a device, it may be because the Hard Disk 
ToolKitePE application does not have enough RAM to work with. To free up more RAM, 
quit HDT ePE and all other applications, then relaunch HDT ¢PE only, or restart your 
computer with all extensions tumed off (hold down the Shift key during startup). 


Formatting a Disk Device 


Hard Disk ToolKitePersonal Edition’s Format command will overwnite all previously 
existing data on the drive. Back up any valuable data on the drive before performing a 
Format operation. 


Formatting prepares a disk device for use. M ost disk devices have already 
been formatted at the factory. If your disk device has not been formatted 
with HDT ePE, you are probably not getting the best possible perfor- 
mance. 


The Device Data file, which resides in the same folder as the Hard Disk 
ToolKitePE application, contains detailed information on the optimal 
parameters for hundreds of different disk devices. The HDT ePE applica- 
tion automatically references the Device Data file during the format pro- 
cess to ensure that your disk device is configured for peak performance. 


If HDT °PE does not directly support the selected drive, it will use a generic mode to adjust 


all parameters of the drive to safe settings. See the Supported Devices file in the Hard Disk 
ToolKitePE folder to see if your particular device is supported. 


Formatting: Quick vs. Low Level 


A Quick Format is a fast, convenient way to optimize your hard disk 
without performing a time-consuming Low Level Format. Hard Disk 
ToolKitePE’s Quick Format limits the format process to the first 2,000 
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blocks of the disk device, where the partition map and device drivers are 
normally located. 


© The partition map contains information about the location of each file on your disk. 


Hard Disk ToolKitePE’s Low Level Format maps out the entire disk 
device’s magnetic media into error-free sectors, zones, and tracks. A Low 
Level Format will also attempt to fix any bad blocks it encounters. If bad 
blocks are beyond repair, they can be spared out. Hard Disk ToolKitePE 
then gives the user the choice to go on to partition the device into vol- 
umes, or to leave the device in a formatted, but unusable, state. 


Sparing out means that good blocks on a special reserve track are used instead of the bad 
blocks. 


© 


NOTE Hard Disk ToolKitePE’s Test command can also scan for bad blocks and reallocate them. 


HI 


You do not need to perform alow-level format often. It is a timeconsum- 
Ing process that you should use only when you first purchase a drive or in 
situations where the integrity of the disk is Suspect. In most circum- 
stances, it is easier, faster, and just as effective to perform a Quick Format 
or an Auto Initialize. 
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To format a device: 


Back up all valuable data before proceeding! Formatting will write over the contents of the 
entire disk. 


1. In the Selector window, select the device to be formatted. 


2. From the Devices menu, choose Format. The Format Device dialog 
box appears (Figure 7.8). 


Format Device 


Format Type: |e Low Level 
[ |] verify After Formatting Options... | 


Devices to Format: 


Address Capacity Identity 
scsi D4 20GB SEAGATE STZ2... 





Figure 7.8: The Format Device dialog box. 


Hard Disk ToolKitePE’s Format command will overwrite all previously existing data on the 
device. Be sure that you have backed up any valuable data on the drive before performing a 
Format. 


3. Make your desired changes to the settings: 


¢ Format Type: 
Select the type of format to perform on the selected device: 
Quick or Low Level. The Quick format is the default selection 
and is the appropriate choice for most formatting purposes. For 
more information, see Formatting: Quick vs. Low Level on 
page 144. 

¢ Venfy After Formatting: 
Enable this checkbox to verify that all blocks on the disk are 
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free of defects immediately after the format process completes. 
If a bad block is encountered, the verify is stopped and a warning 
message appears. This option will make the format take more 
time, but can be useful when reformatting older or suspect 
drives. 


NOTE When formatting a rewritable optical disk, do not use the Verify After Formatting option. If 
you do, you may see erroneous media error messages because data needs to be written to the 
=| disk before these blocks become verifiable. 


e Options: 
The Options button is only available if you select the Low Level 
format type. For more information, see SCSI formatting options 
on page 150. 
4. Click OK. 


Two warning boxes appear that say formatting will destroy all the 
data on the disk (Figure 7.9). 


Formatting destroys all data on this device. 
Are you sure you would like to perform this 
operation? 


Warning! Formatting will destroy all data 
on this device! Are you sure you want to 
do this? 





Figure 7.9: The warning message boxes. 


5. Click OK In both boxes. 


A status box appears while the format is in process. The length of 
time required to complete a Format is affected by the size and speed 
of the drive as well as any formatting options you have selected. 
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A message box appears that says the format completed successfully. 


6. Click OK. The Create N ew Volume dialog box appears (Figure 7.10). 


Create New Volume 
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Figure 7.10: The Create New Volume dialog box. 


By default, the settings create an Apple HFS volume of the maxi- 
mum possible size. You can change these settings to create a volume 
that meets your specific needs. See Creating New Volumes in the 
online manual. 


NOTE If you click Cancel in the Create New Volume dialog box, nothing is written to disk and the 
device's entire capacity will remain unallocated. Volumes can be created at any time on a 
device that has this free space. For more information, see C reating New Volumes in the 
online manual. 


Mi 


7. Make your changes to the settings, then click OK. HDT ePE will cre 
ate the volume according to the settings that you specified. 
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If the volume you specified does not use all the space on the drive, 
then a warning box appears that says you can create additional vol- 
umes at a later time (Figure 7.11). 


"Create Sou lolemne* competed 
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Figure 7.11: The unused free space warning 
box. 





NOTE Different versions of the Mac OS support different maximum volume sizes. For more 
information, see Maximum volume sizes in the online manual. 


HI 


A message box appears that says the new volume was created suc- 
cessfully. 


8. Click OK. 


The new volume you created automatically mounts to the Desktop and 
the Selector window is refreshed to reflect the presence of a new volume. 
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Figure 7.12 shows an example of a device that had part of its capacity par- 
titioned into a mountable volume. 


ipin bar for cheer Macinieam 7 ide Gi 


ae TOOLKITePE™ 


ss) ON) aiid 


ii hhi Vo bore! il 
Chea Tee 


Ire Sees Ceai H 
Sai Loe 

Liira Hart Unallocated 
free space 


z- 
a 





E 





Figure 7.12: The amount of unallocated free space on a device 
appears in parentheses under the Capacity heading. 


If you are unable to Format or Auto Initialize a device, it may be because the HDT ePE 
application does not have enough free RAM to work with. To free up more RAM, quit 
HDT ePE and all other applications, then restart HDT ePE only, or restart your computer 
with all extensions tumed off (hold down the Shift key during startup). 


SCSI formatting options 


You can customize certain features of a disk device. These custom fea- 
tures can only be done during a low-level format. Hard Disk ToolKitePE 
automatically optimizes all settings for the disk device during the format 
process. Only Knowledgeable power-users should change its formatting 
parameters from the default settings. For further information, see SCSI 
formatting options in the online manual. 
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Viewing and Modifying a Device’s Partitioning Scheme 


You can view the partitioning scheme of a disk that has been formatted or 
auto initialized, or that has had an FWB driver installed onto it by 
HDT ePE. This information is presented in the Partition List dialog box. 
You may want to view the partitioning scheme: 


e to inspect the current partitioning status 
e to configure the device driver 

e to resize an existing volume 

e to delete an existing partition 


Before you use the View Partitions command 


Before you make changes to a disk’s partition, you must have an HDT ePE 
driver on the disk. You can use the U pdate Driver command to install the 
HDT ePE driver. When you format or auto initialize a disk, the HDT ePE 
driver is automatically installed. Do not attempt to use HDT •°PE to mod- 
ify a partition on a disk that doesn’t contain the HDT ePE driver. For more 
information on viewing and modifying partitioning schemes, see Viewing 
and Modifying a Device's Partitioning Scheme in the online manual. 


HDT ¢PE’s Format and Auto Initialize commands will overwrite all previously existing data 
on the drive. Be sure that you have backed up any valuable data on the drive before 
performing a Format or Auto Initialize operation. 


The U pdate Driver command writes a new driver to disk and therefore poses a potential 
hazard to your existing data. Back up all valuable data before using the U pdate Driver 
command. 
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Updating a Device’s Driver 


The hard drive in your Power Computing computer was initialized with 
the latest FWB hard disk driver. You do not need to update your hard disk 
driver on preinstalled drives. If you are using a SCSI hard drive which has 
an older FWB Hard Disk ToolKit PE™ hard disk driver or if you have other 
hard drives you want to update with the FWB driver, then you should 
update the driver. See U pdating a Device’s Driver in the online manual 
for details. 


Testing a Device 


Testing a device means checking it for bad blocks. Any bad blocks found 
during a test will be replaced by spare blocks on the device so that data 
cannot be written to unreliable areas (the bad blocks) on the device. 


You cannot test a device that contains the startup volume. 


To test a device: 
1. In the Selector window, select a device. 
2. Click the Test button in the toolbar. 
OR 
Drag the desired device and drop it on the Test button. 
OR 
From the Devices menu, choose Test. 
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3. The Save Device Test Log File dialog box appears. 


=) Beta20 ¥ 


BenchTest Data Eject 
fy Device Data 

(7) FWB Crisis Tool™ 
$A FWB Mounter™ 


Desktop 


@ FB SCSI Configure™ 


Select Device Test Log File 


Figure 7.13: Save Log File dialog box. 


4. Click Saveto proceed with the test. A status box appears. 





A message box appears when the test is complete that indicates if 


any bad blocks were found and reallocated during the test. 


5. Click OK. 
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You can use any standard text editor (such as SimpleText or Microsoft 
Word") to view the log file (Figure 7.14): 
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Figure 7.14: The Test feature log file. 
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Compatibility Notes & Troubleshooting 
Compatibility Notes 


Table 5. Compatibility Notes 


a 


Limited block size for some | When formatting a drive and changing the block size in the “Format Options” dialog, DO NOT use block sizes 
devices other than 512 for Apple-labeled hard drives (with Apple logo sticker). Also, some SyQuest drives, mainly 
5 1/4” 88 MB mechanisms, cannot be used with block sizes other than 512. Using a block size other than 
512 with these mechanisms may cause drive or cartridge problems. 


Apple-labeled Seagate If you have one of these devices with early revisions of Apple firmware, our driver doesn’t perform optimally 
ST11200N and ST3600N with them. If you encounter problems with these drivers, back up your data, and reinitialize your Apple- 
mechanisms labeled Seagate drive with Apple's HD SC setup. 


SuperATM 3.5 SuperATM 3.5 does not perform asynchronous |/ 0 correctly, so it does not work on the FWB | ackHammer, 
Quadra avs, Power Macintoshes, and Macintoshes with the PowerPC upgrade card. Call Adobe for an update 
to 3.6 or newer. 


At Ease for Workgroups 2.0 | Do not use the “Lock hard disk at startup” feature with drives on a SCSI Manager 4.3 bus. The program is not 
SCS! Manager 4.3 savvy. 


At Ease for Workgroupsand | The HDT driver is compatible with At Ease for Workgroup's “Lock Startup Volume” security feature, However, 
the HDT Driver you need to disable At Ease’s “Lock Startup Volume” security feature BEFORE updating or installing HDT 
drivers. 


QuickTime 1.5 QuickTime 1.5 causes drivers that support true background asynchronous I/ 0 to fail under some rare 
conditions. Upgrading to QuickTime 2.0 or newer fixes the problem completely. QuickTime 1.0 does not do 
asynchronous |/ O and is fully compatible. FWB recommends installing Apple's QuickTime 2.1 or later. 


AppleShare servers If you are unsure which versions of AppleShare and/ or the Mac OS you are using, keep volume sizes on 
AppleShare servers at or below 2 GB to avoid a limitation of Apple File Protocol. Volumes larger than 2 GB 
will show incorrect file and folder information on remote machines unless stations have been upgraded to 
System 7.5.1 or later. Testing in FWB labs has shown that networks using AppleShare version 4 or later and 
System 7.5.1 or later support volume sizes on AppleShare servers up to 4 GB. 


Stuffit Deluxe & Stuffit These applications erroneously report a data integrity error after decompressing files from encrypted 
Expander 3.0.X and volumes on systems running SCS! Manager 4.3. As a workaround, decompress the file from an unencrypted 
Compact Pro volume or just disregard the messages. 
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Table 5. Compatibility Notes 


C 


Stacker 1.x and 2.x The FWB driver in this release is now compatible with Stacker 1.x and 2.x on systems using SCSI Manager 


4.3.1 (or later), but only on the main SCSI bus (i.e., the internal bus on dual bus systems, e.g., Quadra 950, 
Power Macintosh 8100, or the standard bus on other Macintoshes). 





Troubleshooting 


Table 1. Troubleshooting 


Problem/ Question Potential Cause Solution 


A device or volume won't | The device or volume might not have Try using the FWB Mounter, available from the Apple menu, to 
mount to the Desktop. been set up to automatically mount to the | mount the device. 
Desktop. If you've just formatted the device or created the volume, use 
HDT to change the volume’s attributes so that it mounts 
automatically to the Desktop. 


If the device is a removable, it might not If the device is an IDE device, make sure the FWB IDE 
have a driver in memory. extension is installed in the Extensions folder. 
If the device is a SCSI device, make sure the FWB Tools 
extension is installed in the Extensions folder. 


On drive of greater than 1 GB capactty, Back up the data on the drive, then re-initialize the drive. Try 
the driver partition must reside in the first | installing the driver again. 


1 GB of disk space, or Macintoshes earlier 
than the 840av cannot mount it. 


| can't format a device. If you selected Quick Format, your device | Use HDT to perform a Low Level Format. 
might need a lower level format. 


A small file occupies too Macintosh's HFS determines the smallest When you create a new volume, the “Smallest File Size” field 
much disk space. allocation unit for files (that is, minimum | shows the minimum file size for the given volume size. To 
file size) by the size of a volume; the decrease the minimum file size, reduce the expandable size of 
larger a volume is, the larger the the volume. For more information, see Creating New Volumes 
minimum size of a file will be. For in the online manual. 
example, if the minimum file size is For information on allocation block size, see Partitioning in 
500 KB, any file smaller than 500 KB will | the online manual. 
still take 500 KB of space in a volume. 
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Problem/ Question 


I'm having trouble 
accessing partitions on a 
device, and my system 
hangs during file 
transfers. 


I've forgotten the 
password to a password- 
protected partition. What 
can | do? 


Many files on my system 
are corrupted. 


| got a message saying 
that my device is 
unreadable and needs to 
be initialized. 


| would like to remove the 
FWB driver and re-install 
the Apple driver. 


Table 1. Troubleshooting 


Your device might be having SCSI 
problems. 


The driver or system software might be 
corrupted. 


Misplaced paperwork or amnesia. 


A virus may have infected your system. 


A system crash probably destroyed 
directory information. 


Apple's drive formatting setup cannot 
format a drive running a non-Apple 
driver. 
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For advice on solving SCSI problems, see the table entry “Hard 
Disk ToolKit* PE does not recognize a device on the SCSI bus 
after bus rescan.” 


Rebuild your Desktop. 


If possible, back up your data. Reinstall system software and 
update SCSI drivers with HDT* PE. Attempt to run with no 
extensions in your System Folder. To disable all extensions, 
hold down the Shift key when you startup the computer. 


Password-protected partitions are very secure; you can’t 
access the partition without the password. 

To reuse the partition, use HDT* PE to reformat it. Formatting 
will erase all existing data. 


. Remove the virus. 
Check the devices on your system with a virus detection 
and eradication program. 
Optionally: 

. Back up the data. 

. Reinitialize the drive using HDT* PE. 

. Restore the data. 


Take these steps to repair the damage: 
1, Run Apple's Disk First Aid program 
2. Use a third party recovery tool to recover information 
from this crash, if possible. 
3, Use Hard Disk ToolKit PE to reinitialize, then restore 
from a previous set of backups. Reinitializing will erase 
all existing data. 


Reformat the device using Hard Disk ToolKite PE's Format 
command. When prompted to Create a New Volume, do not 
continue. Quit out of HDT. Apple drive formatting software 
should now be able to format the drive. 
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Table 1. Troubleshooting 


Problem/ Question Potential Cause Solution 


Hard Disk ToolKite PE does | Is the device getting power? Check the power indicators on the device. For example, for an 

not recognize a device on internal hard disk, you should see the LED turn on (if it is 

the SCSI bus after bus externally visible) and hear the drive spinning up. If you have 

rescan. an external hard disk, you should also hear the fan inside the 
device spinning. 


You might be having problems with Make sure the cables and connectors are seated properly 
cabling on the SCSI bus. and that there are no bent or broken pins on the 
Are the cables connected properly? connectors. These pins are especially delicate on 68-pin 
Are the cables still working properly? Fast & Wide SCSI-2 connectors. 
Are there any burn marks on the Bad cables aren't always visible. To check for bad cables, 
connectors? try swapping cables with ones that you know work 
Do all of the cables have the same properly. 
impedance? Burn marks indicate arcing, which can happen if the 
connectors are not seated properly. 
Be sure to use SCSI cables with the same impedance. 


Some devices won't boot up unless all Make sure all of the devices on the SCSI bus are turned on, 
devices on the SCSI bus are turned on. then restart your computer with the Restart command in the 
* Were the devices on the SCSI bus Finder's Special menu. 
powered on before the computer? To prevent this in the future, power on all SCS! devices first, 
+ Are all devices on the SCSI bus wait a few seconds, then power on your computer. 
powered on? 


You might have problems with the SCSI * Make sure each device on the SCSI bus has a unique ID. 
bus configuration. * Make sure that only the first (internal) and last 
* Are the SCSI IDs set properly? (external) devices on the SCSI bus have a terminator 
« Was the SCSI bus terminated attached to them. 
correctly? * Try attaching just the device in question to the SCSI bus. If 
* |s the device the last device in a long the system then recognizes the device on the SCSI bus, 
SCSI chain? your SCSI chain might have been too long (6 meters, or 
20 ft., maximum), there might be a bad cable, or there 
might be some other communications problem. 


Sometimes SCSI chips on computers fail Test the device on another computer. 
and cause failures. 


If you're running System 7.5 or later, SCSI | If you continue to run System 7.5, disable the SCSI Manager 

Manager 4.3 can cause SCS! problems for | 4.3 extension. You can use SCSI Manager v. 4.3.1 on the 

some users. Quadra 840av or newer. Upgrading to System 7.5.3 can also 
help with this problem. 





158 Hard Disk ToolKit» Personal Edition Reference Guide 


Table 1. Troubleshooting 


Problem/ Question Potential Cause Solution 


I'm having problems You might not have enough “contiguous Take the following steps. Try installing the driver after each 
updating or installing a free space,” or unpartitioned space, to step. 
driver. install the driver. NOTE: Back up your data before you begin. 
. Make sure all volumes and devices are unmounted. Close 
open folders and turn off file sharing. 
. If you're updating the startup drive, startup from another 
device temporarily. 
. Defragment your hard drive (try using a disk optimizer). 
. If you're running the Norton Utilities’ “File Saver” 
application, turn it off. 
. Use HDT* PE to reduce the size of the volume. 
. AS a last resort, use “Auto Initialize” to reinitialize the 
drive to contain a new driver and volume, then restore 
the data. 


A hard disk isn’t reading If the device is a removable, it might be Make sure the write-protect tab is in the write-enabled 
Or writing data to the disk. | set to write-protect mode. position. 


Finder disk error messages 
appear, such as “Can't The volume might be set to bea read-only | Check the attributes for the hard disk, and disable the “Read- 


write to disk” or “Can't attribute. only” attribute if it is enabled. See Changing a Volume's 
read from disk.” Attributes in the online manual. 


Your device might be having SCSI For advice on solving SCSI problems, see the table entry “Hard 
problems. Disk ToolKit» PE does not recognize a device on the SCSI bus 
after bus rescan.” 


If you have an older drive, it may have To fix bad blocks, take these steps: 
developed bad blocks. 1, Use a disk diagnostic or repair utility. 
A system software analysis program, such as Norton Disk 
Doctor, can be a helpful tool for finding and fixing hard 
disk problems. These types of programs are most useful 
for analyzing system directory problems. 
. Back up your data, then use HDT PE’s Test routine to scan 
and remap bad blocks. 
. You can also reformat the drive to eliminate bad blocks. 
You may need to disable the “Disable Certification” 
checkbox to remap bad blocks during a format. Refer to 
SCSI formatting options on page 150. 


My hard disk drive is Your drive might be having problems with | Inthe Configure Driver dialog, disable “Command Queuing 
having unexplained disk the “Command Queuing” or “Parity OK” or “Disable Parity.” 

reading and writing Checking” driver configurations. 

problems. 
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Table 1. Troubleshooting 


Problem/ Question Potential Cause Solution 


l'm having trouble testing | HDT*PEneeds more memory. Increase the HDT" PE application's memory size by using Get 
a device, Info from the Finder File Menu. 


Your device might have SCSI problems, For advice on solving SCSI problems, see the table entry “Hard 
such as Improper termination, loose Disk ToolKit* PE does not recognize a device on the SCSI bus 
cabling, and the like. after bus rescan.” 


The “Sad Macintosh” This icon means there is a problem either | If the suggestions in this table don’t help, refer to the manual 
error icon appears when with the Macintosh system software or for your Macintosh system. 
booting up. with system hardware, 


If the numbers 0000000F 00000003 or Take these steps to fix the driver: 

0000000F 0000000C appear with the Sad 1. Check your cabling and termination to ensure that the 
Mac icon, this means there is a software problem is not SCSI-related. For advice on solving SCSI 
error; the error could be a corrupt driver. problems, see the table entry “Hard Disk ToolKit» PE does 
The drivers on the hard disk might have not recognize a device on the SCSI bus after bus rescan.” 
been corrupted by incorrect termination 2, Use HDT* PE to update the drivers on the hard disk. 

on the SCSI bus. 


HDT will not recognize any | Versions of Apple's SCSI Manager software | Upgrade your Mac to SCSI Manager 4.3.1 or later, if the 
LUN addresses besides before 4.3 can't recognize LUNs. computer will support it. Contact Apple Computer for upgrade 
LUN 0. information regarding its software. 


Computer hangs or Bug on internal SCSI bus on 7500/8500/ | Change SCSI ID so no drive is at ID 5 on the internal bus. 
crashes when copying 9500 and drives set to ID5. 

large files or large 

numbers of files on 

internal SCSI bus. 


System hangs when a Slow device or drive doesn't do Turn off Allow Disconnect. For more information, refer to 
device is on the internal synchronous transfers right. Configuring a device's driver in the online manual. 

bus of an 7500/ 8500/ 

9500, but there are no 

problems when connected 

to the external bus. 
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Problem/ Question 


The computer does not 
boot up (question mark 
icon displays). 


Table 1. Troubleshooting 


Your hard disk may have been incorrectly 
terminated. 


Software may have damaged your 
computer's battery backed up parameter 
RAM (PRAM). 


The Desktop file may be corrupt. 


You may need to replace your device 
driver software. 


The hard disk’s System Folder or the SCSI 
or IDE drivers may have been corrupted 
by a system crash or virus. 


The directory on your hard disk may be 
damaged. 


System or driver is corrupted. 
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Check your cabling. For advice on solving SCSI problems, see 
the table entry “Hard Disk ToolKit* PE does not recognize a 
device on the SCSI bus after bus rescan.” 


To reset PRAM on Macintosh IIx and newer computers, hold 
down the Command, Option, P, and R keys while booting. 
Apple's recommended practice is to let the system boot three 
times while holding these keys. 

If you're using an add-on video board, you might have to hold 
down the Spacebar on a subsequent restart to reset the 
monitor. 


To rebuild the invisible Desktop file, hold down the Command 
(Apple) and Option keys while the computer is starting up; a 
dialog will inform you that rebuilding is in process. 

This does not damage your data, but does remove any file 
comments. 


Take these steps: 

1. Back up your data. 

2. Inserta Macintosh startup disk or CD into your computer's 
floppy or CD-ROM drive, turn on your hard disk, then 
turn on your computer. 

3. To update the drivers, run HDT* PE and use the “Update 
Driver” option. The System/ Finder files may have been 
corrupted or lost and may need to be replaced. 

4. If a dialog comes up asking you if you wish to initialize it, 
use a recovery program to recover or repair the drive. 


Replace the Mac OS on the hard disk first by starting up 
initially off a floppy disk or CD and reinstalling using the 
Installer. If the problem persists, use HDT* PE to update the 
drivers on the hard disk. 


Apple's Disk First Aid program can repair some bad 
directories. If the directory is unsalvageable, you can recover 
the data on the drive with a recovery utility or restore the 
data from previous backups. 


Hold down Command-Option-Shift-Delete to prevent the Mac 
from booting off of a hard disk, so that it can boot off of a 
floppy or CD-ROM. 
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Copyright Notice 


The software described in this manual, the product design, and design con- 
cepts are copyrighted by FWB Software, LLC (FWB) with all rights reserved. 
Your rights with regard to the software and manual are subject to the restric- 
tions and limitations imposed by the copyright laws of the United States of 
America. Under the copyright laws, neither the programs nor the manual may 
be copied, reproduced, translated, transmitted, or reduced to any printed or 
electronic medium or to any machine-readable form, in whole or in part, 
without the written consent of FWB. 


© 1996, 1997 by FWB Software, LLC; © 1997 Power Computing Corporation. 
All rights reserved. 


April, 1997 


End-User Software License Agreement 


DO NOT USE THIS SOFTWARE UNTIL YOU HAVE CAREFULLY READ THIS AGREEMENT AND AGREE 
TO THE TERMS OF THIS LICENSE. BY USING THE ENCLOSED SOFTWARE, YOU ARE AGREEING TO 
THE TERMS OF THIS LICEN SE. 


The software license agreement for this program is included in this manual so you can read it before installing 
the program. INSTALLING THE PROGRAM OR USE OF THE MATERIALS ENCLOSED WILL CONSTITUTE 
YOUR ACCEPTANCE OF THE TERMSAND CONDITIONS OF THIS SOFTWARE LICENSE AGREEMENT. 
If you do not agree to the terms of this software license agreement, do not install the software and promptly 
return the package to the place of purchase for a full refund of all money that you paid for the product. 


In return for purchasing a license to use the computer programs, known as CD-ROM ToolKit (Software) con- 
tained in this package, and for purchasing documentation included in this package, you agree to the following 
terms and conditions: 


6. License. The Software enclosed is licensed, not sold, to you by FWB Software, LLC (FWB) for use under the 
terms of this software license. This non-exclusive license allows you to: 


i. Use the Software only on a SINGLE computer at any one time. You may only use the software on one 
CPU and only on drives physically connected to that single CPU. 


ii. Only use the software to access CD-ROM data or otherwise control SCSI CD-ROM drives that are con- 
nected to a SIN GLE computer that is used by you. 


iii. M ake one copy of Software in machine readable form, provided that such copy is used only for backup 
purposes and the FWB copyright notice is reproduced on the backup copy. 


iv. Transfer Software and all rights under this license to another party together with a copy of this license 
and all documentation accompanying the Software, provided the other party agrees to accept the terms 
and conditions of this license. 


As a licensee, you own the magnetic media on which the Software is originally recorded. The Software is 
copyrighted by FWB and proprietary to FWB, and FWB retains title and ownership of the Software, and all 
copies of the Software. This license is not a sale of Software or any copy. You agree to hold Software in confi- 
dence and to take all reasonable steps to prevent disclosure. 


7. Restrictions. You may NOT distribute copies of this Software to others or electronically transfer Software 
from one computer to another over a network, or via modem. The Software contains trade secrets that are 
wholly owned by FWB Software, LLC. You may NOT decompile, reverse engineer, translate, disassemble, or 
otherwise reduce Software to a human understandable format. You may not use the Software to access CD- 
ROM data or otherwise control SCSI CD-ROM drives that are not used by you. YOU MAY NOT MODIFY, 
ADAPT, TRANSLATE, RENT, LEASE, RESELL FOR PROFIT, DISTRIBUTE, NETWORK, OR CREATE 
DERIVATIVE WORKS BASED UPON THIS SOFTWARE OR ANY PART THEREOF. 


8. Termination. This license is effective until terminated. This license will terminate immediately without 
any notice from FWB if you fail to comply with any of its provisions. U pon termination you must destroy the 
Software and all copies thereof. You may terminate this license at any time by destroying the Software and 
all copies thereof. 


9. Export Law Assurances. You agree and certify that neither the Software nor the documentation will be trans- 
ferred or re-exported, directly or indirectly, into any country where such transfer or export is prohibited by 
the United States Export Administration Act and regulations thereunder or will be used for any purpose pro- 
hibited by the Act. You also agree that neither the Software nor any technical data received from FWB, nor 
the direct product thereof will be exported outside the United States except as authorized in advance by 
FWB, in writing, and as permitted by the laws of the U nited States. 


10.Warranty Disclaimer, Limitation of Damages and Remedies. FWB Software, LLC (FWB) makes no warranty 
or representation, either expressed or implied, regarding the merchantability, quality, functionality, perfor- 
mance, or fitness of either the diskette, manual, or the information provided on it. This software and manual 
are licensed “AS IS.” It is solely the responsibility of the consumer to determine the software's suitability for 
a particular purpose or use. 


FWB and anyone else who has been involved in the creation, production, delivery, or support of the software, 
will in no event be liable for direct, indirect, special, consequential, or incidental damages resulting from any 


defect, error, or omission in the diskette, manual, or software or from any other events including, but not 
limited to, any interruption of service, loss of business, loss of profits or good will, legal action or any other 
consequential damages. The user assumes all responsibility arising from the use of this software. FWB’s lia- 
bility for damages to you or others will in no event exceed the total amount paid by you for this software. In 
particular, FWB shall have no liability for any data or programs stored by or used with FWB’s software, 
including the costs of recovering such data or programs. FWB will be neither responsible nor liable for any 
illegal use of its software. FWB reserves the right to make corrections or improvements to the information 
provided and to the related software at any time, without notice. 


FWB will replace or repair defective distribution media or documentation at no charge, provided you return 
the item to be replaced with proof of purchase to FWB during the 90-day period after purchase. ALL IMPLIED 
WARRANTIES ON THE MEDIA AND DOCUMENTATION, INCLUDING IMPLIED WARRANTIES OF 
MERCHANTABILITY AND FITNESS FOR A PARTICULAR PURPOSE, ARE LIMITED IN DURATION TO 
NINETY (90) DAYS FROM THE DATE OF THE ORIGINAL RETAIL PURCHASE OF THIS PRODUCT. The 
warranty and remedies set forth above are exclusive and in lieu of all others, oral or written, expressed or 
implied. No FWB dealer, representative, agent, or employee is authorized to make any modification, exten- 
sion, or addition to this warranty. 


Some states do not allow limitations on how long an implied warranty lasts, or the exclusion or limitation of 
implied warranties or liability for incidental or consequential damages, so the above limitation or exclusion 
may not apply to you. This warranty gives you specific legal rights, and you may also have other rights that 
vary from state to state. 


11.Government End-Users. If you are a United States Government end-user, this license of the Software con- 
veys only “RESTRICTED RIGHTS,” and its use, disclosure, and duplication are subject to DFARS 52.227- 
7013. This Software was developed at private expense, and no part of it was developed with government 
funds. The Software is a trade secret of FWB for all purposes of the Freedom of Information act, and is “com- 
mercial computer software” subject to limited utilization as provided in the contract between the vendor 
and the governmental entity, and in all respects is proprietary data belonging solely to FWB. Government 
personnel using the Software, other than under aDOD contract or GSA Schedule, are hereby on notice that 
the use of this Software is subject to restrictions that are the same as, or similar to, those specified above. 


12.General. This license will be construed under the laws of the state of California, except for that body of law 
dealing with conflicts of laws, if obtained in the United States, or the laws of jurisdiction where obtained if 
obtained outside the United States. If any provision of this license is held by a court of competent jurisdic- 
tion to be contrary to law, that provision will be enforced to the maximum extent permissible, and the 
remaining provisions of this license will remain in full force and effect. 


13.Complete Agreement. This license constitutes the entire agreement between the parties with respect to the 
use of the Software and related documentation, and supersedes all prior or contemporaneous understandings 
or agreements, written or oral, regarding such subject matter. 


Trademarks 


CD-ROM ToolKit, CDT, CDT Remote, and the FWB Software logo are trademarks FWB Software, LLC. FWB is 
a registered trademark of FWB Software, LLC. 


Apple, AppleShare, Finder, M ultiFinder, and M acintosh are regi stered trademarks of A pple Computer, Inc. 
All other brand and product names are trademarks or registered trademarks of their respective holders. 
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from Barry Twycross. 
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Quick Start 


This chapter provides a minimal outline for how to install CD-ROM ToolKit. 
Since CD-ROM Toolkit comes installed on your startup drive, you should not 
have to install it unless it has become damaged or been deleted 


In the online manual found on the Power CD in the Bundled Software folder 
under CD-ROM Toolkit, you will find a complete guide to installation in the, 
CD-ROM Toolkit User Guide, in Chapter 3, Installing CD-ROM ToolKit. 


If the system software has been damaged or the startup disk has been replaced, 
you should go to the System Software Installers folder on the Power 
CD and follow the instructions there to re-install the system software 


Installing CD-ROM Toolkit 


What follows is a quick start version of the installation instructions. For more 
detail on installing CD-ROM toolkit, consult the online CD-ROM Toolkit 
U ser’s Guide, Chapter 3, Installing CD-ROM Toolkit. 


To install CD-ROM Toolkit software: 


1. Restart your computer with extensions and virus protection off (by hold- 
ing down the Shift key). 


Turn off all virus protection software. 

Insert the Power CD in the CD-ROM drive and close it. 
Double-click on the Power CD icon. 

Double-click on theSystem Software Installers folder. 
Double-click on the CD-ROM Software folder. 
Double-click ontheCD Software Toolkit Installer icon. 


ON AU AWN 


Click Continue on the opening Installer screen. 
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9. You have seven options: 


a. Select Easy Install to install everything on the application disk. 

b. Select Custom Install to install only the files you specify. 

c. Select Remove to remove earlier versions of CD-ROM ToolKit. 

d. Click Switch Disk to install on adisk other than your default drive. 


e. Click Select Folder if you want to specify a destination folder for the 
CD-ROM ToolKit™ folder other than your hard drive. 


f. Click Quit to stop installation. 
g Click Install to install CDT according to your selection. 


NOTE FWB recommends that you click Easy Install for standard installation. It will install all of the 
=] components necessary to run CD-ROM ToolKit and CDT Remote. 


10. When installation is complete, restart your computer. 


You are ready to roll! 
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How To Use CD-ROM ToolKit 


Overview 


CD-ROM Drive Setup screen 


Ae 


software fa! 


F SCSI: 1D: 3 CD-ROM 
: MATSHITA CD-ROM CR-6004 1.0p 


SCSI: ID: 6 Removable Disk 
: SyQuest 505110 DFF 


SCSI: ID: 0 Hard Disk 
“QUANTUM MAVERICK 5405 0905 


‘SCSI: 1D: 1 Hard Disk 
' SEAGATE ST4767 5808 





Table 5: 


[iene o o p OSC 


Display Non-CD's Checked means all devices attached to your system will show on the Device List (item 4). 
Unchecked means only CD-ROM drives will show. 


Scan Button Click to locate all devices attached to your system and display them on the devices list. Use 
this to add a CD-ROM drive you powered up after you started up your system. 


EJ Setup Button Click to set cache and other defaults for a selected CD-ROM drive. 
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Table 5: 


[iene aon OSC 





Device List Shows the following: 
* Icons of the devices attached to your system. 
* CDT Enabler Switches: On indicates you want the CDT driver to support the selected 
CD-ROM drive at startup. Fast enables use of CDT's caching features. 
* Device address and type, product name, and firmware version. 


Opening CD-ROM ToolKit 


The Installer places the CD-ROM ToolKit™ folder on your hard drive or ina 
folder you specify. It puts an alias of CDT in Control Panels. To open CDT: 


1. Select Control Panels from the Apple menu. 
2. Doubleclick CD-ROM ToolKit™ in the Control Panels window. 


If you wish to rearrange the sorting order of the devices on the Devices List, 
select View from the menu bar and choose the sorting order you desire. 


Setting Up a CD-ROM Drive 


To set up a CD-ROM drive: 


1. In the Drive Setup screen, select the drive you want set up. 
2. Click Setup. This takes you to the Setup Features screen (Figure 1). 
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Double-clicking on a CD-ROM drive in the Devices List will also take you to Setup. 


woi] S p 


MATSHITA CR-8004 | JIia tE 


[A] Dynamic RAM cache 126k] |ž 


C] Static RAM cache 


[EX] Static Disk cache 


Mounting [x] Remember Static Images 


i ) Total Cache Memory: 354k Uses: S000k on disk 


Use the Cache feature to speed up system access to your CDs. À cache is a 
Read Ahead temporary storage area for frequently used data. When you ask for data, 


aie the application checks the cache first. 





4 


Figure 1. CD-ROM ToolKit Drive Setup features screen: Cache 


Setup feature 
Many options within the Setup features are controlled by checkboxes. These act as toggle switches to enable or disable feature 
options. You control the toggling by clicking on the box. 


* A checked box means the option is enabled. 


* An unchecked box means the option is disabled. 


The banner at the top of the Setup Features screen lists the name of the drive you are setting up. 


3 MouseHelp is available in Setup Features. Use your mouse to point to an option you want to Know more about. Information 
pops into the box at the lower section of the screen. Activate M ouseHelp by selecting it from the Help menu in the Menu bar. 
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Setup feature 


All Setup features have Default, Cancel and OK button options. 
* (Click Default to return feature options in the current screen to their original CDT settings. 
* Click Cancel to leave Setup Features, leaving all options unchanged. 
* Click OK to save your changes to the feature options, 





Drive Setup features are discussed in detail in the online C D-ROM Toolkit U ser Guide. 


Cache 


Drive Setup 
CC s | R W B 
MATSHITA CR-8004 § nye tware 


de E<] Dynamic RAM cache 
C] Static RAM cache 


[x] Static Disk cache 300k 


[x] Remember Static Images 


Total Cache Memory: 354k Uses: 3000k on disk 


Use the Cache feature to speed up system access to your CDs. À cache isa 
temporary storage area for frequently used data. “hen you ask for data, 
the application checks the cache first. 





Figure 2. Cache options 


Select Cache to set up caching for a selected CD-ROM drive. Cache settings 
control the amount of RAM and disk space you want to devote to caching 
data from your CDs to accelerate their performance. The values you set here 
apply to the options you select in both the Prescan and Read Ahead setup fea- 
tures. 
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A cache is a temporary storage area for information used frequently by your system. Cache 
stores data that has been gathered from your CD-ROM into RAM or to your hard disk. 
Acceleration results from the fact that your system is able to find and supply data from RAM 
and your hard disk much faster than it can from a CD-ROM. 


A few facts about static and dynamic ame 


Before you set cache profiles for your drives with Drive Setup, there are a few 
things you should know about Static and Dynamic cache. 


A static cache grabs the first information accessed off of a CD-ROM and 
stores it in RAM (with static RAM cache) or on your hard drive (with static 
disk cache). With static cache, the first data accessed Is placed in cache and 
does not change until anew CD is inserted. Frequently, the first information 
accessed is the CD’s directory or table of contents. Directories and tables of 
contents are pointers that direct search inquiries to requested data. 


If you use a lot of reference CDs, like dictionaries, or CDs with a lot of files, 
like shareware discs or clip art collections, using static cache will improve 
your computer’s performance in locating the information you request. 


Performance improves because your computer can go to RAM or to your hard 
drive for the pointers that lead to the data you seek. Your computer can 
search RAM or your hard drive much faster than it can search a CD-ROM. 


A dynamic cache grabs information as it is being read and stores it in RAM. 
When dynamic cache is full, the first information grabbed is pushed out of 
the cache (overwritten) by the next information grabbed. 


Dynamic cache gives you fast access to the most recently used information. 
This speeds up your computer’s performance when you frequently ask for the 
same data from aCD-ROM. 


More detail about cache options is found in Chapter 4 of the online C D-ROM Toolkit U ser 
Guide. 
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Prescan 


UIE setup 


TOOLKIT -d EWB 


KRIAN EE: 50 f tware 


ia [x] Prescan File and Folder Information 
oT. 
Prescan 


4 . . 
— [_] Prescan System 7 Alias Files 


G] Prescan Desktop Information 


L] Prescan System ? Icon Files 


Mounting 


G te] Continue Prescanning Until Full 
Prescan anticipates the data you want to use most often, and allows you to 
Read Ahead control what will Toad into cache. 





Figure 3. Prescan options 


A system can retrieve information from a hard disk much faster than it can from a CD. This is 
one of the primary acceleration techniques used by CDT. 


Select the Prescan icon to cache specific types of information from aCD toa 
hard drive. Choose the types of information that will be cached. 


Prescan File and Folder Information 


Enable Prescan File and Folder Information to cache basic file information to 
the hard disk. It significantly accelerates responses to requests for file infor- 
mation from a CD. It also consumes the largest portion of the hard disk 
cache. 


General recommendations: 


e This represents the best opportunity to improve overall performance of 
CD-ROM drives and should be left on. 
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More detail about prescan options is found in Chapter 4 of the online C D-ROM Toolkit U ser 
Guide. 


Mounting 


Drive Setup 


TOOLKIT a FWB 


a sd ces ne f tware 
Allow mounting of: 


L] Any S096600 volumes on “dual-format” Apple HFS CO- ROMs 


Gs C Apple Protos 


n 
eel 
ET ae 


OTL LE 


[|] Search every track for possible data to mount 


Use the Mounting feature to allow the Macintosh to recognize CDs that are 
in formats other than Apple's standard Hierarchical File System (HFS) 


format. 


Fead Ahead 





Figure 4. Mounting options 


Select the Mounting icon to allow the Macintosh to recognize CDs that are 
in formats other than Apple's standard Hierarchical File System (HFS) for- 
mat. 


Any ISO 9660 volumes on “dual-format” Apple HFS CD-ROMs 


Enable ISO 9660... to allow your M acintosh to mount ISO 9660 volumes on 
multivolume CD-ROMs. For instance, if you have a clip art CD-ROM that 
has popular Macintosh graphic file formats on the Macintosh HFS volume 
and popular PC graphic file formats on the ISO 9660 volume, you can select 
this checkbox and mount both volumes. 
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General recommendations: 


e Usethis option only when you want to mount and use PC-formatted data 
that is on adisc employing both Macintosh and PC formats. 
N ote that application programs on PC-based volumes are not written to 
run on the Macintosh. You will need PC emulator software or a DOS card 
In order to run PC-based programs. 


9 Read Ahead 


Prescan 


4 
hme 


Mounting 


Read &head 


Special 








UrIve setup 


TOOLKIT + | FWB 


MATSHITA CR- 3004 | SAt y ae eas 
Read ahead: 
== © Disabled 
O small 
Oo (4 Large 


Use Read Ahead to control whether your system reads and caches the data 
that precedes or follows the current data request. This speeds system 
response by eliminating search times. 


Figure 5. Read Ahead options 


Sel ect the Read Ahead icon to enable CD-ROM ToolKit to anticipate the data 
you want next, grab it, and store it into RAM. Read Ahead reads information 
physically adjacent to the previous request. It functions in both forward and 
reverse directions. This speeds system response to requests for information 
by eliminating the time it takes to locate data. 
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Disabled 


Click the Disabled button to turn Read Ahead off. Disable Read Ahead for 
titles that require a constant data flow, such as those that use QuickTime™. 


General recommendations: 


e Select Disabled for multimedia CDs with lots of QuickTime. This 
includes games, interactive educational CDs, multimedia encyclopedias, 
and Enhanced CDs, like CD Extra and ActiveA udio. 


Small 


Click the Small button to set a Read Ahead capacity of 2 KB. CD-ROM Tool- 
Kit anticipates the next information request, grabs 2 KB of that data and 
stores it into RAM. It will come up immediately when you request it. 


General recommendations: 
e Use Small for CDs that require frequent small data requests. These 
typically include dictionaries and database CDs. 
Large 


Click the Large button to set a Read Ahead capacity of 32 KB. Large works 
the same way as Small, except that it grabs and stores a larger load of data. 


General recommendations: 


e Use Large for CDs that require large data requests. T hese typically 
include Photo CDs and CDs with EPS images. 
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How To Use CDT Remote 


Overview 


Some initial facts 


CDT Remote is designed to look like a standard remote control for a home 
stereo. To use it you need the following: 


Table 6: 


ro SS 


Sound output + headphones plugged into your CD-ROM drive 
* external speakers plugged into your CD-ROM drive OR 


* for internal CD-ROM drives: internal speakers connected 
internally 


Enabled CD-ROM device driver CD-ROM ToolKit comes with a high performance device driver, see 
Chapter 4 for more information. 


Enabled Sound in the Control Panels . Open the Sound Control Panel. 


This pertains only to internal CD-ROM drives . Click on the Alert Sounds popup menu and select Sound In. 
with internal speakers connected internally. . Make sure Built In is selected. 
. Click on the Options ... button. 
. Choose Internal CD as your input source. 
. Enable the Playthrough checkbox. 
. In Sound Out, select an output device and specify 16 bit, 
Stereo, and 44.100kHz 





The Apple CD Audio Player may conflict with CDT Remote and prevent it from operating 
correctly. The Installer tries to disable it. If you still have problems with it, you may want to copy 
it to a diskette for safe keeping and remove it from your system. Apple CD Audio Player is 
usually stored in the Apple Menu Items folder in your System Folder. If you don’t find it there, 
use Find File to locate it. 
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The CD-ROM ToolKit Installer places CDT Remote in a folder you specify at 
installation. It puts an alias in the Apple Menu Items folder. 


The Remote Player 


Binin: ai 


| 
DOi- pesos fe 
meh ge iba fy mn] a] 


ziei 
aoi oe oo 


COMPACT 


DIGITAL AUDIO 





Table 7: 


= 


Track << Skips to the start of the current track. Subsequent clicks go to the previous track. >> Skips to the 
beginning of the next track. 


Scan Scan operates only when you are playing an audio CD, 
<< Scans backward through the tracks or playlist until you release the Scan button. 
>> Scans forward through the tracks or playlist until you release the Scan button. 
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Audio Controls the delivery of audio. Choices include: 
* stereo or mono 
* left or right speaker only 
* left or right channel only (from both speakers) 


Volume Controls the volume. 


Compact Disc Digital Audio When this text appears on a raised button, as it does in this example, you can save audio samples to 
your hard disk from the current audio CD. When the button does not appear raised, you cannot save 
audio samples to your hard disk, 


SCSI ID or ATAPI Information The SCSI identification number or the ATAPI bus number of your CD-ROM drive, 


Reduce the size of the remote by selecting Show Fewer Controls from the 
Player menu in the menu bar. This becomes Show More Controls after you 
have selected the smallest view. 
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You have four views to choose from: 


SAR a E OR tao Le be 
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Figure 6. The four views of CDT Remote 


CDT Remote standard view. 
CDT Remote at the first level of Show Fewer Controls. 
CDT Remote at the second level of Show Fewer Controls. 


CDT Remote at the first level of Show More Controls, which appears 
on the Player menu after you have exhausted Show Fewer Controls. 
Use this remote view for CD+G CDs, also known as CD Karaoke. 


PWN Pe 


Chapter 7 of the online C D-ROM Toolkit User Guide, Technical Information, contains 
information on CD +G vendors and titles. 


Playing Audio Discs with CDT Remote 


Three types of CDs contain music: 


e traditional audio CDs 
e multimedia audio CDs 
e Enhanced CDs, such as CD Extra™ and ActiveAudio-type CDs 
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Traditional audio CDs contain only audio tracks. M ultimedia and Enhanced 
audio CDs are not encoded in the same way as traditional audio CDs. They 
contain digital data as well as audio tracks. On multimedia CDs, track 1 is 
reserved for data. The audio tracks always start after track 1. If a player is not 
equipped to handle multimedia CDs, it may try to play the data and could 
cause speaker damage. Enhanced CDs, such as CD Extra and ActiveAu- 
dio-type CDs, aretwo approaches to overcoming the track 1 limitation: 


e CD Extra CDs have data stored at the end of the audio tracks, so the CD 
player recognizes the disc as an audio CD. 

e ActiveAudio-type CDs have data stored in the space before track 
1—referred to as Track O—so aCD player recognizes them as audio CDs. 


For more information on Enhanced CDs, see Chapter 7 of the online C D-ROM Toolkit U ser 
Guide, Technical Information. 


CDT Remote recognizes multimedia formatting and automatically skips 
over the track 1 digital data when you click Play on the remote. 


To play audio CDs: 


1. For internal CD-ROM drives with internally connected speakers, verify 
that Sound in the Control Panels folder is enabled. 


2. Select CDT Remote™ from the Apple menu. 
Load your audio CD into the CD-ROM drive. 
4. Click Play on the remote. 


CDT Remote skips track 1 of multimedia CDs. See Chapter 7, Techni- 
cal Information, for more information on CD formats. 


w 


Use Play Only Chosen Track to play a single track on a CD. It plays the 
selected track and stops. It is available in the Player menu in the M enu bar. 


1. Select Play Only Chosen Track from the Player menu in the M enu bar. 
2. On your CDT Remote control: 

a. Click Play to replay the same track. 

b. Click Track to choose a different track. 
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If you are not getting any sound, verify the following: 


Table 8: 


Is your volume high enough? Is it high enough on the remote control? 
Is it high enough in the Sound Control Panel under Sound Out? 
(internal CD-ROM drives with internally connected speakers only) 
On an external CD-ROM drive, is the external volume control, if any, 
turned high enough? 


Is sound output connected to your system? Headphones plugged into your CD-ROM drive 
Speakers plugged into your CD-ROM drive OR 
Internal speakers internally connected 


Is a CD-ROM device driver enabled? CD-ROM Toolkit comes with a high performance device driver. See Chapter 4 
for more information. 


Is Sound enabled in the Control Panels? This 1. Click on the Option . Dutton in Sound In. 
applies to internal CD-ROM drives with internally 2. Choose the CD icon as your source of output, 
connected speakers only. 3, Enable the Playthrough checkbox. 
4, In Sound Out, select an output device and specify 16 bit, Stereo 
and 44.100khz. 


Is the CD you are trying to play an audio CD? CDT Remote will play only audio CDs, such as traditional audio, multimedia, 
and Enhanced CDs. 

Do you have Apple CD Audio CD Player in your This may conflict with CDT Remote, You might try backing it up and 

Apple Menu Items folder? removing it from your system. 

Do you have more than one CD-ROM drive? Choose Select Device from CDT Remote’s Player menu and select the 
appropriate CD-ROM drive, 
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Troubleshooting 
Overview 


This section addresses possible sources of problems. If you are having diffi- 
culty using or installing CD-ROM ToolKit, read through the relevant section 
in the manual first, then consult this section. 


Troubleshooting Installation 


At the restart following installation, if the CDT Extension icon briefly 
appears with an “X” on top of it (Figure 7), a startup error has occurred: 
CD-ROM ToolKit did not load properly. 


. re 
x 





Figure 7. Problem startup icon 


If you have this problem 


1. Disable other System Extensions. 
Pay particular attention to Extensions with CD or CD-ROM in their 
names. Remove them from your System Folder or use an Extension 
management program to make them inactive. 

2. Restart your Macintosh. 


3. Check the Extension icons at startup. If CDT loads without the “X,” 
you have isolated the conflicting Extension. 
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4. You may find that renaming the conflicting Extension so that it follows 
CDT alphabetically will solve the problem. Sometimes changing the 
order that Extensions load is all that’s needed. Extensions normally 
load in alphabetical order. In some cases, Extensions are named with a 
Space preceding the name to make them load first. 


CD-ROM ToolKit will display a question mark on top of its icon (Figure 8) at 
startup under the following circumstances: 
e It has not been configured to support any CD-ROM drives, or 


e Your CD-ROM drive is not recognized by CD-ROM ToolKit (check the 
Supported Devices list in the CDT application folder) 







Figure 8. Missing device startup icon 





Typical reasons for this include: 


e You have a newer drive that is not yet supported by CD-ROM ToolKit. 
e You have an older, discontinued drive. 

e Your drive was not powered on at startup. 

e Thereis a conflict with another Extension. 

e You did not remove old CDT software at installation. 

e You do not have enough memory to load CDT. 


e You have a problem on the SCSI bus, and the computer does not 
recognize the drive (this may be due to a bad SCSI ID, a bad cable, or 
improper termination). 
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Drive Setup: Suggested Settings 
Overview 


CDT’s default settings do quite well for most CDs, but it may be possible to 
fine-tune settings for smoother operation and greater speed. This section con- 
tains charts with suggested settings for nine types of CDs: 


wpe of 


Highly interactive CDs with lots of multimedia, sound, animations, and movies. 


Interactive children’s stories and educational CDs | Moderately interactive CDs with text, sound, and some animation. 
Encyclopedias Moderately interactive CDs with text, sound, animations, and movies, 


Text-only linked databases CDs with many text files and some interactivity: you can search and jump from one 
location to another, such as CDs containing abstracts of articles. 


Shareware CDs with lots of non-interactive files (and consequently lots of file icons), such as text 
and downloadable applications. 


Photo CDs CDs with lots of files, each containing one photograph. 


Desktop recorded (homemade) CDs CDs that have been recorded in a nonprofessional, noncommercial setting, such as 
business archives or system backups. 


CD Extra™ CDs (previously known as CD Plus) CDs that combine digital audio and digital data in two sessions. Audio data occupies 
session 1; digital data occupies session 2. 


ActiveAudio-type CDs CDs that combine digital audio and digital data. Digital data occupies the space 
preceding track 1. Audio data occupies tracks 1 and up. 





NOTE U pgrade to the full version of CDT and customize settings for each of your compact discs. 


= 
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Some Notes About Settings 


Cache 


For most applications, bumping up Dynamic RAM in the Cache feature in 
Drive Setup will show an improvement in your CD-ROM drives speed and 
responsiveness. Remember, though, when CDT is active this RAM will be 
dedicated to caching CDs, and will otherwise be unavailable to your system. 


Remember Static Images 


Set Remember Static Images, in the Cache feature, for how you use your CDs 
rather than for the types of CDs you use. If you tend to do the same things 
each time you use a disc, it’s best to have it enabled and set to at least one. If 
you do different things with a disc each time you use it, you may find it help- 
ful to disable this option. 


Multimedia discs 


If you have a noticeable problem with multimedia CDs, try steps 1 and 2 
before moving onto 3 and 4. Steps 3 and 4 will slow general operation of your 
CD-ROM drive, but will help QuickTime™: 


1. Select Disabled for Read Ahead. 

2. Uncheck the Continue Prescanning U ntil Full checkbox in Prescan. 
3. Uncheck the Static Disk Cache checkbox in Cache 
4. 


Turn off all caching by unchecking the Fast checkbox for the device in 
the main CDT application window. 


Miscellaneous notes on CDs 
e For CDs with many files, such as some shareware CDs, bumping up the 
Static Cache may be hel pful—particularly Static RAM cache. Static 
cache stores the directories that point to file locations. When there are 
many files, your system will be able to get to them faster. 
e For CDs with large files, setting Read Ahead to Large may increase 
performance speed. 
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The charts 


The charts on the following pages contain suggestions for settings within 
each general category. As you become more familiar with CDT’s special fea- 
tures, you can adjust the settings to fit even more closely any unique require- 
ments of the types of CDs you use most frequently. 


NOTE For more information on settings, see Drive Setup: Suggested Setting in the online CD -ROM 
Toolkit User Guide. 


Mi 


Games 
Highly interactive CDs with lots of multimedia links, sound, animations, and movies. If you have 
problems, see the information on multimedia CDs on page 188. 


Cache 


O Dynamic RAM Cache 128k + 
8 Static RAM Cache Unchecked 
Static Disk Cache 3000k 


Prescan 


EB) 
Continue Prescanning Until Full 


Mounting 


Any ISO 9660 volumes on “dual format” Apple HFS CD-ROMs Unchecked 


4 
f=] | Apple ProDOS Unchecked 
Search every track for possible data to mount Unchecked 


Read Ahead 


Disabled 
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Special 


Hide custom icons for faster Finder browsing Unchecked 
Allow messages about badly mastered CDs Unchecked 


Use slower “Polled Non-Blind SCSI |/ 0” (rarely needed) Unchecked 


Do not eject tray at shutdown: your choice, This does not affect speed. 
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Interactive Children’s Stories and Educational CDs 
Moderately interactive CDs with text, sound, and some animation. 


Cache 


Dynamic RAM Cache 128k + 
Static RAM Cache Unchecked 


Static Disk Cache 3000k 


Prescan 


Prescan File and Folder Information Checked 
Prescan Desktop Information Checked 
Prescan System 7 Icon Files Unchecked 
Prescan System 7 Alias Files Unchecked 
Continue Prescanning Until Full Unchecked 


Mounting 
Any ISO 9660 volumes on “dual format” Apple HFS CD-ROMs Unchecked 


Apple ProDOS Unchecked 
Search every track for possible data to mount Unchecked 


Read Ahead 


Disabled 


Special 


Hide custom icons for faster Finder browsing Unchecked 
Allow messages about badly mastered CDs Unchecked 














Use slower “Polled Non-Blind SCSI |/ 0” (rarely needed) Unchecked 


Do not eject tray at shutdown: your choice. This does not affect speed. 
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Encyclopedias 
Moderately interactive CDs with text, sound, animations, and movies. 


Cache 


T Dynamic RAM Cache 128k + 
2). Static RAM Cache Unchecked 


Static Disk Cache 3000k 


Prescan 


Prescan File and Folder Information Checked 
Prescan Desktop Information Checked 
Prescan System 7 Icon Files Unchecked 
Prescan System 7 Alias Files Unchecked 
Continue Prescanning Until Full Unchecked 


Mounting 
Any ISO 9660 volumes on “dual format” Apple HFS CD-ROMs Unchecked 


Apple ProDOS Unchecked 
Search every track for possible data to mount Unchecked 


Read Ahead 


Disabled 


Special 


Hide custom icons for faster Finder browsing Unchecked 
Allow messages about badly mastered CDs Unchecked 














Use slower “Polled Non-Blind SCSI 1/ O” (rarely needed) Unchecked 


Do not eject tray at shutdown: your choice. This does not affect speed. 





CD-ROM ToolKit Reference Guide 


Photo CDs 
CDs with lots of files, each containing one photograph. Use CDT's default settings. 


Cache 


(> Dynamic RAM Cache 128k 
2 Static RAM Cache Unchecked 
Static Disk Cache 3000k 


Prescan 


Prescan File and Folder Information Checked 
Prescan Desktop Information Checked 
Prescan System 7 Icon Files Unchecked 
Prescan System 7 Alias Files Unchecked 
Continue Prescanning Until Full Checked 


Mounting 
Any ISO 9660 volumes on “dual format” Apple HFS CD-ROMs Unchecked 


Apple ProDOS Unchecked 
Search every track for possible data to mount Unchecked 


Read Ahead 
Disabled n/a 


Special 


Hide custom icons for faster Finder browsing Unchecked 
Allow messages about badly mastered CDs Unchecked 














Use slower “Polled Non-Blind SCSI |/ 0” (rarely needed) Unchecked 
Do not eject tray at shutdown: your choice. This does not affect speed. 





Chapter 5: Drive Setup: Suggested Settings 193 






Typeface UQA Library 


The Bitstream® Collection CD contains 250 professional-quality typefaces in both 
TrueType® and PostScript® Type 1 format for Macintosh® and IBM PCs (Microsoft® 
Windows,” UNIX, and OS/2). 


Selected from Bitstream’s world-class library of almost 1,100 typefaces, the 250 type 
designs on this fully 

unlocked CD-ROM were selected by Bitstream’s type professionals to provide users with a 
comprehensive 

library of fonts for any typographic need. 


Bitstream’s typefaces were designed and digitized by a world-renowned staff each with 
more than 15 years experience in the type industry. All Bitstream typefaces 

are fully hinted for crisp output and sharp screen display. They also feature extensive 
kerning data to guarantee precise character spacing and letterfit. 


This typeface sample poster shows all of the 250 typefaces on the Bitstream Collection CD. 
Each typeface appears with its Bitstream font ID number, its name, style and trademark (if 
applicable). 


Trademark 
Font 


I.D. 
`~ 1040 Amazone ™ regular 


0510 Amelia regular 
0211 American Text™ reg- 


Typeface Typeface style 


Bitstream strives to set the highest standards for quality in typeface design and technical 
performance—we think you'll be happy with the results. 


The owners of the trademarks and registered trademarks of typeface names designated by number on this poster correlate to the names shown below. The 
trademarks designated as ”registered“ are registered in the United States. These and other trademarks appearing on this poster may be registered in other 
countries as well. 


1 Bitstream Inc. 3 H. Berthold AG 6 Ludlow Industries (UK) Ltd. 9 Stephenson Blake & Company Ltd. 
2 Linotype AG and/or its 4 Kingsley-ATF Type Corporation 7 Johannes Wagner 10 Visual Graphics Corporation 
subsidiaries 5 FotoStar International 8 Tetterode Nederland (Lettergieterij Amsterdam) 


©1995 Bitstream Inc. All rights reserved. Bitstream is a registered trademark and Creative Collection is a trademark of Bitstream Inc. TrueType is a trademark 
of Apple Computer Inc. PostScript is a registered trademark of Adobe Systems Inc. Microsoft is a registered trademark and Windows is a trademark of 
Microsoft Corporation. 
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Numerics 


115/230 volt switch, illustrated xv, xvii, 15 
3.5" to 5.25" adapter 89 


A 
AC line input 
specifications 109 
Acceleration, see cache 
ActiveAudio 182 
adapter, 3.5" to 5.25" 89 
ADB port 
Low-Profile system illustrated xvii 
ADB port, illustrated xvii, 15 
ADB ports 
illustrated xv 
input devices connection 21 
mouse and keyboard connections 8 
symbol for xv 
address 134 
Anubis Extension 129 
Apple CD Audio Player 179 
Apple desktop bus, power requirements 111 
Apple HFS 175 
Apple software license agreement xxvii 
Apple Free 136 
Apple HFS 136 
Apple partition map 136 
AppleCD Audio Player 26 
AppleShare 155 
APT Extension 129 
At Ease 155 
audio equipment 23 
audio device connection 23 
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external speaker connection 24 
microphone connection 25 
power requirements 112 
sound ports 23 
audio system 
specifications 108 
auto initialize 
Format Type 142 
Verify After Formatting 143 
auto initializing 141 to 144 


B 


backups 125 
bar-code reader 

connecting 21 
Basics tutorial, running 29 
bomb dialog box 42 
brightness control, monitor 11 


C 
cables, for connecting SCSI devices 19 
Cache 172 
notes about settings 188 
overview 173 
capacity 137 
unallocated 134 
caution notices 
(see also: warning alerts) 
defined 105 
on increasing memory 69, 110 
CD Extra 182 
CD+G 182 
CD-ROM drive 
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(see also: hard disk drive) 26 
illustrated xiv 
playing audio CDs on 26 
removing 95 
CDs (audio), playing 26 
CDT Remote 
about 179 
ActiveAudio 182 
Apple CD Audio Player 179 
CD Extra 182 
Enhanced CD 182 
how to play audio 183 
multimedia audio CDs 182 
remote control 180, 182 
sound Control Panel 179, 183 
sound output 179 
troubleshooting 184 
Chooser program 21 
clock and calendar 
specifications 109 
color tables, for monitor ports 111 
commands 
View Partitions 135, 151 
Compact Pro 155 
compatibility notes 155 
compatiblity problems, software 42 
Configure Driver 137 
connecting peripheral devices 15 
Control Panels 170 
cover removal 
instructions 60, 71 
warning alert 61, 72, 86 
Create New Volume 
format 148 
cursor (see: mouse pointer) 
customer satisfaction guarantee xxv 
Customer Support 
contacting xxi 
Customer Support, contacting iii 


D 

data integrity 
maintenance 125 

DC power 
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specifications 109 
Delete 138 
desktop problems 
missing hard disk icon 40 
Desktop system xiii 
Device Data file 141, 144 
Device driver 179 
device drivers, installing 21, 102 
Devices list 170 
view menu 170 
Devices menu 
View Partitions 135 
dimensional specifications 110 
DIMM module (dual in-line memory module) 
inserting 81 
removing 80 
DIMM slots 77 
DIMMs 71 
DIMMS (Dual In-line Memory Modules) 
configuring 110 
installing 77, 110 
DIMMS (Dual Inline Memory Modules) 
installing 71 
disk devices 
In use 124 
disk drives 
specifications 107 
Disk First Aid 40 
Display non-CDs 169 
DOC statement (DOC Class B) 116 
double-clicking, explained 29 
drive bays, location 90 
Drive setup 
cache 172 
cancel 172 
default 172 
devices list 170 
display non-CDs 169 
drive setup screen 169 
fast 170 
miscellaneous notes 188 
mounting 175 
MouseHelp 171 
OK 172 
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on 170 
prescan 174 
read ahead 176 
scan 169 
setup 169 
setup features screen 170 
driver 
partitions 136 
Driver Loader 129 
Dual format CDs 175 
dual in-line memory modules 71 


E 


electrical outlets 
for plugging in computer 1 
warning alert 2 
electrical shock safety guidelines 105 
e-mail address, Power Computing team v 
energy-saving mode (sleep mode) 33 
Enhanced CD 182 
environment (operating) specifications 110 
error dialog box 36 
error messages (see: troubleshooting) 
Ethernet 
illustrated xv 
Ethernet network 
connecting to 22 
Ethernet port, illustrated xvii, 15 
expanding computer 
installing expansion cards 66 
expanding your computer 
cover removal 59, 71, 85 
cover replacement 65, 76 
expansion cards 
guidelines for installing 60 
installation warning alert 66 
installing 66 
power consumption 60 
warning alert 60, 69, 72, 86 
when to install 3 
Extensions 
disabling 129 
Extensions M anager 42 
external speakers, connecting 24 


For Technical Support, Call 1-800-708-6227 


F 


FAQ 125 
FCC statement 115 
Finder (Application menu) 30 
floppy disk 
X icon 39 
floppy disk drive 
illustrated xiv 
floppy disk drive, specifications 107 
floppy disks 
problems with 40 
folder, opening 30 
format 
Create New Volume 148 
low-level 144 
options 147 
quick 144 
Format Type 142 
format type 146 
formatting 150 
frequently asked questions 125 
front panel power button 
illustrated xiv 
FWB recommends 
Drive setup settings 187 
easy install 168 


G 


GeoPort Telecom Adapter 
connecting 21 
power requirements 112 
Get Info window 42 
glare, preventing 106 
graphics tablet 
connecting 21 
greenish monitor image 11 
Guide menu 30 


H 

hard disk drive 
(see also: CD-ROM drive) 
internal 17, 87 
specifications 107 

hard disk icon 
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opening 30 
problems 40 
Hard Disk ToolKitePE 
upgrading 124 
using 139 
Hard Disk ToolKitePE modules 
FWB Mounter 125 
Hard Disk ToolKitePE 125 
HDT (Hard Disk Toolkit) Primer 18, 87 
health related information 105 
preventing eye strain 106 
health-related information 105 
Help 
M ouseHelp 171 
help 
online 30 
Hierarchical File System 175 
high-performance M acintosh-standard moni- 
tor port 
described 4 
high-performance monitor port 
color table 111 


ICONS 
floppy disk X icon 39 
hard disk icon 30 
Mac OS Tutorial Part 1 30 
sad face icon 39 
identity 135 
input devices, connecting 21 
Installation 
quick start 167 
Installation 
before you install 129 
Installer 179 
alias files 170, 180 
installing 
expansion cards 59 
Internal drives 85 
memory (RAM and VRAM) 71 
Interfaces 
specifications 108 
Internal storage devices 
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power requirements 112, 113 
ISO 9660 175 


K 


keyboard 
connecting to computer 8 
power requirements 111 
problems 41 
specifications 109 
keyboard power key 
illustrated xiv 


L 


LocalTalk network 
connecting to 22 
printer connections 21 

low level format 144 

Low-Profile system 
front view xvi 
rear view xvii 

LUN 134 


Mac OS CD-ROM 40 
M ac OS operating system 29 
on-line help 30 
tutorial 29 
Mac OS Tutorial folder 30 
Mac OS Tutorial Part 1 icon 30 
Macintosh Guide 30 
Macintosh Guide (Guide menu) 4, 30 
M acintosh-standard video port 
illustrated xv, xvii 
memory 
configuring 107 
increasing 71 
MicroNet Cartridge Extension 129 
microphones 
connecting 25 
power requirements 112 
modem port 
connecting printer to 21 
illustrated xv, xvii, 15 
Low-Profile system illustrated xvii 
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symbol for xv 
modems 
connecting 21 
monitor 
color tables 111 
different sizes of, tables for 111 
placement of 1 
setting up 3 
turning on 10 
monitor ports 
described 4 
Monitors and Sound control panel 24, 27 
Monitors control panel, configuring monitors 


4 
Mount Cache 129 
Mounting 175 
Apple HFS 175 
dual format CDs 175 
ISO 9660 175 
mouse 
connecting 8, 21 
problems 41 
specifications 109 
using 29 
mouse pointer, described 29 
M ouseHelp 171 
Multimedia 188 


N 
name 137 
networks 
connecting to 22 


O 

on-line help 30 

operating environment, specifications 110 
optical disk 143, 147 


P 
Partition List dialog box 135 
partition map 136 
partitions 

number of 137 
PCI cards 
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installing 66 
PCI expansion slots 
Low-Profile system, location illustrated 
xvii 
Minitower system, location illustrated xv 
peripheral devices 
audio equipment 23 
CD-ROM drives 26 
connecting to 15 
external speakers 24 
input devices 21 
microphones 25 
modems 21 
network connections 22 
printers 21 
SCSI devices 16 
PlainTalk microphone 25 
ports (see: ADB ports; monitor ports; sound 
ports) 
power button 36 
restarting computer 37, 41 
power cable 101 
Power Computing team 
email address v 
word from v 
power consumption 
of expansion cards 60 
specifications 111 
power cord 
socket, illustrated xv 
socket, Low-Profile system illustrated xvii 
power cord socket, illustrated xvii, 15 
power cord, pluggingin 2 
power key 10, 36 
turning on computer 10 
Prescan 174 
file and folder information 174 
printer port 
illustrated xv 
Low-profile system illustrated xvii 
symbol for xv 
printer port, illustrated xvii, 15 
printers, connecting 21 
problems and solutions (see troubleshooting) 
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problems and solutions (see: troubleshooting) 
processor specifications 107 

programs, launching 30 

purplish monitor image 11 


Q 


Quadra 840AV 136, 156 
quick format 144 
QuickTime 155 


R 


radio and television interference 
regulatory information 115 
RAM 173, 176 
RAM (random-access memory) 
adding 77 
configurations 110 
insufficient memory problems 42 
specifications 107 
Read ahead 176 
disabled 177 
large 177 
RAM 176 
small 177 
Read Me file 128 
refunds xix 
registration 123 
regulatory information 115 
CD-ROM drive 117 
DOC statement 116 
FCC statement 115 
lithium battery warning 117 
radio/television interference 115 
Remember static images 188 
removing 
computer cover 60, 71 
repetitive stress injuries (RSIS), preventing 106 
reset button 12, 37 
illustrated xiv 
Resize Volume 138 
Restart command (Special menu) 36 
restarting the computer, troubleshooting 36 
return policies xix 
returns for refund xix 
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returns for repair xx 


S 


sad face icon 39 
safety and health guidelines 105 
safety instructions 105 
Sales, contacting iii 
satisfaction guarantee xxv 
saving files 13, 32 
Scan 169 
SCSI bus 
scanning 18, 87 
SCSI cable 
external 19 
internal 101 
SCSI chain 18 
SCSI device drivers 102 
SCSI devices 16 
connecting external 19 
connecting internal 20 
installing device drivers 21, 103 
problems 40 
SCSI ID assignment 17, 18, 87 
termination 20 
SCSI formatting options 150 
SCSI ID number 
assigning 18 
determining 18, 87 
pre-set IDs 18 
SCSI port 
described 19 
illustrated xv, xvii, 15 
Low-Profile system illustrated xvii 
symbol for xv 
SD Removable CDEV 129 
Selector window 132 
buttons 133 
setting up your computer 1 
Sharing Setup 129 
shipping hardware to Power Computing xx 
Shut Down (Special menu) 13, 32 
shutting down your computer 13, 32 
Silver Control 129 
size 137 
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sleep mode 33 
software 
compatiblity problems 42 
memory problems 42 
software device drivers, installing 21 
Sound control panel 24, 27 
sound in port 
illustrated xv 
symbol for xv 
sound in port, illustrated xvii, 15 
sound out port 
illustrated xv, xvii, 15 
Low-Profile system illustrated xvii 
symbol for xv 
sound ports 
connecting audio devices to 23 
speakers (external) 
connecting to 24 
specifications 107, 107 
Stacker 156 
start block 137 
starting up 
problems 11, 40 
turning the computer on 10 
starting your computer 10 
Static disk cache 173 
static electricity, discharging 65, 76 
Static RAM cache 173 
stereo mini-plug connectors 23, 24 
Stop File Sharing 129 
Stuffit Deluxe 155 
Stuffit Expander 155 
Suggested settings 
children’s stories 191 
educational CDs 191 
encyclopedias 192 
games 189 
photo CDs 193 
SuperATM 155 
support numbers iii, xxi 
Sync on Green 11 
system 
chassis types xiii 
Low-Profile, front view xvi 
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Low-Profile, rear view xvii 
overview Xiii 
rear view xV 
System software 
installing 124 
system software 
problems 39 


T 


TCP/IP control panel 22 
technical information 
power requirements 111 
RAM configurations 110 
specifications 107 
system specifications 107 
VRAM configurations 110 
Technical Support 
contacting iii, xxii 
telecom adapter 21 
telecommunications devices, power require- 
ments 112 
telecommunications port (see: modem port) 
testing a device 152 to 154 
title 137 
Token Ring network 
connecting to 22 
total blocks 137 
trackball 
connecting 21 
Troubleshooting 185 
troubleshooting 35, 156 to 160 
drive not working 103 
restarting the computer 36 
Troubleshooting installation 185 to 186 
tutorial (Basics) 
overview 29 
type 134, 137 


U 
unallocated 137 
Capacity 135 
updating a driver 152 
upgrading 124 
upgrading your computer 59, 71, 85 
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expansion cards 66 
Installing and removing RAM 77 
overview of adding RAM 77 


V 


Verify After Formatting 143, 146, 147 
VGA monitor port 
described 4 
VGA video port 
illustrated xv, xvii 
video cable, connecting 6 
video specifications 108 
View Partitions 135, 151 
virtual memory 43 
Virus protection, disabling 129 
voltage switch 2, 3 
volume 135 
VRAM (video memory) 
configuring 110 


W 


warning alert 
on adjusting CD-ROM drives 117 
warning alerts 
defined 105 
on computer cover removal 60, 69, 72, 78, 
86 


on installing expansion cards 69 
on lithium batteries 117 
on using electrical outlets 2 
see also: caution notices 
warranty xXiii 
warranty limitations and disclaimer of damages 
XXIV 
warranty service xxiv 
Web address, Power Computing team ili, xxi 


X 
X icon 39 
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POSTAGE WILL BE PAID BY ADDRESSEE 


FWB Software 


P.O. Box 15399 


Fremont, CA 94539-9952 


Technical support for this OEM version of FWB software is available from the place of purchase. 


To enjoy technical support directly from FWB Software., you are required to purchase an 
upgrade from this OEM product. Use this form to upgrade today! 





UA TODAY 


and receive... 


E 


1) DIRECT FWB 
TECH SUPPORT 
Save time with expert 
heip when you need it. 


2) NEW DISKETTE 
WITH LATEST VERSION 
Supports all the newest 
drives and systems 


3} UPGRADE AND 
VIP OFFERS 
Plus, access free updates 
on our Web-site. 





IF ORDERING: FOLD, SEAL & MAIL. NO STAPLES. 


se ah ee a eee ee ee a 


IF NOT ORDERING: DETACH & RETURN 


Card No.: 


© OEM Uperade—Includes direct FWB 


Technical Support and New Diskette. ..... $29.00 
Shipping & Handling (U.S. $6.50/INTL $20)... . $___ 
TAM tk eure itl Sovad ise od Aa hee Siete A $ __ 
California residents only. (Note to Canadian residents: Please add GST.) 

NOVA ss cesarean te op aoedl E E $ 


NOTE: All international orders payable via credit card in U.S. Funds only. 
Q'/ ase allow 6 to 8 weeks delivery for all orders. 


O VISA © MasterCard © American Express 


Exp. Date: 


Signature: 


Order today! Call: 1-800-581-4392 ws, 


Or, Return this portion with payment and registration card below. 


Outside U.S., Call: 510-252-2090 
http://www. fwb.com 
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z E SOFTWARE 
T REGISTRATION FORM 
COMPANY o Complete & return this postage paid card today to receive 
advance upgrade notices, and a chance to win FWB 
ae ee oe products. 
Or, Register by FAX: 415-463-3558. 
Which FWB Software Do You Have? 
CITY O Hard Disk ToolKitePE™ O CD-ROM ToolKit™ 
Pa ak a . E O Hard Disk ToolKit” O RAID ToolKit” 
SISIE i O HSM ToolKit™ O Turbo ToolKit” 
COUNTRY Other 
ee eee Serial No.: 
PHONE 


DATE OF PURCHASE 


PLACE OF PURCHASE 


Please Print—Serial Number Required. 


Contest Rules: FWB will randomly select, from their list of registered users, one winner per annual quar- 
ter. Eoch winner will receive one FYWB Software product to be determined by FWB at time of drawing 
All registered owners of FWB product are eligible ta win. Limit one eniry per ragistration. FWB agents 
and employees are ineligible. Contest cules and regulations subject to change without notice. FWB 
resarves the right fo cancel contest ot any time. ©1996 FWB Softwore, LLC. FWB is a registered trade- 
mork of FB Software, LLC. Hord Disk ToolKit, Hord Disk ToolKitePE, CD-ROM ToolKit, RAID ToolKit & 
Turbo TaalKil ara trademarks of FWB Software, LLC All other trademarks ore property of their respective 
owners and may be registered in certain circumstances. 


FWB PART NO.: 09-00521-201 


Apple Software Registration C ard 


Please Print Clearly in Capital Letters. 
Primary U ser 


Firt name Mid. int. Lat Name 


Title (if applicable) Department 
Location where software will be used: 


Company/Insitution (if applicable) 





Stret #orP.O.box#  StretName Apt./Suite # 
City State/Province 


| tt | 
Zip/Postal code Country D aytime tdeohone 
| tt | 


Evening teeohone F ax tdephone 


The software purchased is System 7.6, and the software was acquired through Power Computing Corporation. 
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From: 


Reason for Return: 

____ General disatisfaction 
Technical difficulties 
Pricing 

Upgrading system 
Downgrading system 
Competitive replacement 
____ Evaluation return 

= Other: 


RMA# 


To: Power Computing Corporation 
Attn: RMA Returns Department 
5100 North [H-35 

Round Rock, TX 78681 


